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C = CYAN M = Magenta Y = Yellow B = Black/THAI

159Connectors - PCB

300,000 products, stocked and ready to despatch 159

1.27mm Flexstrip Cable

2.0mm Pitch Micro SPOX

Pin Headers (with Friction Lock)

Current rating 1.6A
Rated voltage 200V ac
Rated temperature +125 °C
Insulation material Nomex
Pitch 1.27mm

Single row header

10 Way width B=11.93mm, 15 Way width B=17.01mm, 20 Way width B=25.9mm,
30 Way width B=38.6mm,

Straight Head-
er

Length Mftrs. Price Each
mm ins List No. Order Code 1+ 100+ + +

10 Way
25.4 1 1437130-4 916-3409● 121.00 107.00 – – – –
50.8 2 4-1437131-7 916-3441● 143.00 128.00 – – – –
76.2 3 4-1437132-5 916-3484● 177.00 158.00 – – – –

15 Way
25.4 1 1-1437130-3 916-3417● 162.00 142.00 – – – –
50.8 2 5-1437131-3 916-3450● 205.00 185.00 – – – –
76.2 3 4-1437132-9 916-3492● 250.00 222.00 – – – –

20 Way
25.4 1 1-1437130-9 916-3425● 202.00 179.00 – – – –
50.8 2 5-1437131-9 916-3468● 261.00 234.00 – – – –
76.2 3 5-1437132-1 916-3506● 318.00 285.00 – – – –

30 Way
25.4 1 2-1437130-9 916-3433● 282.00 251.00 – – – –
50.8 2 6-1437131-8 916-3476● 370.00 329.00 – – – –
76.2 3 6-1437132-0 916-3514● 454.00 405.00 – – – –

Dual row header

Cable - Low Cost Nomex

Mftrs. List No. 10-32-1xx3 = Straight Header
Engineering No. 5233 = Straight Header

Current Rating 1 - 4A Pitch 1.27mm
Insulation Resistance 5000MΩ Withstand Voltage 300V
Operating Temperature -65°C to +105

Ì 1.27mm pitch
Ì 2.54mm row spacing on dual row products

411020

No. Mftrs. Price Each
Ways List No. Order Code 1+ 10+ 50+ 100+

Header, 6.35mm Stacking Height
10 5-104655-1 110-6322● 190.00 173.00 160.00 160.00
20 5-104655-3 110-6323● 231.00 211.00 192.00 192.00
30 5-104655-4 110-6324● 284.00 258.00 236.00 236.00
40 5-104655-5 110-6325● 341.00 311.00 285.00 285.00
50 5-104655-6 110-6327● 379.00 345.00 316.00 316.00
80 5-104655-9 110-6328● 486.00 442.00 406.00 406.00
100 6-104655-1 110-6329● 566.00 515.00 472.00 472.00
Header, 8.13mm Stacking Height
10 5-104656-1 110-6330● 190.00 173.00 160.00 160.00
20 5-104656-2 110-6331● 231.00 211.00 192.00 192.00
30 5-104656-3 110-6332● 284.00 258.00 236.00 236.00
40 5-104656-4 110-6333● 341.00 311.00 285.00 285.00
50 5-104656-5 110-6334● 379.00 345.00 316.00 316.00
80 5-104656-8 110-6335● 486.00 442.00 406.00 406.00
100 6-104656-0 110-6336● 566.00 515.00 472.00 472.00
Header, 9.91mm Stacking Height
10 5-104693-1 110-6337● 190.00 173.00 160.00 160.00
20 5-104693-2 110-6339● 231.00 211.00 192.00 192.00
30 5-104693-3 110-6341● 284.00 258.00 236.00 236.00
40 5-104693-4 110-6342● 341.00 311.00 285.00 285.00
50 5-104693-5 110-6343● 379.00 345.00 316.00 316.00
80 5-104693-8 110-6344● 486.00 442.00 406.00 406.00
100 6-104693-0 110-6345● 566.00 515.00 472.00 472.00

No. Mftrs. Price Each
Ways List No. Order Code 1+ 10+ 50+ 100+

Vertical Receptacle
10 5-104652-1 110-6315● 220.00 200.00 184.00 184.00
20 5-104652-2 110-6316● 264.00 240.00 220.00 220.00
30 5-104652-3 110-6317● 361.00 329.00 301.00 301.00
40 5-104652-4 110-6318● 451.00 411.00 376.00 376.00
50 5-104652-5 110-6319● 521.00 474.00 435.00 435.00
80 5-104652-8 110-6320● 725.00 659.00 605.00 605.00
100 6-104652-0 110-6321● 812.00 739.00 677.00 677.00

Ì Provides multi conductor board to bo-
rad connections

Ì 1.27mm pitch
Ì High flexibility
Ì Stress and vibration resistant
Ì Nomex insulation material ideal for

general purpose applications
Ì Available from 10 to 30 ways

419778

Headers and Sockets

AMPMODU 50/50 Grid Connectors

Ì High density 1.27mm x 1.27mm [.050" x.050"] centerline grid 
Ì Three board-to-board stack heights: 6.35mm [.250"], 8.13mm [.320"]

and 9.91mm [.390"] 
Ì Non-protrusive metallic holddowns 

Housings Thermoplastic (UL94V-0) Contact resistance 40Ω max
Contacts Copper Alloy, plated Gold Insulation resistance 1000MΩ min
Temperature Range -40°C to +105°C Dielectric Voltage 500Vac min
Current Rating 1A

Ì Reliable dual beam receptacle contacts for redundant contact 
Ì Duplex plated receptacle and post contacts; gold plated on mating areas
Ì Compatible with standard surface-mount processing (VPR and IR) 
Ì Receptacle and header allow for drainage of processing fluids 
Ì Sizes of 10, 20, 30, 40, 50, 80 and 100 positions 
Ì UL recognised (E28476) and CSA certified (LR7189)

Mftrs. List No: Single row SMT socket, 4.6mm High M52-505xx45
Dual row SMT socket 3.55mm high M52-515xx45
Single row SMT header M52-040000Pxx45
Dual row SMT header M52-040000Sxx45

Where xx = Dual row products, No. of pins on 1 side of connector eg. 05 for 10 way

Board-to-Board Vertical Receptacles
and Headers, 1.27mm Pitch

No. of Price Each
Ways Order Code 1+ 25+ 100+ 250+ +

Single Row Socket
5 109-9547● 69.00 65.00 62.00 59.00 – –

10 109-9548● 124.00 116.00 112.00 105.00 – –
20 109-9549● 200.00 188.00 180.00 169.00 – –
25 109-9550● 249.00 234.00 224.00 212.00 – –

Dual Row Socket
10 109-9556● 138.00 129.00 124.00 117.00 – –
20 109-9557● 224.00 209.00 200.00 189.00 – –
40 109-9558● 398.00 373.00 358.00 338.00 – –
50 109-9559● 496.00 465.00 447.00 422.00 – –

Single Row Header
5 109-9569● 35.00 33.00 32.00 30.00 – –

10 109-9570● 70.00 65.00 63.00 59.00 – –
20 109-9571● 139.00 130.00 125.00 118.00 – –
25 109-9572● 176.00 164.00 157.00 147.00 – –

Dual Row Header
10 109-9573● 70.00 65.00 63.00 59.00 – –
20 109-9574● 139.00 130.00 125.00 118.00 – –
40 109-9575● 280.00 262.00 252.00 238.00 – –
50 109-9576● 349.00 327.00 314.00 297.00 – –

M52 - Series, Surface Mount

419374


