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C = CYAN M = Magenta Y = Yellow B = Black/THAI

178 Connectors - PCB

Prices are in Thai Baht and exclude 7% VAT.

Due to the volatile nature of certain products,

prices are subject to change without notice.
178 1,000s more products available at www.farnell-newarkinone.com

10A

Interlocking 15A

13.5A

PCB Mounting Terminal Blocks - continued

5mm Pitch

5.00mm Pitch

10mm Pitch

Maximum Voltage 380V Maximum Wire Size 4.0mm²
Current Rating 17.5A Clamping Screw M2.5 Zinc plated Steel 0.4Nm
Temperature Range -20°C to 125°C Housing Lexan UL94V-0
Rising Clamp Zinc plated Steel Colour Grey

Rated Voltage 415V
Current Rating 17.5A
Temperature Range -40°C to +105°C
Flammability Class UL94V-0
Solid wire entry 1.5sq mm
Screw size M2.6
Torque rating 0.4Nm
Colour Dark Grey

No of Mftrs. Price Each
Ways List No. Order Code 1+ 25+ 100+ 250+ +

2 20.501M/2 963-2972● 17.00 14.00 13.00 11.00 – –
3 20.501M/3 963-2980● 23.00 21.00 17.00 16.00 – –
4 20.501M/4 963-2999● 33.00 30.00 27.00 23.00 – –
6 20.501M/6 963-3006● 50.00 45.00 41.00 37.00 – –
8 20.501M/8 963-3014● 66.00 59.00 53.00 46.00 – –

10 20.501M/10 963-3022● 82.00 74.00 67.00 57.00 – –

Maximum voltage 250V ac Clamping screw M3 steel zinc plated
Current rating 16A Housing Polyamide UL94V-0
Temperature range -40°C to +125°C Colour Light Grey
Rising cable clamp Steel zinc plated Maximum wire size 2.5mm2

Price Each
Mftrs. List No. Order Code 1+ 10+ 50+ 100+

Vertical Mount CTB7300/36M 388-1829● 156.00 137.00 125.00 114.00
90° Mount CTB7300/36F 388-1830● 394.00 342.00 290.00 262.00
Clips (pair) CTB7300/C 388-1842● 13.00 10.00 9.00 8.00

36 Way Plug-In Terminal Block 13.5A

Ì Rising clamp design
Ì Supplied with open screw to save

assembly time
Ì All metal parts are non-magnetic
Ì Test probe access built-in
Ì Can be used in corrosive environ-

ments
Ì UL and CSA listed
Ì For 1.5mm solid wire
Ì With interlock
Ì Side wire entry

Order Multiple=10
No of Length Order Price Each
Ways mm Code 5+ 50+ 100+ 500+ +
2 10 151-794 37.00 31.00 26.00 21.00 – –
2 10 117-2817● 37.00 31.00 26.00 21.00 – –
3 15 151-795 54.00 46.00 39.00 31.00 – –
3 15 117-2818● 54.00 46.00 39.00 31.00 – –
4 20.5 114-2153● 68.00 59.00 49.00 42.00 – –
6 30.5 114-2154● 108.00 93.00 84.00 – – – –
8 40.9 114-2163● 154.00 131.00 110.00 83.00 – –
10 50.9 469-877 193.00 165.00 138.00 105.00 – –
10 50.9 117-2831● 193.00 165.00 138.00 105.00 – –
12 61.5 114-2155● 216.00 182.00 151.00 117.00 – –

Low Profile 17.5A

H=10, W=7.5, Pitch=5, Pin
dia=1.0

5.0mm Pitch

411955

2.5mm2

cable entry

Housing Polyamide Operating Voltage 250Vac
Male Contacts Brass,Tin plated
Female Contacts Brass, nickel plated

Rising Clamp Interlocking 16A

2.5mm2

cable
entry

Ì Low profile 10mm
board height

Ì Wire guard protec-
tion

Ì 2.5mm2 cable entry
Ì Pressure plate wire entry as-

sists conductor clamping

209510

Ì Interlocking PCB terminal block with
rising cable clamp design

Ì Features good cable retention and re-
petitive operation

Ì 1mm test probe facility

Ì 36 way strip easily cut to 
required number of ways

Ì Rising clamp terminals
Ì Horizontal or vertical mounting
Ì Approvals: CE approved, UL recognised
Ì Optional polarising clips (in pairs)

Ì Solid black construction

H = 13, W = 8, Pitch = 10, Pin dia = 1.1

209401

Ì 2 through to 8 way interlocking
terminal blocks

Ì Screw terminal
Ì CSA approved, UL
recognised

No of Mftrs. Price Each
Ways List No. Order Code 1+ 25+ 100+ 250+ +

2 282836-2 308-9034● 24.00 22.00 20.00 17.00 – –
3 282836-3 308-9046● 35.00 33.00 29.00 25.00 – –
4 282836-4 308-9058● 60.00 54.00 48.00 42.00 – –
5 282836-5 308-9060● 51.00 47.00 42.00 37.00 – –
6 282836-6 308-9071● 61.00 55.00 49.00 46.00 – –
7 282836-7 308-9083● 81.00 73.00 65.00 60.00 – –
8 282836-8 308-9095● 87.00 78.00 74.00 68.00 – –
9 282836-9 308-9101● 94.00 84.00 75.00 70.00 – –
10 1-282836-0 308-9113● 102.00 92.00 86.00 80.00 – –
12 1-282836-2 308-9125● 147.00 132.00 118.00 110.00 – –

232094

Maximum Voltage 380V ac Housing Noryl SE.1
Current Rating 10A Colour Light Grey
Maximum Temperature 120°C Maximum wire size 2.5mm²

5mm Pitch

H=16, W=9.5, Pitch=5, Pin dia=1.1

Maximum voltage 250V ac Clamping screw M3 Galvanised Steel
Current rating 15A Cable protector Bronze
Temperature range -25°C to +100°C Housing Polyamide, UL94V-0
Bush clamp Brass nickel and tin plated Colour Light Grey
Maximum wire size 2.5mm2

H=10, W=7.5, Pitch=5, Pin Dia=1

2.5mm2

cable
entry

Mftrs. List No. KRM2=151-785, KRM3=151-786, KRM4=151-787, KRM8=151-788

Warning: Not suitable for use with Arklone cleaners

5mm Pitch

209400

209403

Mftrs. List No. 819/x, where x= No. of ways

No of Length Order Price Each
Ways mm Code 5+ 10+ 50+ 100+ + +
2 10 151-785 31.00 28.00 27.00 22.00 – – – –
2 10 117-7875● 31.00 28.00 27.00 22.00 – – – –
3 15 151-786 51.00 47.00 46.00 39.00 – – – –
3 15 117-7876● 51.00 47.00 46.00 39.00 – – – –
4 20 151-787 62.00 56.00 54.00 46.00 – – – –
4 20 117-7877● 62.00 56.00 54.00 46.00 – – – –
8 20 151-788 81.00 62.00 53.00 44.00 – – – –
8 20 117-7878● 107.00 82.00 70.00 51.00 – – – –
6 20 871-278 61.00 50.00 41.00 31.00 – – – –
6 20 117-7890● 61.00 50.00 41.00 31.00 – – – –
7 20 871-280 72.00 55.00 47.00 36.00 – – – –
7 20 117-7891● 72.00 55.00 47.00 36.00 – – – –

No of Length Price Each
Ways mm Order Code 5+ 50+ 100+ 500+ +
2 15 117-8392● 34.00 31.00 25.00 19.00 – –
3 25 117-8393● 49.00 44.00 39.00 30.00 – –
4 35 117-8394● 66.00 57.00 50.00 39.00 – –


