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C = CYAN M = Magenta Y = Yellow B = Black/THAI

25Cable & Wire

300,000 products, stocked and ready to despatch 25

Communication and Control Cable

Ì Premium grade PVC
jacket for extended ca-
ble life

Ì Nylon rip cord for ease

Single Twisted Pair (Screened)

XTRA-GUARD® 1 Multi-Core Unshielded

Data Transmission Cable

Category 5E-FTP Patch Cable 

Category 5, 6 Cables

DEF STAN 61-12 Part 5 - Screened

Unshielded

of jacket stripping
Ì CSA certified flame test-4, UL recognised,

listed passing UL94V-1
Ì Applications include, EIA RS232C interface,

FCC Docket computer peripherals, point of
sale equipment, industrial process controls,

16/0.2mm (0.5mm2) 16-2-C Type

0.336mm2, 0.79mm2 and 0.56mm2

EC Verified

medical electronics and other high technology environments
Ì UL Style 2464
Ì Multi-core 24 AWG (7/32AWG) tinned copper conductors
Ì Aluminium/polyester/aluminium foil with stranded tinned copper drain

wire, in 70% overall braid of tinned copper wire
Ì Suprashield twice as effective as standard foil shielding

Voltage rating 440V (RMS) Maximum current per core 2.5A
Conductor area 0.5mm² per core Max. operating temperature 70°C
Sheath colour Black

Ì Multi-core 24 AWG (7/32 AWG) tinned cop-
per conductors

Ì Premium grade PVC jacket for extended ca-
ble life

Ì Nylon rip cord for ease of jacket stripping
Ì CSA certified flame test-4, UL recognised,

listed passing UL94V-1

208004

Ì Applications include computer peripherals, point of sale equipment, industrial process
controls, medical electronics and other high technology environments

Ì UL Style 2464

Ì Single twisted pair of tinned stranded copper
conductors

Ì 0.336mm2, 0.56mm2 or 0.79mm2conductor
sizes

Ì Overall screened in aluminium polyester foil

Ì High performance patch cable
Ì Four twisted pairs of 7/0.16mm (26AWG)

plain stranded copper conductors
Ì Polyethylene insulated, shielded in alumi-

nised polyester tape with integral 7/0.16 plain
copper drainwire.

Ì Sheathed overall in flexible PVC

Jacket thickness 0.81mm Operating temperature -20° to +80°C
Voltage rating 300V

Ì UL2576 recognised, CSA PCC FT4
Ì 22AWG (7/0.25mm) tinned copper con-

ductors

Cable No. ofNom. Dia. Reel Price Per Reel
Ref Cores (mm) Length (m) Order Code 1+ 5+ +

100 119-0290● 6,568.00 5,829.00 – –
16-2-12A 12 9.5 25 119-0291● 2,926.00 2,613.00 – –

100 119-0292● 8,106.00 7,464.00 – –
16-2-18A 18 11.1 25 119-0293● 4,139.00 3,937.00 – –

100 119-0294● 11,446.00 10,418.00 – –
16-2-25A 25 13.1 25 119-0296● 5,028.00 4,644.00 – –

100 119-0297● 15,150.00 13,831.00 – –

Cable No. of Nom. Dia. Reel Price Per Reel
Ref Cores (mm) Length (m) Order Code 1+ 5+ +

16-2-1C 1 3.8 100 119-0298● 4,275.00 3,690.00 – –
16-2-2C 2 6.9 25 119-0299● 1,836.00 1,653.00 – –

100 119-0300● 6,243.00 5,618.00 – –
16-2-3C 3 7.2 25 119-0302● 1,791.00 1,569.00 – –

100 119-0303● 6,181.00 5,520.00 – –
16-2-4C 4 7.7 25 119-0304● 2,378.00 2,265.00 – –

100 119-0305● 8,849.00 8,424.00 – –
16-2-6C 6 8.7 25 119-0306● 3,167.00 3,022.00 – –

100 119-0307● 10,261.00 9,534.00 – –
16-2-8C 8 9.2 25 119-0308● 3,937.00 3,382.00 – –

100 119-0309● 11,811.00 10,148.00 – –
16-2-12C 12 11 25 119-0310● 4,744.00 4,521.00 – –

100 119-0311● 15,059.00 14,490.00 – –
16-2-18C 18 12.5 25 119-0312● 6,687.00 6,247.00 – –

100 119-0314● H 14,335.00 13,394.00 – –
16-2-25C 25 14.6 25 119-0315● 8,247.00 7,072.00 – –

100 119-0316● H 24,513.00 22,062.00 – –
H Heavy items, special delivery conditions apply

with stranded tinned copper drain wire
Ì Polyethylene insulated
Ì Sheathed overall in Grey PVC

Ì Grey PVC jacket with colour coded PVC
insulation

Ì Voltage rating 300V
Ì Operating temperature -20°C to +75°C

30.5m Reels
No. of Nominal Mftrs. Order
Cores Outside Dia. List No. Code 1+ 5+

3 4.8 5113C-100 118-2569● 6,050.00 5,748.00
4 5.4 5114C-100 118-2570● 6,785.00 6,446.00
6 5.9 5116C-100 118-2571● 7,604.00 7,224.00

208224

Ì Designed for use in conjunction with Category 5 FTP cables for interconnection appli-
cations in wiring cabinets, terminal outlets etc

Ì Suitable for data transmission speeds up to 100Mbps and meets EIA/TIA568,TSB36
and ISO/IEC DIS11801 requirements

Ì Supplied on 100m reels in various colours

Mftrs. List No. No. of Conductors Outside Diameter Jacket Thickness Order Code

1172C 2 4.1 0.81 123-5589
1173C 3 4.3 0.81 123-5591
1174C 4 4.8 0.81 123-5592
1175C 5 5.1 0.81 123-5593
1176C 6 5.3 0.81 123-5594
1177C 7 5.3 0.81 123-5595
1178C 8 5.6 0.81 123-5596
1180C 10 6.6 0.81 123-5597
1181C 12 7.1 0.81 123-5598

1181/15C 15 7.6 0.81 123-5599
1181/20C 20 8.1 0.81 123-5600
1181/25C 25 9.1 0.81 123-5601
1181/30C 30 9.6 0.81 123-5602
1181/40C 40 11.2 0.81 123-5603
1181/50C 50 12.7 0.89 123-5604
1181/60C 60 13.5 0.89 123-5605

XTRA-GUARD® 1 Multi-Core SUPRASHIELD

30.5m Reels
No. of Nominal Mftrs. Order
Cores Outside Dia. List No. Code 1+ 5+ + + +

2 4 5012C-100 118-2557● 3,189.00 3,029.00 – – – – – –
3 4.4 5013C-100 118-2558● 3,354.00 3,186.00 – – – – – –
4 4.7 5014C-100 118-2561● 3,842.00 3,650.00 – – – – – –
6 5.3 5016C-100 118-2562● 5,069.00 4,816.00 – – – – – –

Nominal outside diameter 5.9mm Attenuation per 305m 13dB @ 4MHz
Conductor resistance 28.6Ω/305m 20dB @ 10MHz
Impedance 100Ω 25dB @ 16MHz
Mutual capacitance 56pF/m 28dB @ 20MHz

32dB @ 25MHz
36dB @ 31.25MHz
52dB @ 62.5MHz
67dB @ 100MHz

208221

232729

208026
30.5m Reel Price Per Reel
Mftrs. List No. Order Code 1+ 5+ 10+
1172C 123-5589● 1,310.00 1,244.00 1,218.00
1173C 123-5591● 1,920.00 1,824.00 1,786.00
1174C 123-5592● 2,024.00 1,923.00 1,882.00
1175C 123-5593● 1,617.00 1,536.00 1,503.00
1176C 123-5594● 1,712.00 1,683.00 1,647.00
1177C 123-5595● 1,734.00 1,647.00 1,612.00
1178C 123-5596● 2,162.00 2,054.00 2,010.00
1180C 123-5597● 2,414.00 2,371.00 2,321.00
1181C 123-5598● 745.00 708.00 693.00
1181/15C 123-5599● 3,827.00 3,635.00 3,559.00
1181/20C 123-5600● 5,284.00 5,020.00 4,914.00
1181/25C 123-5601● 6,961.00 6,613.00 6,474.00
1181/30C 123-5602● 12,702.00 12,067.00 11,813.00
1181/40C 123-5603● 15,888.00 15,093.00 14,776.00
1181/50C 123-5604● 18,113.00 17,207.00 16,845.00
1181/60C 123-5605● 19,820.00 18,829.00 18,433.00

100m Reel
Price Per Reel

Colour Order Code 1+ 5+ + + +
Grey 121-7810● 6,797.00 6,118.00 – – – – – –


