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C = CYAN M = Magenta Y = Yellow B = Black/THAI

27Cable & Wire

300,000 products, stocked and ready to despatch 27

RG174AU 50Ω
Coaxial Cable

8451 - Brilliance™ Miniature Shielded Twisted Pair

Extended Distance - Low Capacitance 100Ω

Radial Thickness (mm)
Type No. Pairs Insulation Sheath Diameter

8777 3 0.25 1.22 7.65
8778 6 0.25 1.22 9.2
8774 9 0.25 1.22 10.6
8775 11 0.25 1.22 11.8
8776 15 0.25 1.22 13.92
8769 19 0.25 1.22 15.32

Nominal Outside Nominal Outside
Type No. Cores Diameter (mm) 9537 7 5.31

9533 3 4.11 9538 8 5.69
9534 4 4.67 9539 9 6.20
9535 5 4.80 9540 10 6.19
9536 6 5.31 9541 15 7.21

Belden No. Boxed Reel Length Order Code 1+ 5+
9501 U-152.5 118-2088● 3,500.00 3,055.00

U-305 118-2089● 8,014.00 – –
9502 U-30.5 118-2120● 2,180.00 – –

U-152.5 118-2090● 7,361.00 7,152.00
U-305 118-2091● 13,344.00 – –

9503 U-30.5 118-2121● 2,792.00 2,651.00
U-152.5 118-2093● 7,983.00 – –
U-305 118-2094● 15,913.00 – –

9503(NH) U-305 491-4727● 22,321.00 20,939.00
9504 U-30.5 118-2123● 3,182.00 3,053.00

U-152.5 118-2095● 9,616.00 – –
U-305 118-2096● 19,169.00 – –

9505 U-30.5 118-2124● 3,718.00 – –
U-152.5 118-2097● 13,841.00 12,387.00
U-305 118-2098● 24,694.00 – –

9505(NH) U-500 491-4740● 47,810.00 45,615.00
9506 U-152.5 118-2137● 14,249.00 12,085.00
9506(NH) U-500 491-4752● 56,873.00 55,734.00
9507 U-152.5 118-2138● 16,950.00 – –
9507 U-305 118-2104● 49,773.00 – –
9508 U-152.5 118-2139● 19,223.00 – –
9508 U-305 118-2105● 61,322.00 54,656.00
9509 U-152.5 118-2136● 17,970.00 17,071.00
9510 U-305 118-2106● 39,703.00 – –
9515 U-152.5 118-2140● 26,727.00 25,325.00
9519 U-152.5 118-2141● 43,240.00 40,994.00

Ì Solid polyethylene insulated 7/34 AWG
copper covered steel conductors

Ì Braid screened
Ì Black PVC sheathed overall to MIL-C17
Ì Use with SMB, SMC and MCX connectors.

Belden No. Reel Length Order Code 1+ 5+
9533 152.5m 118-2152● 4,546.00 4,372.00

305m 118-2153● 9,992.00 – –
9534 152.5m 118-2154● 6,172.00 – –

305m 118-2112● 16,007.00 14,866.00
9535 152.5m 118-2155● 5,771.00 5,325.00

305m 118-2113● 18,434.00 17,491.00
9536 152.5m 118-2156● 7,827.00 – –

305m 118-2157● 15,602.00 – –
9537 152.5m 118-2159● 7,470.00 6,896.00

305m 118-2114● 27,579.00 – –
9538 152.5m 118-2161● 9,276.00 – –

305m 761-527● 16,419.00 – –
9539 152.5m 118-2162● 10,854.00 – –

305m 118-2163● 21,641.00 – –
9540 152.5m 118-2164● 11,651.00 – –

305m 118-2115● 37,614.00 33,257.00
9541 152.5m 118-2165● 14,940.00 13,790.00

305m 118-2116● 41,028.00 38,818.00

Capacitance between conductors: 98pF/m Drain wire: 22AWG (7/30AWG)
Shield resistance: 34.8Ω/km Conductor resistance: 49.2Ω/km

Ì 24 AWG (7/32AWG) Tinned stranded copper
conductors

Ì Twisted pairs, Datalene® insulated, low ca-
pacitance

Ì Z-Fold overall Beldfoil® aluminium/ polyester

Black and Red polypropylene insulated twisted pair
of 22AWG (7/30AWG) tinned stranded copper
conductors. Shielded in Beldfoil® aluminium/
polyester foil with integral drain wire. Paper wrap-
ped and sheathed overall in Black PVC. Occupies

Belden No. Reel Length Order Code 1+ 5+
8777 152.5m 118-2147● 13,636.00 – –

305m 761-345● 27,560.00 – –
8778 152.5m 761-357● 23,350.00 21,249.00

305m 118-2148● 108,867.00 90,282.00
8774 30.5m 118-2149● 12,444.00 11,946.00
8775 30.5m 118-2150● 14,014.00 12,713.00
8776 30.5m 491-4582● 25,535.00 – –

Multi-Core Overall Shielded 24AWG

Nominal outside diameter 2.8mm
Capacitance 101pF/m
Max. voltage (core to screen) 6kV dc

(screen to sheath outer) 2.8kV dc
Maximum RF working voltage 2.1kV peak
Nominal attenuation (100m) 57.5dB @ 400mHz, 

50% to 66% less space than standard cables, ideally suitable for internal wiring in audio
applications.

shield, 100% coverage
Ì Overall tinned copper braid shield, 65% coverage
Ì Intregral tinned copper drain wire
Ì PVC jacket
Ì Application EIA RS-232 and EIA RS-422
Ì UL Style 2919

Multi-Pair Individually Beldfoil Shielded

Nominal outside diameter 3.43 Capacitance 111pF/m core to core
Max. working voltage 300V rms 220pF/m core to screen

Nominal DC Resistance/km 78.7Ω Nominal capacitance core/core 41pF/m
Velocity of propagation 78% Nominal capacitance core/screen 72.2pF
Characteristic impedance 100R

208181

208356

Reel
Colour Length Order Code 1+ 5+ + + +
Black 50m 120-2736● 1,496.00 1,434.00 – – – – – –
Black 100m 120-2737● 2,952.00 2,859.00 – – – – – –
Black 500m 120-2738● 14,509.00 13,064.00 – – – – – –

Note: Reel length with U-prefix indicates supplied in UnReel® dispenser box.

208216

Ì For sound, broadcast, audio, instrumenta-
tion and RS232 applications

Ì Beldfoil™ shielded
Ì CSA approved as SRPVC
Ì Passes VW-1 vertical wire flame test

208182

Ì For use in audio pulse and radio frequency
applications

Ì UL 2919 recognised
Ì Beldfoil® individually shielded twisted pair
Ì Overall sheathed in PVC
Ì Passes VW-1 vertical wire flame test
Ì Available with zero halogen

208079

Ì 24AWG tinned copper wire conductors, stranded 7/32AWG
Ì Available in zero halogen (NH)
Ì UL Style 2464

152.5m Reel
Belden No. of Nominal Order
No. Pairs Outside Dia. Code 1+ 5+ + +
8102 2 6.9 961-784● 15,986.00 14,959.00 – – – –
8103 3 7.2 118-2099● 19,034.00 – – – – – –
8104 4 7.8 961-802● 23,552.00 21,326.00 – – – –
8105 5 8 118-2100● 28,995.00 – – – – – –
8106 6 8.7 961-826● 40,769.00 37,633.00 – – – –
8112 13 11.8 437-153● 71,056.00 65,588.00 – – – –

Boxed Reel Price Per Boxed Reel
Belden No. Length Order Code 1+ 5+ +
8451 U-30.5m 118-2118● 1,844.00 1,626.00 – –

U-152.5m 118-2101● 6,515.00 5,212.00 – –
U-305m 118-2102● 19,965.00 19,134.00 – –

22AWG (7/30) Conductors


