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280 Relays & Solenoids

Prices are in Thai Baht and exclude 7% VAT.

Due to the volatile nature of certain products,

prices are subject to change without notice.
280 1,000s more products available at www.farnell-newarkinone.com

12A, Miniature Power

12A - 5642, 5644 Series

Automotive Relays

PCB Power Relays - continued

35mm Rail Bases and Clips

SRM Series

PCB type
L=30, W=13, H=10

Contact rating 150A Operating temperature -40 to 125°C
Continuous current @ 23°C 150A (Form A), 130A (Form X)
Power consumption(nominal) 3.3W Flammability UL94-HB
Contact Material AgNi0.15 Protection class IP 67

35mm rail/surface, type
L=70, W=16, H=27

Mounting hole dia.=4.1

Order Code Mftrs. List No. Contact configuration
965-9048 V23132A2001B100 1 make contact/1 Form A
965-9056 V23132B2002B100 1 double make contact/1 Form X

Ì Low profile
Ì Light weight

COIL Price Each
Volts Ω Order Code 1+ 25+ 100+ 250+ +
12V 43.5 965-9048● 5,739.00 5,101.00 4,590.00 4,174.00 – –
24V 178 965-9056● 5,764.00 5,124.00 4,611.00 4,192.00 – –

35mm rail/surface IP20 type

DPCO
L=27.6, W=20.6, H=35.5

Terminals=2 x 0.5

L=65, W=15.5, H=35.5
Mounting hole dia.=3.5

Ì Fully sealed
Ì UL Recognised, CSA, TUV approved

L=74, W=15.5, H=54
Mounting hole dia.=3.5

High Current - 150A

Contact arrangment SPCO Operate/Release time 15ms/5ms
Contact rating 12A @ 250V ac Contact Material Silver Tin Indium oxide
Coil consumption 360mW Coil operating range 75% - 130%
Switching capacity 1750VA/210W Temperature range -30°C to +60°C

4PCO
L=27.6, W=41, H=35.5

Terminals=2 x 0.5

V23132 Series

207065

Ì Dust proof
Ì Heat, moisture and vibration resistant
Ì Immersion cleanable
Ì Terminals: Quick connect (coil), Screw (load)

COIL Price Each
Volts Ω Order Code 1+ 50+ 100+ 250+ +

SPCO - 12A, SRM Series
5V dc 69 109-4018● 86.00 74.00 66.00 56.00 – –

12V dc 400 109-4019● 86.00 74.00 66.00 56.00 – –
24V dc 1600 109-4020● 86.00 74.00 66.00 56.00 – –

Ì Direct PCB mounting version of the Finder 56 Series power relay
Ì Approvals include VDE, CSA, IMQ, LCIE and SEV
Ì UL Recognised

410960

3.5mm Footprint

H=45, W=63, D=40 mm (Body)

5mm Footprint

Contact arrangement DPCO/4PCO Coil Consumption DPCO 1.5VA, 1W
Contact Rating 12A@250Vac 4PCO 2VA, 1.3W
Contact Material Silver Nickel Coil Operating range 80-110%

Mftrs. List No.

Ì Sockets and clips for use with 3.5mm and 5mm pin spacing ’Vertical’ style PCB power
relays, including Finder 40 series

Ì PCB sockets are UL Recognised and CSA (10A) approved
Ì DIN rail/surface sockets Order Codes 116-9176 and 116-9177 are UL Recognised and

CSA (5A) approved
Ì DIN rail/surface sockets Order Codes 116-9216 and 116-9230 have touchproof termi-

nals to IP20. Both will accept an additional module to give the facilities of protection
diode and/or LED indication, 116-9216 has an identification tab. Both are approved to
CSA, VL &FI.

5642-8230-0000 = 116-92725642-9024-0000 = 116-92745644-9024-0000 = 116-9276
5642-9012-0000 = 116-92735644-9012-0000 = 116-9275

Load Rating 116-9217, 116-9518, 116-9176, 116-9177: 10A 250V ac (5A max. each circuit)
116-9216, 116-9230: 10A 250V ac

Housing Blue noryl, UL94V-08
222075

207101

COIL Price Each
Volts Ω Order Code 1+ 25+ 100+ 250+ +

DPCO-5642 Series
230V ac — 116-9272● 570.00 513.00 456.00 370.00 – –
12V dc 140 116-9273● 532.00 480.00 426.00 346.00 – –
24V dc 600 116-9274● 527.00 475.00 421.00 343.00 – –

4PCO - 5644 Series
12V dc 123 116-9275● 905.00 816.00 724.00 589.00 – –
24V dc 490 116-9276● 788.00 709.00 630.00 512.00 – –

Mftrs. List No. 9513.1=116-9217 Mftrs. List No. 9545=116-9177
9515.1=116-9218 9563SMA=116-9216
9543=116-9176 9575SMA=116-9230

Price Each
Order Code 1+ 25+ 100+ 250+ +

3.5mm, PCB 116-9217● 58.00 52.00 46.00 38.00 – –
5mm, PCB 116-9218● 80.00 72.00 64.00 53.00 – –
3.5mm 35mm rail/surface 116-9176● 334.00 302.00 267.00 216.00 – –
5mm, 35mm rail/surface 116-9177● 346.00 311.00 277.00 226.00 – –
3.5mm 35mm rail/surface, IP20 116-9216● 304.00 274.00 243.00 198.00 – –
5mm, 35mm rail/surface, IP20 116-9230● 322.00 289.00 257.00 208.00 – –


