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C = CYAN M = Magenta Y = Yellow B = Black/THAI

283Relays & Solenoids

300,000 products, stocked and ready to despatch 283

12A - 5632/5634 Series 8 & 11 Pin Plug-In Power Relays
With Module Facility

Contact arrangement DPCO Dielectric strength 2500V
Contact rating N.O. contact 10A @ 250V ac/28V dc Operate/Release ac 20ms, dc 20ms/20ms

(resistive) N.O. contact 5A @ 250V ac/28V dc Coil consumption 2.7VA (ac), (dc)
Contact rating N.O. contact 7A @ 250V ac Coil operating range 80% - 110%

(inductive pf 0.4) Temperature range -10°C to -40°C
Contact material Silver

L=27.6, W=41, H=35.5

COIL Price Each
Volts Ω Order Code 1+ 20+ 100+ 500+

With Test Button and Contact Indicator
DPCO - MK2P-S Series

24V ac 62 471-781 480.00 457.00 433.00 386.00
110V ac 1240 471-793 480.00 457.00 433.00 386.00
230V ac 6170 471-800 514.00 489.00 463.00 412.00
24V dc 430 471-811 480.00 457.00 433.00 386.00

3PCO - MK3P5-S Series
24V ac 62 471-823 536.00 511.00 483.00 430.00
110V ac 1240 471-835 536.00 511.00 483.00 430.00
230V ac 6170 471-847 560.00 533.00 504.00 450.00
24V dc 430 471-859 536.00 511.00 483.00 430.00

With Contact Indicator only
DPCO - MK2P-I Series

12V ac 17 178-091 560.00 495.00 416.00 374.00
110V ac 1240 178-093 560.00 495.00 416.00 398.00
230V ac 6170 178-094 598.00 530.00 445.00 426.00
24V dc 430 178-096 554.00 490.00 412.00 370.00

3PCO - MK3P5-I Series
110V ac 1240 178-097 626.00 552.00 464.00 418.00
230V ac 6170 178-098 652.00 575.00 484.00 435.00
24V dc 430 178-100 626.00 552.00 464.00 444.00

Contact Rating 15A @ 120V ac
Contact Material AgNi 90/10
Operate/ Release 20ms/15ms
Temperature Range -40 to +70°C

5A with Contact Indicator 

COIL Order Price Each
Volts Ω Code 1+ 25+ 100+ 250+ +

Faston Series for Socket Mounting
24V 777 965-9358● 275.00 244.00 219.00 200.00 – –
24V 192 965-9366● 275.00 244.00 219.00 200.00 – –

115V 4845 965-9374● 275.00 244.00 219.00 200.00 – –
230V 19465 965-9382● 292.00 260.00 234.00 212.00 – –

Faston Series with Flanged Mounting
24V 777 965-9390● 316.00 281.00 252.00 230.00 – –
24V 192 965-9404● 316.00 281.00 252.00 230.00 – –

115V 4845 965-9412● 316.00 281.00 252.00 230.00 – –
230V 19465 965-9420● 336.00 299.00 270.00 245.00 – –

Faston Series Mounting Socket
Rated - 15A @ 120 V ac 965-9439● 267.00 236.00 212.00 194.00 – –

10A with Contact Indicator and
Test Button

’Multimode’ power relays for plug-in octal and 11 pin bases, incorporating a simple locking
test feature. A lifting ’tab’ which presents a clearly visible, orange indicator when activated,
quickly and securely locks the relay test function allowing one man and long term testing.

H=29, W=28, D=22.5mm

L= 27.6, W=20.6, H=36.5

Two and three pole changeover power relays for plug-in octal and 11 bases. The relays have
serrated contacts giving low contact resistance and a mechanical flag indicator to show
contact operation. The relays are available either with or without a manual test button. See this
section for suitable bases etc.

207131

15A - Double Pole

411021

DPCO

MT2/3 Series

MK2P, MK3P5 Series

H=52.5, W=34.5, D=34.6

Ì 2 pole contact arrangement
Ì DC and ac coil versions
Ì DIN rail socket or flange mounting

2 Pole Socket
H=26, W=38, L=62

H=57 (above socket)
W=35.5, D=35.5

MK2P-S, MK2P1

Ì Cadmium free AgNi con-
tacts

Ì Mechanical indicator

4PCO

MK3P5-S, MK3P5-1

Ì UL Recognised

3 Pole Socket
H=26, W=38, L=62

General purpose 2-pole and 4-pole changeover pow-
er relays approved to VDE, IMQ, CSA, NF, SEV, UL
Recognised

The 35mm rail/surface sockets have touchproof ter-
minals to IP20 and will accept an additional module
to give the extra facilities of protection diode and/or
LED indication.

PT Faston Series

Contact arrangement DPCO/4PCO Coil consumption DPCO : 1.5VA, 1W
Contact rating (resistive) 12A @ 250V ac 4PCO : 2VA, 1.3W
Contact material Silver Nickel Coil operating range ac/dc 80 - 110%/85 - 110%

Socket load rating 12A 250V ac

Ì Contacts rated at 10A/250V ac per pole
Ì ’Flag’ indicator gives operational status
Ì Colour coded coils, blue-dc and orange-ac
Ì Finger protected push to test button
Ì Din rail sockets offer finger protected terminals, clear marking and segregation of low

level control circuits from the load
Ì Module sockets allow the use of protection and timer modules to be used with the re-

lays
Ì Timer module has 24V to 240V ac/dc voltage range with Delay-On, Delay-Off, Single

shot, Delay On (external trigger) and Flasher functions and time ranges from 50ms to
240 hours

H=28.3, W=27.8, D=21.8mm

Mftrs. List No. 5632-8230-0000=116-9259 5634-8230-0000=116-9263 9672SMA=116-9267
5632-9012-0000=116-9260 5634-9012-0000=116-9264 9614SMA=116-9268
5632-9024-0000=116-9261 5634-9024-0000=116-9265 9674SMA=116-9271
5634-8110-0000=116-9262 9612SMA=116-9266

207099

COIL Price Each
Volts Ω Order Code 1+ 25+ 100+ 250+ +

DPCO - 5632 Series
230V ac — 116-9259● 570.00 513.00 456.00 370.00 – –
12V dc 130 116-9260● 527.00 475.00 421.00 343.00 – –
24V dc 640 116-9261● 532.00 480.00 426.00 346.00 – –

4PCO - 5634 Series
110V ac — 116-9262● 812.00 731.00 650.00 528.00 – –
230V ac — 116-9263● 927.00 838.00 745.00 605.00 – –
12V dc 130 116-9264● 905.00 816.00 724.00 589.00 – –
24V dc 520 116-9265● 905.00 816.00 724.00 589.00 – –

Sockets with Clips
DPCO PCB 116-9266● 138.00 124.00 111.00 90.00 – –
DPCO 35mm rail/surface 116-9267● 385.00 347.00 309.00 251.00 – –
4PCO PCB 116-9268● 166.00 150.00 134.00 109.00 – –
4PCO 35mm rail/surface 116-9271● 445.00 401.00 356.00 290.00 – –


