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Order

Code 1+
Type 2 - Horizontal Mounting - Standard
SPDT on-on 957-5502@ 217.00
SPDT on-off-on 957-5510@ 253.00
DPDT on-on 957-5529@ 334.00
Vertical Mounting - Sealed
SPDT on-on 957-5375@  148.00
SPDT on-off-on 957-5383@ 178.00

Type 1 - Horizontal Mounting - Sealed

SPDT on-on 957-5391@ 179.00
SPDT on-off-on 957-5405@ 211.00
SPDT on-mom 957-5413@ 242.00
Type 2 - Horizontal Mounting - Sealed

SPDT on-on 957-5537@ 188.00

Panel Mounting
8A @ 6V dc, 3A @ 250V ac

108-2301 108-2313 108-2314
SPDT flat DPDT standard DPDT locking
toggle pear toggle toggle

Miniature toggle switches with a choice of flat, pear or locking toggles. The locking toggle Contact rating (max) ~ 250V ac/28V dc, 6A 48V, 10ma
prevents accidental switching, the toggle being first lifted before positioning. Maximum load — 0.5VA
Contact resistance 10mR 20mR
Contact resistance <10mR Electrical life 50000 ops Electrical life > 50000 operations > 50000 operations
Contacts Silver Mechanical life 100000 ops Mechanical life > 100000 operations > 100000 operations
Dielectric strength 1kVrms  Operating temperature -40°C to +85°C Temperature range -25°C to +85°C -25°C to +85°C
Mtrs Li Bush thread M6 X 0.75 M6 X 0.75
rs List No. )
5632A = 108-2297  5637A9 = 108-2303  5642A = 108-2311  5649A3V = 108-2317 Mtrs. List No
563249 = 108-2298  5638A = 108-2304  5642A9 = 108-2312  5649A9 = 108-2318 FTNS9G = 112-4169
5636A = 108-2299 5638A9 = 108-2305 5646A = 108-2313 5656A = 108-2319
5636A2V = 108-2300  5639A = 108-2306 5646A2V = 108-2314  5656A9 = 108-2320 H=14.8, W=13, (DPDT), 8 (SPDT)
5636A9 = 108-2301 5639A3V = 108-2307  5646A9 = 108-2315 5666A = 108-2321 D=10.5 (body), Lever length =15 (17 extended)
5637A = 108-2302 5639A9 = 108-2308 5649A = 108-2316 5666A9 = 108-2323 213074
213088 Order Price Each
Order Price Each Code 1+ 10+ 25+ 50+ + +
Flat Toggle Code 1+ 25+ 50+ 100+ + Gold Contacts
SPDT on-on 108-2301® 172.00 159.00 147.00 120.00 - - DPDT on-on112-4169@® 599.00 568.00 531.00 490.00 == ==
SPDT on-off-on 108-2308® 193.00 172.00 154.00 124.00 - - Silver Contacts
SPDT mom-off-mom 108-2303® 293.00 222.00 195.00 150.00 - - } L - _
SPDT mom-off-on  108-2305@ 293.00 22200 19500 150.00 - — DPDT on-on112-4170@ 460.00  431.00  408.00  380.00
SPDT on-mom 108-2298@® 247.00 218.00 208.00 150.00 - -
DPDT on-on 108-2315@ 228.00 210.00 193.00 159.00 - - i
DPDT centre off 108-2318® 270.00 240.00 226.00 173.00 - - Snap In Subminiature & Bezels
DPDT on-mom 108-2312@ 336.00 299.00 278.00 204.00 - - : Cannon
3PDT on-on 108-23200 51500 387.00 347.00 27600 - Panel Mounting Sor
4PDT on-on 108-2323® 563.00 525.00 498.00 436.00 - - 0.4VA @ 20V ac/dc (Push Button) o
Standard Pear Toggle 5A @ 28V dc or 115V ac, 2A @ 250V ac (Rocker and Lever)
SPDT on-on 108-2299@ 156.00 119.00 106.00  84.00 - -
SPDT on-off-on 108-2306@ 164.00 125.00 112.00  90.00 - -
SPDT mom-off-mom 108-2302@ 161.00 120.00 107.00 81.00 - -
SPDT on-off-mom  108-2304@ 161.00 120.00 107.00 81.00 - -
SPDT on-mom 108-2297@ 161.00 120.00 107.00 81.00 - -
DPDT on-on 108-2313® 176.00 146.00 146.00 123.00 - -
DPDT centre off 108-2316@ 214.00 162.00 144.00 114.00 - -
DPDT on-mom 108-2311@® 358.00 272.00 239.00 182.00 - -
3PDT on-on 108-2319@ 455.00 343.00 308.00 245.00 - - e . e , e '
Switch fitted with Switch fitted with Switch fitted with
4PDT on-on 108-2321@ 542.00 410.00 365.00 291.00 - lever actuator and rocker actuatorand  button actuator and
Locking Toggle plain bezel plain bezel bezel with LED
SPDT on-on 108-2300@ 381.00 340.00 318.00 269.00 = Body dimensions Bezel: without LED=15.62 x 19.43 x 2.29
SPDT on-off-on 108-2307@® 524.00 427.00 392.00 260.00 - - Single pole: H=12.7, W=6.86, D=8.89 with LED=15.62 x 27.94 x 2.29
DPDT on-on 108-2314@® 464.00 412.00 391.00 326.00 - Double pole: H=12.7, W=11.43, D=8.89 Panel cut-out: 15.24 x 12.7
DPDT centre off 108-2317@ 600.00 508.00 409.00 295.00 - - (LED hole 8.71(7, 13.21 centres)
@ Switch bodies, bezels and actuators available separately to allow flexibility of design
@ Switch body may be fitted with either rocker, lever or push button actuator
@ Bezels and actuators available in range of 6 colours, with textured finish
@ Bezels available either plain or to accept T13%4/5mm LED (not supplied)
@ Switch bodies for rocker and lever are epoxy sealed
Mechanical life 40000 ops Operating temperature -20°C to +65°C
Contact resistance 10mR @ 4V dc
Switch Bodies for Rocker or Lever Mftrs. List No. Order Code
SPDT on-on 7101J50 ZQE++ 957-4930
SPDT on-off-on 7103J50ZQE+ + 957-4948
SPDT mom-off-mom 7105J50 ZQE+ + 957-4956
SPDT on-off-mom 7107J50 ZQE+ + 957-4964
300,000 products, stocked and ready to despatch
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MTE Series - Waterproof
3A @ 250V ac, 4A @ 30V dc

Contact rating

Contact resistance
Insulation Reistance
Dielectric strength

Switches

3A @ 250V ac, 6A @ 125V ac, 4A @  Waterproof to

12V dc, 5A @ 12V dc, 6A @ 5V dc
<10mQ

> 1000MQ

1000V, 50Hz, 1 minute

AP E WM
Body Dimensions Operating temperature -45°C to +140°C
H W D
12 7 13.2
12 12 132 , , Miftrs.
13 165 13.2 Switch Function List No.
212 132 SPDT on-on MTE106D
SPDT on-off-on MTE 106 E
Lever L=11.6 (flat), 10. .
S laariog) 00 0 e SPDT mom-off-mom MTE 106 G
Bush L=8 (all types) DPDT on-on MTE206N
DPDT mom-off-mom MTE 206 S
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Panel cut-out

Locking Lever

6A @ 250V ac or 28V dc

Silver

Mechanical life

IP 67

Contact material Silver
Housing material Diallyle-phthalate,

Order Code

807-254@
419-3088@
419-3106@
807-266@
419-3143@

meets UL94 V-0

> 100000 operations

244913/405378

Price Each
1+ 50+
445.00 353.00
571.00 - -
590.00 - -
544.00 433.00
729.00 - -
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contacts

@ Locking lever can be retained in either position.
@ Prevents accidental switching.

Gold contacts
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Switches

A Non-compliant
1 Limited stock - RoHS replacement available

® Compliant

RoHS
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