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C = CYAN M = Magenta Y = Yellow B = Black/THAI

303Switches

300,000 products, stocked and ready to despatch 303

Standard 16mm - A01 Series

PCB Mount, SPNO

Hinge - Series 96 SPCO

Keyboard Switches & Accessories

B3F/W Series - Sealed and Unsealed, 50mA @ 24V dc

Mftrs. List No. Mftrs. List No. Mftrs. List No. 

623300.000.000.030=143-636 623300.000.000.060=143-637 623300.000.000.010=143-635
623300.001.060.010=116-5219 623300.050.000.010=145-213 623300.001.020.010=116-5218
623300.051.020.030=116-5220 623300.051.060.030=116-5261 623300.050.000.030=145-214

Sealed 42V/100mA

Emergency Stop Switch - 6A 250V ac

L=17.4, W=12.4, D=14

Switches without LED Button colour

Full Key 12.3 x 16.7 : Black=143-635, Grey=143-636, Red=143-637,
Full Key 17.3 x 16.7 : Black=145-213, Grey=145-214

Bezel dia.=18 , Max depth behind panel=42
max panel thickness=42

(A)

Ì Emergency stop
Ì Supplied with double pole positive break

switch block
Ì Prominent 24 mm diameter red mushroom

actuator
Ì Push to operate, twist to reset
Ì IP65 sealed
Ì Yellow self-adhesive 60mm emergency

stop label available
Ì Approved to VDE and CSA. UL recognised

Switches with LED
Full Key 12.3 x 16.7 : Black with Red LED=116-5218, Black with Green LED=116-5219,
Full Key 17.3 x 16.7 : Grey with Red LED=116-5220, Grey with Green LED=116-5261

(B)

Ì Attractive modern lens design
Ì Available with LED Illumination
Ì Sealed to IP67 for process washing
Ì 1NO/1NC Gold Plated Contacts

(C)
Mftrs. List Nos. A01ES+A0154B = 108-2379.
A01YL1 = 108-2386

Max. Rating 42V/100mA Contact Bounce: <2.5mS
Contact Resistance: <1000mR LED Vf at 20mA: 2.2V
Mechanical Life: >5000000ops Lens Size: 17.4 x 12.4mm

Switch action SPDT momentary LED
Bounce <1ms Forward current IF (max) 50mA
Operating temperature -25°C to +85°C Forward voltage (VF @ IF=20mA) 1.6V
Mechanical life 5000000 ops Power dissipation 100mW
Operating force 1 to 1.5N Intensity 0.8mcd

(D)

Price Each
Order Code 1+ 25+ 100+ 250+ +

Without LED All Order Codes 344.00 290.00 205.00 156.00 – –
With LED All Order Codes 484.00 368.00 276.00 207.00 – –

213289

Contact rating 10mA @ 5V ac min Insulation resistance >50mΩ
6A @ 250V ac max. Mechanical life >100,000 ops

Contact resistance <10mΩ @ 4V dc,1A Operating temperature -20°C to +55°C

‘K’ Series, SPDT

Mftrs. Order Price Each
List No. Code 1+ 10+ 100+

Switch Without LED
Black Momentary K96-901.01BLK 185-322● 181.00 160.00 144.00
Grey Momentary K96-901.81GRY 185-346● 181.00 160.00 144.00
Switch With Red LED
Black Momentary K96-902.01BLK/2 185-360● 245.00 216.00 194.00
Black Latching K96-906.01BLK/2 185-371● 322.00 285.00 257.00
Grey Momentary K96-902.81/2GRY 185-383● 245.00 216.00 194.00

SW90/213387

(E) (F)

213240

Price Each
Order Code 1+ 25+ 50+

Switch 108-2379● 952.00 885.00 819.00
Label 108-2386● 94.00 87.00 81.00

Ì Momentary microswitch action, PCB mount-
able switches with ABS housing

Ì Choice of button colours
Ì Button width of 17.3mm
Ì Buttons are detachable and interchangeable
Ì Versions are available with LED indicator
Ì Gold plated contacts

(G)

10mA @ 24V dc, 20mA @ 20V dc

(H)

Full key 12.3 x 16.7

(I)

Price Each
Order Code 1+ 100+ 250+ 1K+
All Switches 187.00 169.00 165.00 159.00

Price Per Pack
5 Per Pack 1+ 100+ 250+ 1K+
Sealing Kit 148-921● 245.00 223.00 190.00 162.00

Full key 17.3 x 16.7

(A) 176-432
6 x 6 unsealed

flat plunger

Body: H=14.0, W=12.3, L=17.1
Panel cut-out=17.3 x 12.5 or 17.5 

(B) 176-433
6 x 6 unsealed

projected plunger

(C) 262-419
4 x 4

switch cap

(D) 959-698
6 x 6 Extended

plunger

(E) 959-704
7.4 x 7.3 Flat plunger

Right Angle

(F) 959-716
7.4 x 7.3 Projected

Plunger Right
Angle

(G) 176-988
12 x 12 sealed

flat plunger

(H) 176-989
12 x 12 sealed pro-

jected plunger 

(I) 176-446
9 x 9

switch cap

PCB drilling pattern
6 x 6 mm types PCB drillilng pattern 12 x 12mm types

B3F/B3W1000 Series L=6, W=6, D=4.3 (7.3 projected plunger, 9.5 extended plunger)
B3F3000 Series L=7.3, H=7.4, D=7.15 (10.15 projected plunger),
B3F/B3W4000 Series L=12, W=12, D=4.3 (7.3 projected plunger)

Ì Positive tactile switch action through dome design
Ì Available with flat, projected or extended plunger
Ì Horizontal or Vertical mounting options available
Ì Available either unsealed or sealed suitable for immersion cleaning or harsh environ-

ments
Ì Range of coloured caps available suitable for all projected plungers
4 x 4mm caps suitable for all 6 x 6mm switches with projected plunger: 
Black= 176-437 Yellow = 176-439 Blue = 176-440
Red= 262-419 Green = 262-407

9 x 9mm caps suitable for all 12 x 12mm switches with projected plunger: 
Black = 176-443 Yellow = 176-446 Blue = 176-447
Cream = 176-443 Green = 262-420 Red = 262-432

Min. permissible load 1mA @ 5V dc Mech.+ elec. life
Contact resistance <100mR B3F1000 10 x 106 ops min.
Insulation resistance 100MR @ 250V dc B3F4000 30 x 106 ops min.
Dielectric strength 500V ac for 1 min

Mftrs. List No. 

B3F-1000=176-432 B3F-1050=176-433 B3F-4000=176-434 B3F-4050=176-435
B3F-1070=959-698 B3F-3100=959-704 B3F-3150=959-716 B3W-1000=176-986
B3W-1050=176-987 B3W-4000S=176-988 B3W-4050=176-989 B32-1000=176-436
B32-1010=176-437 B32-1030=176-439 B32-1040=176-440 B32-1080=262-419
B32-1050=262-407 B32-1200=176-443 B32-1210=176-444 B32-1230=176-446
B32-1240=176-447 B32-1250=262-420 B32-1280=262-432


