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Mftrs. List No. Order Code
FNL-P115G16TWCCI 873-8726@
FNL-P115G11TWCCI 873-8823@
FCL-PH115R2112WCClI 873-88310@
FSL-P115W12TWCCI 873-8769@

FCL-P115R078G03B12WCCI873-8661@®
Small Domed lens

FCL-PH65R2112WCClI 873-8882@
FCL-PH65Y1512WCClI 873-8890@
FCL-PH65G16WCClI 873-8904@
FCL-PH65G11WCCI 873-8912@
FCL-PH65B17WCCI 873-89200
FCL-PH65W15WCClI 873-8947@
Large Domed lens

FCL-P5DR078G03WCCI 873-8777@
FCL-P5DY109B12WCCI 873-8793@
FNL-P5DR078TWCCI 873-8670@
FNL-P5DY048TWCCI 873-8696@
FNL-P5DG16TWCCI 873-8718@
FNL-P5DG11TWCCI 873-8815@
FNL-P5DB11TWCCI 873-8734@
FSL-P5DW12TWCCI 873-87500

FCL-P5DR078G03B12WCCI 873-8653@

3mm Light Emitting Diodes (LEDs)

1+

233.00
233.00

36.00
233.00
177.00

36.00
36.00
66.00
66.00
66.00
113.00

98.00
98.00
52.00
52.00
233.00
233.00
233.00
233.00
177.00

3mm/T1, Standard and with Resistor

L=4.7, Dia=3.18
Lead pitch=2.54,

Price Each
10+ 25+
207.00  190.00
207.00  190.00
32.00 29.00
207.00  190.00
158.00  143.00
32.00 29.00
32.00 29.00
59.00 54.00
59.00 54.00
59.00 54.00
100.00 92.00
88.00 81.00
88.00 81.00
46.00 42.00
46.00 42.00
207.00  190.00
207.00  190.00
207.00  190.00
207.00  190.00
158.00  143.00

50+

173.00
173.00

27.00
173.00
131.00

27.00
27.00
49.00
49.00
49.00
84.00

74.00
74.00
38.00
38.00
173.00
173.00
173.00
173.00
131.00

AvaGo

TECHMOLODGIES

Mftrs.

List No.
HLMP-1301
HLMP-1401
HLMP-1620-C00A1
HLMP-1503
HLMP-1640-B00A1
HLMP-1600
HLMP-1640
HLMP-1601
Price Each
100+ 500+
7.00 6.00
6.00 5.00
23.00 22.00
6.00 5.00
23.00 22.00
16.00 14.00
16.00 14.00
16.00 14.00

k _‘ Leads=24 x 0.45sq
Cathode identified by shorter lead
View Typ Lum. ¢ (MA) PIV
Colour Angle Intensity (mcd) (max.)  (max.)
Tinted Diffused Lens
HE Red 60° 5.5 @ 10mA 25 5
Yellow 60° 6 @ 10mA 20 5
Yellow 60° 2.2 @ 10 mA 20 5
Green 60° 5 @ 20mA 25 5
Green 60° 1.6 @ 10mA 20 5
With Resistor, 5V - Tinted Diffused Lens
HE Red 60° 8 @5V 15 5
Green 60° 8 @5V 15 5
With Resistor, 12V - Tinted Diffused Lens
HE Red 60° 8@ 12v 20 5
Colour Order Code 5+ 10+
HE Red 100-3196@ 14.00 9.00
Yellow 100-3198®@ 12.00 7.00
Yellow 857-6432 28.00 26.00
Green 100-3199@ 12.00 7.00
Green 857-6440 28.00 26.00
With Resistor
HE Red 5Vdc 100-3390@ 28.00 18.00
Green 5Vdc 100-3391®@ 28.00 18.00
HE Red 12Vdc 100-3393®@ 28.00 18.00
3mm/T1, Standard
Tinted Diffused Lens
y

VCH: L=5.08, Dia=3.05
Lead pitch=1.4, Leads=25 x 0.36sq
Cathode identified by flat on body and longer lead

Wavelength  Viewing Typ Lum.
Colour Peak (nm)  Angle Intensity (mcd)
Red 660 60° 3 @ 20mA
Red 660 90° 1@ 20mA
Red 660 60° 3 @ 20mA
Red 650 32° 200 @ 20mA
Red 635 90° 5@ 20mA
HE Red 635 32° 13 @ 10mA
HE Red 635 44° 15 @ 10mA
HE Red 635 44° 8 @ 10mA
HE Red 635 50° 2@ 2mA
HE Red 635 60° 10 @ 10mA
HE Red 635 60° 5@ 10mA
HE Red 635 60° 4@
HE Red 635 120° 6 @ 10mA
Orange 605 60° 4 @ 10mA
Yellow 585 44° 20 @ 10mA
Yellow 585 50° 2 @ 2mA

VISH: L=4.5, Dia=3.0
Lead pitch=2.54, Leads=23 x 0.5sq
Cathode identified by shorter lead

Ir (MA)  PIV

(max) (max) Miftr.
50 5 VISH
50 5 Sl
50 5 VISH
50 6 VISH
35 5 8l
30 6 VISH
30 6 VISH
30 6 VISH
7 6 VISH
30 6 VISH
30 6 VISH
12 6 VISH
30 6 VISH
30 6 VISH
30 6 VISH
7 6 VISH

Mftrs.

List No.
TLUR4400
CMD5075C
TLUR4400
TLDR4900
CMD5774C

TLHR4900
TLHR4205
TLHR4200
TLLR4401
TLHR4405
TLHR4401
TLRH4420CU
TLHR4605

TLHO4400

TLHY4205
TLLY4401

Order
Code

100-3196
100-3198
857-6432
100-3199
857-6440

100-3390
100-3391

100-3393
221738

-—
VISHAY

Order
Code
104-5372
113-9552
104-5372
104-5472
113-9553

104-5468
104-5464
104-5463
104-5504
104-5457
104-5456
104-5511
104-5458

104-5462

104-5467
104-5506

Optoelectronics, Indicators, Lamps & Displays

Wavelength  Viewing Typ Lum. lr (MA) PIV Mftrs. Order
Colour Peak (hnm)  Angle Intensity (mcd) (max) (max) Mftr. List No. Code
Yellow 585 60° 10 @ 10mA 30 6 VISH TLHY4405 104-5461
Yellow 585 60° 4@ 15 6 VISH TLRY4450CU 104-5514
Yellow 585 60° 4@ 12 6 VISH TLRY4420CU 104-5515
Yellow 585 90° 4 @ 20mA 35 5 SLI CMD5374C 113-9556
Green 565 50° 2 @ 2mA 7 6 VISH TLLG4401 104-5505
Green 565 60° 12 @ 10mA 30 6 VISH TLHG4405 104-5459
Green 565 60° 4@ 12 6 VISH TLRG4420CU 104-5513
Green 565 60° 4@ 15 6 VISH TLRG4450CU 104-5512
Green 565 90° 3 @ 20mA 35 5 SLI CMD5474C 113-9544
Green 565 120° 5@ 10mA 30 6 VISH TLHG4605 104-5460
HE Green 565 44° 20 @ 10mA 30 6 VISH TLHG4205 104-5466
221739
Price Each
Colour Order Code 5+ 25+ 100+
Red 104-5372@ 7.00 6.00 5.00
Red 104-5472@ 15.00 13.00 11.00
Red 113-9552@ 26.00 15.00 10.00
Red 113-9553@ 36.00 25.00 17.00
HE Red 104-5456@ 8.00 7.00 6.00
HE Red 104-5457@ 8.00 7.00 6.00
HE Red 104-5458@ 8.00 7.00 6.00
HE Red 104-5463@ 8.00 7.00 6.00
HE Red 104-5464@ 8.00 7.00 6.00
HE Red 104-5468@ 8.00 7.00 6.00
HE Red 104-5504@ 9.00 8.00 7.00
HE Red 104-5511@ 20.00 18.00 15.00
Orange 104-5462@ 10.00 9.00 8.00
Yellow 104-5461@ 8.00 8.00 6.00
Yellow 104-5467@ 8.00 8.00 6.00
Yellow 104-5506@ 9.00 8.00 7.00
Yellow 104-5514@ 22.00 20.00 17.00
Yellow 104-5515@ 20.00 18.00 15.00
Yellow 113-9556@ 36.00 22.00 17.00
Green 113-9544@ 36.00 25.00 17.00
Green 104-5459@ 9.00 8.00 7.00
Green 104-5460@ 9.00 8.00 7.00
Green 104-5505@ 9.00 8.00 7.00
Green 104-5512@ 20.00 18.00 15.00
Green 104-5513@ 20.00 18.00 15.00
HE Green 104-5466@ 9.00 8.00 7.00
3mm/T1, Standard LED TECHNOLOGY
) L=5.08, Dia=3.1
i Lead pitch=2.29, Leads=12.7 x 0.5sq
«& Recommended lead holes=0.8 dia
Cathode identified by ‘flat’ on body, except bright red — anode.
View Typ Lum. I (mA)  PIV Peak Mftrs.
Colour Angle Intensity (mcd)  (max.) (max.) Wavelength  List No. Order Code
Tinted Diffused Lens
Red 74° 2.6 @ 20mA 25 5 700nm LO5R3000F1. 472-281
Green 100° 6.3 @ 20mA 25 5 567nm L02R3000F1. 178-304
Yellow 100° 6 @ 20mA 25 5 585nm LO3R3000F1. 178-305
HE Red 100° 6.5 @ 20mA 25 5 635nm L4RR3000F1. 178-306
Orange 100° 6.5 @ 20mA 25 5 610nm LO8R3000F1. 178-307
Uttrared 100° 22 @ 20mA 25 4 660nm L07R3000F1. 178-393668
Price Each
Colour Order Code 5+ 100+ 1K+ 5K+ +
Red 472-281 16.00 11.00 8.00 5.00 - -
Green 178-304 20.00 16.00 12.00 7.00 ==
Yellow 178-305 24.00 21.00 17.00 8.00 ==
HE Red 178-306 19.00 14.00 10.00 6.00 ==
Orange 178-307 20.00 16.00 13.00 7.00 ==
Ultra red 178-308 56.00 49.00 == == ==

3mm/T1, Standard and Ultra Bright

L=4.6, Dia=2.9

Kingbright

Lead pitch=2.54, Leads=27 x 0.5sq
Cathode identified by shorter lead

300,000 products, stocked and ready to despatch
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1 Limited stock - RoHS replacement available

® Compliant
A Non-compliant

RoHS
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