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C = CYAN M = Magenta Y = Yellow B = Black/THAI

360 Optoelectronics, Indicators, Lamps & Displays

Prices are in Thai Baht and exclude 7% VAT.

Due to the volatile nature of certain products,

prices are subject to change without notice.
360 1,000s more products available at www.farnell-newarkinone.com

White Single-Chip Based LEDs

Multi-Chip LED, Bulb Replacements

Multi-Chip LEDs - continued

Midget Groove, T13⁄4 with Integral Resistor - continued

MBC/MCC (BA9s)

15mm Bayonet (BA15s) Polarized

Colour identified by coloured band on
low voltage types and by plastic
shroud over the metal body on

130V/230V ac types.

Dia. - Body = 14.99mm,
Lens = 24.89mm

Length O/A = 38.74mm

Length = 25.0 max.

Mftrs. Price Each
Colour List No. Order Code 1+ 10+ 50+ 100+ +
24V dc Green 15121351 110-5137● 238.00 223.00 210.00 168.00 – –
28V dc Red 15121450 110-5141● 238.00 223.00 182.00 158.00 – –
28V dc Yellow 15121452 110-5143● 238.00 223.00 182.00 158.00 – –
28V dc Green 15121451 110-5142● 238.00 223.00 182.00 158.00 – –

If the 130V ac or 230V ac types are to
be used in applications where there is
a possibility of an overload by ex-
tremely high noise levels or surge, the
device must be protected by fitting a
500mA quick blow fuse in series.

Ì Use 90% less energy than incandescent
Ì Long life - up to 100K hours
Ì No heat generated
Ì Resistant to shock and vibration
Ì AlInGap and InGaN technology

Note: 130V ac types are not suitable for
use from 240V ac supplies by using a
dropper resistor.

Mftrs. List No. Colour Voltage (Vdc) Current (mA) Intensity (mcd)
5864601103 Red 14 30 17325
5864601105 Red 28 30 17325
5864602103 Green 14 20 21000
5864602105 Green 28 20 21000
5864603103 Yellow 14 30 17325
5864603105 Yellow 28 30 17325
5864606103 White 14 20 23800
5864606105 White 28 20 23800

361079

Supply Voltage (nom) 6V ac/dc 12V ac/dc 24V ac/dc
Supply Voltage Tolerance +10% max +10% max +10% max
Luminous intensity (typ. ac)*
HE Red 110mcd 110mcd 110mcd
Green 95mcd 170mcd 170mcd
Yellow 95mcd 120mcd 120mcd
Operating Current
HE Red 35mA ac 38mA ac/25mA dc 19mA ac/15mA dc
Green 38mA ac 38mA ac/25mA dc 19mA ac/15mA dc
Yellow 27mA ac 38mA ac/25mA dc 19mA ac/15mA dc
Note: Luminous intensity for dc operation is typically 7% less than for ac

Mftrs Price Each
List No. Order Code 1+ 10+ 50+ 100+ +

5864601103 788-1622 875.00 793.00 742.00 683.00 – –
5864601105 788-1630 875.00 793.00 742.00 683.00 – –
5864602103 788-1649 1,457.00 1,322.00 1,236.00 1,136.00 – –
5864602105 788-1657 1,457.00 1,322.00 1,236.00 1,136.00 – –
5864603103 788-1665 875.00 793.00 742.00 683.00 – –
5864603105 788-1673 875.00 793.00 742.00 683.00 – –
5864606103 788-1681 1,457.00 1,322.00 1,236.00 1,136.00 – –
5864606105 788-1690 1,457.00 1,322.00 1,236.00 1,136.00 – –

110V ac and 230V ac
Supply voltage 110/130V ac, 230V ac Power rating 490mW
Luminous intensity(typ) Red= 90mcd, Green=130mcd, Yellow=95mcd

Operating Voltages 12V dc 24V dc 28V dc 48V dc
Operating current
Midget groove 205 Series 20mA dc 20mA dc 17mA dc 10mA dc
Midget Flange 206 Series 20mA dc 20mA dc 17mA dc 10mA dc
Telephone Slide T5.5 209 Series 20mA dc 20mA dc — — 10mA dc
Telephone Slide T6.8 208 Series 20mA dc 17mA dc 17mA dc 12mA dc
BA9s 215 Series 17mA dc 17mA dc 17mA dc 12mA dc
BA15d 225 Series — — 20mA dc 17mA dc — —
MES 211 Series 20mA dc 20mA dc — — 10mA dc

Luminous intensity (typ): 3000mcd, note 225 series=3000mcd per LED (6 LED per cluster) and 202 se-
ries = 2000mcd
Operating temp. range: -40°C to +80°C Viewing angle to half intensity: 120° except 225 series=30°

Wavelength(nm) Red=635 (12V,24V), Red=660 (6V, 110V, 230V), Green=565, Yellow=585
Viewing angle to half intensity 140° Operating Temp range -20°C to + 50°C
No of LED chips 8

206281

Single Chip White LED Bulb Replacements

Mftrs. Order Price Each
Colour List No. Code 1+ 10+ 50+ 100+
6V ac/dc Red 18310113 113-9578● 630.00 557.00 444.00 362.00
6V ac/dc Green 18310111 113-9577● 630.00 557.00 489.00 348.00
6V ac/dc Yellow 18310112 464-685 630.00 557.00 444.00 370.00
12V ac/dc Red 18310250 110-5128● 395.00 323.00 301.00 – –
12V ac/dc Green 18310251 110-5129● 395.00 361.00 301.00 – –
12V ac/dc Yellow 18310252 464-715 395.00 343.00 320.00 – –
24V ac/dc Red 18310350 110-5130● 395.00 361.00 328.00 301.00
24V ac/dc Green 18310351 110-5131● 395.00 361.00 328.00 320.00
24V ac/dc Yellow 18310352 110-5132● 395.00 361.00 328.00 301.00
130V ac Red 18401153 113-9572● 539.00 – – – – – –
130V ac Green 18401151 113-9571● 790.00 – – – – – –
130V ac Yellow 18401152 113-9573● 790.00 – – – – – –
230V ac Red 18411153 113-9576● 1,321.00 1,216.00 933.00 817.00
230V ac Green 18411151 113-9574● 790.00 – – – – – –
230V ac Yellow 18411152. 466-360 790.00 – – – – – –

5+ 10+ 25+ +
Removal Tool 301-1586 13.00 12.00 10.00 – –

The single chip bulb replacements have a Mean Time Between Failure (MTBF) in excess of
100,000 hours offering major benefits including reduced power, low heat generation,
increased reliability and less maintenance. The single light source is compatible with all
coloured lens options. The BA15ds are made up of a cluster of 6 5mm LEDs and the
Sub-Midget Flange LEDs are fully potted.

206521

Centre contact anode (+)

Midget Groove - 205 series

Midget Flange - 206 series

Telephone Slide T6.8 - 208 series

BA 15d - 225 series

Telephone Slide T5.5 - 209 series

BA9s - 215 series

MES - 211 series

3000 mcd typical brightness
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