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C = CYAN M = Magenta Y = Yellow B = Black/THAI

365Optoelectronics, Indicators, Lamps & Displays

300,000 products, stocked and ready to despatch 365

LED Indicators, 7mm Lens Diameter

5mm with Integral Resistor
110V ac and 240V ac

Operating Voltage: 12V dc, 24V dc Operating Current: 20mA

Colour Luminous Intensity @ 20mA Wavelength

Red 2750mcd 660nm
Green 6000mcd 525nm
Yellow 4500mcd 595nm
White 3000mcd –
Viewing angle: 120° Operating Temperature: - 20°C to +60°C

Typ. Luminous Intensity at Operating Current Red HE Red Green Yellow Blue
Prominent 12V — 30mCd 40mCd 38mCd 12mCd
Prominent 24V — 22mCd 27mCd 27mCd 10mCd
Recessed 12V — 38mCd 50mCd 40mCd 12mCd
Recessed 24V — 30mCd 35mCd 30mCd 10mCd
Flat-top 12V — 14.5mCd 13.5mCd 12.5mCd —
Flat-top 24V 1.2mCd 11mCd 10mCd 9mCd —
Flashing — 12.5mCd — — —
Tri-colour Prominent/Recessed Red 10mcd + Green 20mcd
Tri-colour Flat-top Red 2.5mcd + Green 2.5mcd

Mftrs. Price Each
Colour List No. Order Code 1+ 25+ 50+ 100+ +
12V dc Red 508-501-21 973-7448● 700.00 642.00 611.00 – – – –
12V dc Green 508-532-21 973-7464● 806.00 739.00 708.00 670.00 – –
12V dc Yellow 508-521-21 973-7456● 700.00 642.00 611.00 – – – –
12V dc White 508-997-21 973-7472● 806.00 739.00 708.00 698.00 – –
24V dc Red 508-501-22 973-7480● 700.00 642.00 611.00 – – – –
24V dc Green 508-532-22 973-7502● 806.00 739.00 708.00 670.00 – –
24V dc Yellow 508-521-22 973-7499● 700.00 642.00 611.00 – – – –
24V dc White 508-997-22 973-7510● 806.00 739.00 708.00 706.00 – –

Order Price Each
Colour Code 1+ 25+ 100+ 250+
Bright Chrome - Flat-Top
12V HE Red 110-5264● 302.00 270.00 229.00 143.00
12V Yellow 113-9487● 302.00 270.00 229.00 143.00
12V Green 113-9482● 302.00 270.00 178.00 143.00
24V Red 110-5265● 302.00 194.00 178.00 152.00
24V HE Red 110-5268● 302.00 270.00 178.00 143.00
24V Yellow 113-9500● 302.00 270.00 178.00 143.00
24V Green 110-5266● 302.00 270.00 229.00 152.00
12V HE Red, Green and Yellow 110-5269● 254.00 240.00 222.00 188.00
24V HE Red, Green and Yellow 113-9499● 511.00 432.00 287.00 241.00
Bright Chrome - Dome-Top
12V HE Red 110-5270● 208.00 186.00 116.00 115.00
12V Yellow 110-5272● 208.00 127.00 116.00 115.00
12V Green 110-5271● 208.00 127.00 116.00 115.00
12V Blue 113-9479● 324.00 317.00 308.00 274.00
24V HE Red 110-5273● 208.00 186.00 116.00 115.00
24V Yellow 110-5275● 208.00 186.00 116.00 115.00
24V Green 110-5274● 208.00 186.00 116.00 115.00
24V Blue 110-5276● 360.00 317.00 308.00 274.00
12V HE Red, Green and Yellow 110-5278● 333.00 308.00 230.00 194.00
24V HE Red, Green and Yellow 110-5281● 312.00 284.00 194.00 – –
Black Chrome - Dome-Top
12V HE Red 110-5290● 222.00 199.00 132.00 130.00
12V Yellow 110-5293● 222.00 143.00 132.00 130.00
12V Green 110-5291● 222.00 199.00 132.00 130.00
12V Blue 110-5294● 361.00 345.00 340.00 301.00
24V HE Red 110-5295● 222.00 199.00 132.00 130.00
24V Yellow 110-5297● 222.00 199.00 132.00 130.00
24V Green 110-5296● 222.00 199.00 132.00 130.00
24V Blue 110-5298● 361.00 345.00 340.00 301.00
12V HE Red, Green and Yellow 110-5312● 348.00 275.00 254.00 214.00
24V HE Red, Green and Yellow 110-5311● 333.00 223.00 214.00 – –
Bright Chrome - Recessed
12V HE Red 110-5282● 208.00 148.00 – – – –
12V Yellow 110-5284● 208.00 127.00 116.00 115.00
12V Green 110-5283● 208.00 186.00 159.00 115.00
12V Blue 110-5285● 306.00 – – – – – –
24V HE Red 110-5286● 208.00 186.00 116.00 115.00
24V Yellow 110-5288● 208.00 127.00 116.00 115.00
24V Green 110-5287● 208.00 186.00 123.00 122.00
24V Blue 110-5289● 306.00 – – – – – –
12V HE Red, Green and Yellow 110-5307● 272.00 249.00 230.00 194.00
24V HE Red, Green and Yellow 110-5308● 312.00 202.00 206.00 – –
Black Chrome - Recessed
12V HE Red 110-5299● 222.00 199.00 132.00 130.00
12V Yellow 110-5301● 222.00 199.00 132.00 130.00
12V Green 110-5300● 222.00 199.00 132.00 130.00
12V Blue 110-5302● 356.00 345.00 340.00 301.00
24V Red 110-5315● 237.00 162.00 155.00 – –
24V HE Red 110-5303● 234.00 – – – – – –
24V Yellow 110-5305● 222.00 143.00 132.00 130.00
24V Green 110-5304● 222.00 143.00 132.00 130.00
24V Blue 110-5306● 356.00 345.00 340.00 301.00
12V HE Red, Green and Yellow 110-5314● 301.00 275.00 254.00 214.00
24V HE Red, Green and Yellow 110-5313● 333.00 223.00 214.00 – –
Bright Chrome - Dome-Top - Flashing
24V Red 110-5277● 237.00 215.00 155.00 – –
Black Chrome - Dome-Top - Flashing
24V Red 110-5316● 270.00 184.00 177.00 – –
Black Chrome - Recessed - Flashing
24V Red 113-9533● 270.00 184.00 177.00 – –

5mm with Integral Resistor

7mm, Sunlight Readable - IP66 Rated

Prominent:
Total L behind bezel=44

Recessed:
Total L behind bezel = 46

Single, Flashing and Tri-colour

12V & 24V dc

206328

All types: Bezel dia.=9.5, thread=M8 x 0.75, mounting hole dia.=8, Tab connections=2.8 x 0.8

Ì 8.1mm mounting dia.
panel indicator

Ì Sealed to IP66
Ì Sunlight readability

A range of panel mounting LED indicators with integral resistor to permit direct connection to
12V or 24V dc supplies. The 5mm LEDs are fitted in high quality bright chrome or black
chrome plated brass housings, fitted with fixing nut and washer. Connection is by faston/
solder tab terminals.

A range of panel mounting indicators with integral resistor to permit direct connection to 110V
ac and 240V ac supplies. The 5mm LEDs are fitted in high quality satin chrome or black
chrome brass housings, fitted with fixing nut and washer. Connection is by faston/solder tab
terminals. CE approved.

Ì Nickel plated Brass housing
Ì MTBF 90,000 hours
Ì Designed for push on spade

connectors

206571

Operating voltage: 110V nom., 135V max. 110V
nom., 135V max.

Operating temperature range -55°C to +60°C

Operating current (nom.)6mA(110V)6mA(230) Life Expectancy 60000 hours min.

Available in dome-top, recessed and flat-top LED styles. The tri-colour indicators have HE red
and green LEDs, both LEDs connected gives yellow. CE approved.

L=33.0 (overall), Length behind bezel=29.3, Mounting hole dia.=8.1,
Bezel dia.=11.5

Prominent:
Total L behind bezel=35

Typ. luminous intensity
at operating current Red Green Yellow

Prominent/Recessed 110V 36mcd 10mCd 15mCd
Prominent/Recessed 230V 22mcd 10mCd 15mCd

Recessed:
Total L behind bezel=36

206313

Flat-top:
Total L behind bezel=40

Price Each
Colour Order Code 1+ 25+ 50+ 100+ +
Satin Chrome - Prominent
110V Red 110-5320● 456.00 293.00 279.00 261.00 – –
110V Green 110-5321● 456.00 293.00 279.00 278.00 – –
110V Yellow 110-5323● 456.00 293.00 279.00 261.00 – –
230V Red 113-9490● 456.00 434.00 279.00 261.00 – –
230V Green 113-9489● 456.00 293.00 279.00 261.00 – –
Satin Chrome - Recessed
110V Red 113-9477● 456.00 293.00 279.00 261.00 – –
110V Green 110-5370● 456.00 293.00 279.00 261.00 – –
110V Yellow 110-5372● 456.00 293.00 279.00 261.00 – –
230V Red 110-5373● 456.00 293.00 279.00 261.00 – –
230V Green 110-5374● 456.00 293.00 279.00 278.00 – –
230V Yellow 110-5375● 456.00 434.00 279.00 260.00 – –
Black Chrome - Prominent
110V Red 110-5365● 486.00 312.00 298.00 278.00 – –
110V Green 110-5366● 486.00 463.00 298.00 278.00 – –
110V Yellow 570-084 486.00 312.00 317.00 296.00 – –
230V Red 110-5367● 486.00 312.00 298.00 278.00 – –
230V Green 110-5368● 486.00 463.00 298.00 278.00 – –
230V Yellow 110-5369● 486.00 312.00 298.00 278.00 – –
Black Chrome - Recessed
110VRed 570-187 486.00 312.00 298.00 296.00 – –
110V Green 110-5376● 486.00 312.00 298.00 278.00 – –
110V Yellow 110-5377● 486.00 312.00 298.00 278.00 – –
230V Red 110-5378● 486.00 312.00 298.00 278.00 – –
230V Green 110-5379● 486.00 312.00 298.00 278.00 – –
230V Yellow 110-5380● 486.00 312.00 298.00 278.00 – –

Tri-colour

All types: Bezel dia.=9.5, Thread=M8 x 0.75, Mounting hole dia.=8.
Tab connections=2.8 x 0.8 (except tri-colour tabs=2 x 0.5).
Tinned tab indicates cathode (–), common cathode on tri/colour.


