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366 Optoelectronics, Indicators, Lamps & Displays

LED Indicators, 7mm Lens Diameter -

continued
(MiAJRIL]

7mm, IP67 Rated - Sunlight Readable

With Integral Resistor - 12V dc, 24V dc and 28V dc
A range of sunlight readable, high performance, panel
mounting LED indicators. Sealed to IP67 rating. Black

anodised housing fitted with fixing nut and washer.
Connection is via faston/solder tab terminals.

L=33.0 (overall), Length behind bezel=29.3,
Mounting Hole dia=8.1,
Tab connections=2.8 x 0.8, Polarity indicated on tab terminals

ptoelectronics, Indicators, Lamps & Displays

Operating Voltages 12v 24V 28V Wavelength (nm)

Typ. Luminous Intensity

Red 2750 med 2750 med 2750 med 660

Green 6000 med 6000 mecd 6000 mecd 525

Yellow 4500 mcd 4500 med 4500 med 590

Blue 2000 med 2000 med 2000 mced 450

Reverse voltage protection 1000Vdc  Operating temp. range -20°C to +60°C

Operating Current 20mA Viewing angle 140°C

206437
Mitrs. Order Price Each
Colour List No. Code 1+ 5+ 10+ 25+ +
12V dc Red 677-501-21-R  973-8398@® 824.00 787.00 704.00 702.00 - -
12V dc Green 677-532-21-G 973-8401@ 1,008.00 - - - - - - - -
12Vdc Yelow  677-521-21-Y  973-8410@ 764.00 757.00 713.00 702.00 - -
12V dc Blue 677-930-21-B  973-8428@® 1,005.00 1,004.00 962.00 954.00 - -
24V dc Red 677-501-22-R  973-8436@ 748.00 714.00 702.00 - - - -
') 24V dc Green 677-532-22-G  973-8444@ 1,028.00 - - - - -- --
24V dc Yellow — 677-521-22-Y  973-8452@ 748.00 714.00 70200 - - --
24V dc Blue 677-930-22-B  973-8460@ 1,020.00 - - - - - - - -
28V dc Red 677-501-23-R  973-8479@® 824.00 787.00 704.00 702.00 - -
1 4 28V dc Green 677-532-23-G  973-8487@ 973.00 972.00 954.00 902.00 - -

28V dc Yellow  677-521-23-Y ~ 973-8495@ 824.00 787.00 748.00 746.00 - -

LED Indicators, 10mm Lens Diameter

Dialight

FEERT TR T

Panel Mount Indicators
9mm Mounting Hole

Prominent green Recessed yellow

Dimensions Prominent Recessed
Depth: Lamp to panel / Body 5.08mm /30.99mm 5.08mm / 32mm
Diameter - Lens 6.10mm 8.89mm
Diameter - Bezel 10.92mm 10.92mm
Diameter - Mounting hole 9.3mm 9.3mm
Panel thickness (Max) 7.5mm 7.5mm
Material - Housing Chrome plated Brass or Black finished Brass
Current 15mA
Luminous Intensity (typ.) Red = 60, Green = 110, Yellow = 90mCd
Temperature - Operating -25°C to +85°C
Expected life 100,000 hours
Order Code Mftrs. List No. Order Code Mftrs. List No.
788-2386 6091112120 788-2564 6091122120
788-2394 6091212120 788-2572 6091222120
788-2408 6091312120 788-2580 6091322120
788-2416 6091112130 788-2599 6091122130
788-2424 6091212130 788-2602 6091222130
788-2432 6091312130 788-2610 6091322130
788-2440 6092112120 788-2629 6092122120
788-2459 6092212120 788-2637 6092222120
788-2467 6092312120 788-2645 6092322120
788-2475 6092112130 788-2653 6092122130
788-2483 6092212130 788-2661 6092222130
788-2491 6092312130 788-2670 6092322130
788-2505 6091112140 788-2688 6091122140
788-2513 6091212140 788-2696 6091222140
788-2521 6091312140 788-2700 6091322140
788-2530 6092112140 788-2718 6092122140
788-2548 6092212140 788-2726 6092222140
788-2556 6092312140 788-2734 6092322140 1115
Voltage Price Each
Colour ~ (Vdc) Order Code 1+ 10+ 50+ 100+ +
Chrome Plated Brass Housing
Prominent LED
Red 6 788-2386 170.00 154.00 143.00 132.00 - -
Green 6 788-2394  170.00 154.00 143.00 132.00 - -
Yellow 6 788-2408 170.00 154.00 143.00 132.00 - -
Red 12 788-2416  170.00 154.00 143.00 132.00 - -
Green 12 788-2424  170.00 154.00 143.00 132.00 - -
Yellow 12 788-2432  170.00 154.00 143.00 132.00 - -
Red 24 788-2505 170.00 154.00 143.00 132.00 - -
Green 24 788-2513  170.00 154.00 143.00 132.00 - -
Yellow 24 788-2521 170.00 154.00 143.00 132.00 - -
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Voltage Price Each
Colour (Vdc) Order Code 1+ 10+ 50+ 100+ +
Recessed LED
Red 6 788-2440 170.00 154.00 143.00 132.00 ==
Green 6 788-2459  170.00 154.00 143.00 132.00 ==
Yellow 6 788-2467 170.00 154.00 143.00 132.00 ==
Red 12 788-2475 170.00 154.00 143.00 132.00 ==
Green 12 788-2483  170.00 154.00 143.00 132.00 ==
Yellow 12 788-2491  170.00 154.00 143.00 132.00 ==
Red 24 788-2530 170.00 154.00 143.00 132.00 ==
Green 24 788-2548 170.00 154.00 143.00 132.00 ==
Yellow 24 788-2556 170.00 154.00 143.00 132.00 ==
Black Coated Brass Housing
Prominent LED
Red 6 788-2564 184.00 167.00 156.00 143.00 ==
Green 6 788-2572  184.00 167.00 156.00 143.00 - -
Yellow 6 788-2580 184.00 167.00 156.00 143.00 ==
Red 12 788-2599 184.00 167.00 156.00 143.00 ==
Green 12 788-2602 184.00 167.00 156.00 143.00 - -
Yellow 12 788-2610  184.00 167.00 156.00 143.00 ==
Red 24 788-2688 184.00 167.00 156.00 143.00 ==
Green 24 788-2696  184.00 167.00 156.00 143.00 ==
Yellow 24 788-2700 184.00 167.00 156.00 143.00 ==
Recessed LED
Red 6 788-2629  184.00 167.00 156.00 143.00 ==
Green 6 788-2637 184.00 167.00 156.00 143.00 ==
Yellow 6 788-2645 184.00 167.00 156.00 143.00 ==
Red 12 788-2653  184.00 167.00 156.00 143.00 ==
Green 12 788-2661  184.00 167.00 156.00 143.00 ==
Yellow 12 788-2670  184.00 167.00 156.00 143.00 ==
Red 24 788-2718  184.00 167.00 156.00 143.00 ==
Green 24 788-2726  184.00 167.00 156.00 143.00 ==
Yellow 24 788-2734  184.00 167.00 156.00 143.00 ==

BoML

10mm with Integral Resistor
12V dc to 24V dc and 110Vac to 240Vac — Single, Flashing and Tri-colour

Total L behind bezel=42, Bezel dia.=16,
Thread=M14 x 1

-1 Mounting hole dia.=14.5

Tab connections=2.8 x 0.8

A range of panel mounting LED indicators with integral resistor to permit direct connection to
12V and 24V dc supplies. The 10mm LEDs are fitted in high quality bright chrome or black
chrome brass housings, fitted with fixing nut and washer. Connection is by faston/solder tab
terminals. The tri-colour indicators have HE red and green LEDs, both LEDs connected gives
yellow. GE approved.

Operating Voltage 12V dc, 24V dc +10% Reverse voltage (max.) 5V
Operating current (max.) 30mA (12V), 22mA (24V) Operating temperature range -25°C to +70°C

Typical Luminous Intensity @ l;=20mA  HE Red
12V 90mcd
24V 70mcd

Colour Order Code 1+

Bright Chrome

(V),Colour

12 DC, HE Red, Green and Yellow110-5447@ 443.00
12 DC, HE Red 110-5451@ 322.00
12 DC, HE Red, Green and Yellow110-5456@® 454.00

Green
30mcd
22mced

Yellow
35mcd

25med
206283

Price Each

25+ 50+ 100+ +

320.00 308.00
298.00 205.00 202.00 - -
402.00 315.00

12 DC, HE Red 113-9485@ 310.00 289.00 260.00 196.00 - -
12 DC, Green 110-5452@ 307.00 223.00 205.00 202.00 - -
12 DC, Green 113-9483@® 296.00 215.00 198.00 196.00 - -
12 DG, Yellow 110-5453@ 307.00 223.00 205.00 202.00 - -
12 DC, Yellow 110-5442@ 296.00 215.00 198.00 196.00 - -
24 DC, Red 110-5446@® 410.00 301.00 289.00 -- - -

24 DC, HE Red, Green and Yellow110-5457@® 454.00
24 DC, HE Red, Green and Yellow110-5448@® 443.00

402.00 315.00
388.00 357.00 356.00 - -

24 DC, Yellow 110-5445@ 296.00 215.00 198.00 196.00 - -
24 DC, Green 110-5444@ 296.00 273.00 210.00 208.00 - -
110 AC, Red 110-5475@ 520.00 391.00 360.00 355.00 - -
110 AC, Yellow 110-5476® 565.00 421.00 387.00 382.00 - -
110 AC, Blue (neon) 113-9180® 450.00 402.00 387.00 380.00 - -
230 AC, Red 110-5477@ 520.00 391.00 360.00 355.00 - -
Black Chrome

24 DC, Red 110-5455@ 424.00 311.00 299.00 -- - -
24 DC, HE Red 113-9498@ 322.00 298.00 205.00 202.00 - -

24 DC, HE Red, Green and Yellow110-5457@® 454.00
24 DC, Yellow 110-5454@ 307.00
24 DC, Green 113-9495@ 307.00

402.00 315.00
223.00 205.00 202.00 - -
284.00 205.00 202.00 - -

Prices are in Thai Baht and exclude 7% VAT.

Due to the volatile nature of certain products,

prices are subject to change without notice.



