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C = CYAN M = Magenta Y = Yellow B = Black/THAI

367Optoelectronics, Indicators, Lamps & Displays

300,000 products, stocked and ready to despatch 367

16mm with Integral Resistor, IP67

LED Indicators, 16mm Lens Diameter

10mm with Integral Resistor

10mm, Sunlight Readable - IP67 Rated

110V ac and 240V ac

12V dc, 24V dc, 12V ac, 24V ac, 130V ac & 230V ac

12V & 24V dc, 110V & 240V ac

LED (ratings @ 20mA)
Red Yellow Green Blue
2000mCd 100mCd 400mCd 1575mCd

Operating temperature -40 to 80°C
Operating current (typical) 20mA

Mftrs. Price Each
Colour List No. Order Code 1+ 25+ 100+ 250+

12V operating
Red DX0505/RD/12 963-0201● 548.00 490.00 459.00 434.00
Yellow DX0505/YL/12 963-0210● 548.00 490.00 459.00 434.00
Green DX0505/GN/12 963-0228● 548.00 490.00 459.00 434.00
Blue DX0505/BL/12 963-0236● 548.00 490.00 459.00 434.00
24V operating
Red DX0505/RD/24 963-0244● 548.00 490.00 459.00 434.00
Yellow DX0505/YL/24 963-0252● 548.00 490.00 459.00 434.00
Green DX0505/GN/24 963-0260● 548.00 490.00 459.00 434.00
Blue DX0505/BL/24 963-0279● 548.00 490.00 459.00 434.00

Vandal Resistant

Ì 12.7mm mounting dia. panel indicator
Ì Sealed to IP67
Ì Sunlight readability
Ì Nickel plated Brass housing
Ì MTBF 90,000 hours
Ì Designed for push on spade connectors

Total L behind bezel=67, Bezel dia.=16,
Thread=M14 x 1

Mounting hole dia.=14.5.
Tab connections=2.8 x 0.8

Total L behind bezel=58, Bezel dia.=22,
Thread=M22 x 1.5

Mounting hole dia.=22,
Tab connections=2.8 x 0.8

413924

L=33.0 (overall), Length behind bezel=26.5, Mounting hole dia.=12.7, Bezel dia.=17

A range of panel mounting indicators with integral resistor to permit direct connection to 110V
ac and 240V ac supplies. The 10mm LEDs are fitted in high quality bright chrome or black
chrome brass housings, fitted with fixing nut and washer. A matching blue indicator is
available using a fluorescent (neon) tube. Connection is by faston/solder tab terminals. CE
approved.

A range of panel mounting indicators with integral resistor to permit direct connections to the
stated voltages. They are fitted in a high quality bright chrome or black chrome brass
housings, giving protection to IP67, fitted with ’O’ ring, fixing nut and washer. Connection is by
faston/solder tab terminals. There are two negative terminals provided for ease of wiring to a
number of indicators. CE approved.

Ì Rugged stainless steel body
Ì Low profile front panel projection
Ì Wide viewing angle
Ì Front panel sealed to IP67

Note the spare terminal should be insulated if not being used. 110V ac types are not suitable for use on
240V ac supply by using a dropper resistor.

Note: 110V ac types are not suitable for use on 240V ac supply by using a dropper resistor.

Operating Voltage: 12Vdc @ 20Ma, 24Vdc @ 20mA, 110Vac @ 9mA, 240Vac @ 4mA

Colour Luminous Intensity @ 20mA Wavelength

Red 3500mcd 660nm
Green 6000mcd 525nm
Yellow 6200mcd 595nm
White 3000mcd —
Viewing angle: 120° Operating Temperature: -20°C to +60°C

Operating voltage: 12Vdc - 38mA,24Vdc - 19mA,24Vac - 20mA, 130Vac
-6mA,230Vac - 4mA

206567

Ì Rear of panel fixing
Ì Colour coded insulators
Ì Solder tag/2.8mm terminals
Ì Panel thickness 3 to 14mm

Operating Voltage: 110V nom, 135V max. Operating current (nom.) 6mA (110V), 3mA (230V)
230V nom, 250V max. Operating temperature range -25°C to +60°C

Operating temp. range: -25°C to + 60°C Life expectancy: 60000h

L=41.2mm (overall), D=5mm (lens),
D=15mm(bezel)

Typical Luminous Intensity Red Green Yellow Blue
110V 47mcd 34mcd 27mcd 7.5mcd
230V 18mcd 11mcd 8mcd 7.5mcd

Life expectancy LED 60,000 hours min.
Fluorescent 25,000 hours min.

Mftrs. Price Each
Colour List No. Order Code 1+ 5+ 10+ 25+

12V dc Red 512-501-21 973-7529● 1,246.00 1,130.00 915.00 708.00
12V dc Green 512-532-21 973-7545● 1,324.00 1,080.00 973.00 764.00
12V dc Yellow 512-521-21 973-7537● 1,246.00 1,130.00 915.00 708.00
12V dc White 512-997-21 973-7553● 1,259.00 1,027.00 954.00 789.00

24V dc Red 512-501-22 973-7561● 962.00 876.00 780.00 708.00
24V dc Green 512-532-22 973-7588● 1,152.00 1,080.00 991.00 754.00
24V dc Yellow 512-521-22 973-7570● 962.00 876.00 780.00 708.00
24V dc White 512-997-22 973-7596● 1,259.00 1,129.00 1,020.00 819.00

110V ac Red 512-501-75 973-7600● 795.00 779.00 – – – –
110V ac Green 512-532-75 973-7626● 914.00 850.00 797.00 760.00
110V ac Yellow 512-521-75 973-7618● 1,373.00 1,120.00 1,009.00 779.00

240V ac Red 512-501-76 973-7634● 1,373.00 1,120.00 1,009.00 779.00
240V ac Green 512-532-76 973-7650● 1,147.00 1,029.00 929.00 760.00
240V ac Yellow 512-521-76 973-7642● 997.00 926.00 873.00 779.00
240V ac White 512-997-76 973-7669● 1,222.00 1,168.00 1,082.00 797.00

12.1mm Dia. panel cutout

Typ. Luminous Intensity: Red Green Yellow
12/24V dc 160 120 350
12/24V dc 265 120 350
130/230Vac 28 20 48

206284

206505

Order Price Each
Colour Code 1+ 25+ 50+ 100+ +

Bright Chrome
110V Red 110-5475● 520.00 391.00 360.00 355.00 – –
110V Green 113-9476● 565.00 421.00 387.00 382.00 – –
110V Yellow 110-5476● 565.00 421.00 387.00 382.00 – –
110V Blue (neon)461-489 450.00 427.00 411.00 403.00 – –
240V Red 110-5477● 520.00 391.00 360.00 355.00 – –
240V Green 110-5478● 565.00 421.00 387.00 382.00 – –
240V Yellow 113-9492● 565.00 421.00 387.00 382.00 – –
Black Chrome
110V Red 110-5480● 533.00 406.00 374.00 368.00 – –
110V Green 110-5481● 575.00 436.00 401.00 395.00 – –
240V Red 110-5482● 533.00 406.00 374.00 368.00 – –
240V Green 110-5483● 575.00 436.00 401.00 395.00 – –
240V Yellow 113-9493● 575.00 436.00 401.00 395.00 – –
240V Blue (neon)110-5484● 432.00 390.00 375.00 368.00 – –

Colour Price Each
Bright Chrome Order Code 1+ 10+ 25+ 50+ +
12V dc Red 110-5502● 750.00 730.00 690.00 546.00 – –
12V dc Green 110-5503● 750.00 730.00 690.00 546.00 – –
12V dc Yellow 110-5505● 750.00 730.00 690.00 546.00 – –
24V acRed 110-5506● 774.00 754.00 711.00 563.00 – –
24V acGreen 110-5507● 774.00 754.00 711.00 563.00 – –
24V dc Red 110-5508● 750.00 730.00 690.00 546.00 – –
24V dc Green 113-9536● 750.00 730.00 690.00 546.00 – –
24V dc Yellow 110-5509● 750.00 730.00 690.00 546.00 – –
130V ac Red 110-5510● 844.00 822.00 776.00 614.00 – –
130V ac Yellow 110-5511● 844.00 822.00 776.00 614.00 – –
230V ac Red 110-5512● 844.00 822.00 776.00 614.00 – –
230V ac Green 110-5513● 844.00 822.00 776.00 614.00 – –
230V ac Yellow 110-5514● 844.00 822.00 776.00 614.00 – –
Black Chrome
130V ac Yellow 110-5515● 858.00 836.00 789.00 625.00 – –
230V ac Red 110-5517● 858.00 836.00 789.00 625.00 – –
230V ac Green 110-5518● 858.00 836.00 789.00 625.00 – –


