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Dimensions

uF L w H Case Size Mitrs. List No.
25 Volt d.c
0.47 2 12 12 A 595D474X9025T2T
2.2 37 26 15 A 592D225X9025B2T
15 69 32 25 A 595D156X9025C2T
35 Volt d.c.
1 35 18 14 A 595D105X9035A2T
1 28 15 12 A 592D105X9035A2T
2.2 38 27 18 B 595D225X9035B2T
6.8 69 6 15 R 592D685X9035R2T
15 72 43 28 D 595D156X9035D2T
33 6.9 8 3.5 R 595D336X9035R2T

Price Each
uF Order Code 1+ 50+ 100+
6.3 Volt d.c.
15 [71116-6792@ 107.00 82.00 66.00
22 [71116-6795@ 114.00 86.00 70.00
100 [71116-6796@ 285.00 214.00 171.00
100 [71116-6798@ 256.00 194.00 158.00
10 Volt d.c.
2.2 [71116-68000 195.00 146.00 117.00
10 [71116-6801@ 120.00 91.00 72.00
33 [71116-6802@0 260.00 194.00 156.00
68 [71116-6804@ 285.00 214.00 171.00
16 Volt d.c.
4.7 [71116-6805@ 115.00 87.00 69.00
10 [71116-6806@ 122.00 92.00 73.00
10 [71116-6807@ 254.00 190.00 152.00
33 [71116-6808@ 257.00 194.00 158.00
100 [71116-6809@ 382.00 287.00 229.00
150 [71116-6810@ 628.00 471.00 376.00
20 Volt d.c.
1 [71116-6811@ 198.00 150.00 121.00
2.2 [71116-6812@ 115.00 87.00 69.00
22 [71116-6813@ 285.00 214.00 171.00
25 Volt d.c.
0.47 [71116-6814@ 195.00 146.00 117.00
2.2 [71116-6817@ 95.00 72.00 59.00
15 [71116-6818@ 275.00 206.00 164.00
35 Volt d.c.
1 [71116-6819@ 107.00 82.00 66.00
1 [71116-6820@ 123.00 92.00 73.00
2.2 [71116-6821@ 122.00 92.00 73.00
6.8 [71116-6822@ 342.00 257.00 206.00
15 [71116-6823@ 382.00 287.00 229.00
33 [71116-6824@ 628.00 471.00 376.00
CB Series

= @ General purpose

Operating temperature

Lead dia. = 0.5, Lead pitch = 5.0

-55125°C to +°C

Order
Code

116-6814
116-6817
116-6818

116-6819
116-6820
116-6821
116-6822
116-6823
116-6824
208574

500+ +

55.00 ==
57.00 ==
122.00 ==
133.00 ==

83.00 ==
51.00 ==
111.00 ==
122.00 ==

49.00 ==
52.00 ==
107.00 ==
131.00 ==
162.00 ==
266.00 ==

100.00 ==
49.00 ==
122.00 ==

83.00 ==
49.00 ==
117.00 ==

55.00 ==
53.00 ==
52.00 ==
145.00 ==
162.00 ==
266.00 ==

multicomp

@ Wide temperature range
@ Resin dipped tantalum capacitors

-55°C to +85°C (6.3V)

Tolerance

+20%

16 Volt d.c. Dimensions  DC Leakage Impedance ()

uF H Dia.  Current (uA) @ 100kHz 20°C

2.2 6.0 4.0 0.5 8.0

4.7 7.0 45 0.6 5.0

6.8 7.0 50 0.8 4.0

10 80 50 1.2 3.2

22 9.0 6.0 2.8 2.0

33 11 7.5 4.2 1.6

47 12 8.0 6.0 1.3

68 14 9.0 8.7 1.0

100 15 10 12.8 0.8
16 Volt d.c.
uF Order Code 5+ 50+
2.2 970-8316@ 13.00 10.00
4.7 970-8324@ 13.00 10.00
6.8 970-8332@ 13.00 10.00
10 970-8340@ 22.00 17.00
22 970-8359@ 28.00 22.00
33 970-8367@ 36.00 28.00
47 970-8375@ 59.00  48.00
68 970-8383@ 102.00  79.00
100 970-8391@ 121.00  98.00

25 Volt d.c. Dimensions  DC Leakage Impedance ()

uF H Dia.  Current (uA) @ 100kHz 20°C

1 6.0 4.0 0.5 10

2.2 70 45 0.5 6.0

4.7 80 50 0.9 4.0

6.8 85 55 6.8 3.1

10 10 6.5 2.0 2.5

15 1 7.5 3.0 2.0

22 12 8.0 4.4 15

33 14 9.0 6.6 1.2
25 Volt d.c.
uF Order Code 5+ 50+
1 970-8405@ 13.00 10.00
2.2 970-8413@ 13.00 10.00
4.7 970-8421@ 21.00 17.00
6.8 970-8430@ 21.00 16.00
10 970-8448@ 28.00 22.00
15 970-8456@ 36.00 28.00
22 970-8464@ 78.00 64.00
B8 970-8472@ 84.00 67.00

35 Volt d.c. Dimensions  DC Leakage Impedance ()

uF H Dia.  Current (uA) @ 100kHz 20°C

0.1 6.0 4.0 0.5 26

0.22 6.0 4.0 0.5 17

0.33 6.0 4.0 0.5 15

0.47 6.0 4.0 0.5 13

1 65 45 0.5 8.0

2.2 75 50 0.6 5.0

3.3 80 50 0.9 4.0

4.7 85 55 4.7 3.0

6.8 10 6.5 1.9 25

10 1 7.5 2.8 2.0

15 12 8.0 4.2 1.6

22 14 9.0 6.1 1.3

47 15 105 10 0.8
35 Volt d.c.
uF Order Code 5+ 50+
0.1 970-8480@ 13.00 10.00
0.22 970-8499@ 13.00 10.00
0.33 970-8502@ 13.00 10.00
0.47 970-8510@ 13.00 10.00
1 970-8529@ 13.00 10.00
2.2 970-8537@ 15.00 13.00
3.3 970-8545@ 21.00 17.00
4.7 970-8553@ 28.00 22.00
6.8 970-8561@ 36.00 28.00
10 970-8570@ 35.00 28.00
15 970-8588@ 70.00  58.00
22 970-8596@ 121.00  98.00
47 970-8600@ 230.00 186.00

TAP Series — Professional Resin Dipped

R
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6.3 Volt d.c. Dimensions ~ DC Leakage Impedance (€2) Order
uF H  Dia. Curent(uA) @ 100kHz 20°C Mftrs. List No. Code
10 70 45 0.5 6 CB0J106M2CCB  970-8200
22 80 50 1.1 3.7 CB0J226M2FCB  970-8219
47 9.0 6.0 2.4 2.0 CB0J476M2HCB  970-8227
68 1 75 34 1.8 CB0J686M2JCB  970-8235
100 12 8.0 5.0 16 CBOJ107M2KCB ~ 970-8243
6.3 Volt d.c. Price Each

uF Order Code 5+ 50+ 100+ 500+ +

10 970-82000 15.00 13.00 10.00 10.00 ==
22 970-8219@ 21.00 16.00 14.00 11.00 ==
47 970-8227@ 27.00 22.00 20.00 16.00 ==
68 970-8235@ 44.00 37.00 33.00 26.00 ==
100 970-8243@ 78.00 64.00 55.00 44.00 ==
10 Volt d.c. Dimensions  DC Leakage Impedance () Order
uF H Dia.  Current (uA) @ 100kHz 20°C Mitrs. List No. Code
4.7 65 45 0.5 8.0 CB1A475M2BCB ~ 970-8251
10 70 50 0.8 5.0 CB1A106M2DCB  970-8260
22 85 55 1.7 2.7 CB1A226M2GCB  970-8278
33 9.0 6.0 2.6 21 CB1A336M2HCB  970-8286
47 11 75 37 1.7 CB1A476M2JCB  970-8294
100 14 9.0 8.0 1.0 CB1A107M2LCB  970-8308
10 Volt d.c. Price Each

uF Order Code 5+ 50+ 100+ 500+ +
4.7 970-8251@ 13.00 10.00 8.00 8.00 ==
10 970-8260@ 22.00 17.00 15.00 11.00 ==
22 970-8278@ 28.00 22.00 21.00 16.00 ==
33 970-8286@ 36.00 28.00 25.00 21.00 ==
47 970-8294@ 60.00 45.00 36.00 22.00 ==
100 970-8308@ 121.00 98.00 84.00 69.00 ==

C =CYAN M = Magenta

Operating temperature -55°C+to +85°C at rated voltage

Capacitors
Order
Mftrs. List No. Code
CB1C225M2ACB  970-8316
CB1C475M2CCB  970-8324
CB1C685M2DCB  970-8332
CB1C106M2FCB 970-8340
CB1C226M2HCB  970-8359
CB1C336M2JCB  970-8367
CB1C476M2KCB  970-8375
CB1C686M2LCB  970-8383
CB1C107M2MCB  970-8391
Price Each
100+ 500+ +
8.00 800 --
8.00 800 --
8.00 800 --
15.00 11.00 --
21.00 16.00 --
2500 21.00 --
42.00 34.00 --
67.00 56.00 --
84.00 69.00 --
Order
Mftrs. List No. Code
CB1E105M2ACB  970-8405
CB1E225M2CCB  970-8413
CB1E475M2FCB  970-8421
CB1E685M2GCB  970-8430
CB1E106M2ICB 970-8448
CB1E156M2JCB  970-8456
CB1E226M2KCB  970-8464
CB1E336M2LCB  970-8472
Price Each
100+ 500+ +
8.00 8.00 - -
8.00 8.00 - -
15.00 11.00 - -
14.00 11.00 - -
21.00 16.00 - -
25.00 21.00 - -
55.00 44.00 - -
59.00 48.00 - -
Order
Mftrs. List No. Code
CB1V104M2ACB  970-8480
CB1V224M2ACB  970-8499
CB1V334M2ACB  970-8502
CB1V474M2ACB  970-8510
CB1V105M2BCB  970-8529
CB1V225M2ECB  970-8537
CB1V335M2FCB  970-8545
CB1V475M2GCB  970-8553
CB1V685M2ICB 970-8561
CB1vV106M2JCB  970-8570
CB1V156M2KCB  970-8588
CB1V226M2LCB  970-8596
CB1V476M2NCB  970-8600
240948
Price Each
100+ 500+ +
8.00 8.00 ==
8.00 8.00 ==
8.00 8.00 ==
8.00 8.00 ==
8.00 8.00 ==
10.00 10.00 ==
15.00 11.00 ——
21.00 20.00 ——
25.00 21.00 ——
24.00 20.00 ——
51.00 40.00 ——
84.00 69.00 ——
164.00 133.00 ——

Lead dia.=0.5
Lead pitch=5.0

and up to 125°C with appropriate voltage derating

Climatic category 55/125/56

Tolerance +20%

6.3 Voltd.c. Dimensions DC Leakage  Impedance (Q)
uF H Dia  Current (uA) @ 100kHz 20°C
10 9 45 0.5 6

22 105 5 1.1 37

47 115 6 2.3 2

100 12 7 5 1.6

Mftrs. List No.

TAP106MO006CCS-LF
TAP226M006CCS-LF
TAP476MO006CCS-LF
TAP107M006CCS-LF

300,000 products, stocked and ready to despatch

B = Black/THAI

Order
Code

110-0451
110-0453
110-0454
110-0455
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¢1 Capacitors

—h

A Non-compliant
1 Limited stock - RoHS replacement available

® Compliant

RoHS
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