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C = CYAN M = Magenta Y = Yellow B = Black/THAI

451Capacitors

300,000 products, stocked and ready to despatch 451

Operating temperature -55°C to +105°C Tolerance ±20%

Operating temperature -55°C to +105°C
Tolerance ±20%
Operating life @ 105°C 5000 hrs

Ripple (mA) ESR (mΩ)
@ 100kHz, @ 100kHz Lead Lead Order

μF 45°C to 300kHz H Dia. Dia. Pitch Mftrs. List No. Code

6.3 Volt d.c.
6.8 560 250 6.8 4 0.45 2 6SH6.8M. 431-1206
15 815 120 6.8 5 0.45 2 6SH15M. 431-1218
47 1430 60 6.8 6.3 0.45 2.5 6SH47M. 431-1220
47 1430 60 6.8 6.3 0.45 2.5 6SH47M 918-9238
150 2780 30 10.5 8 0.6 3.5 6SH150M. 431-1231
150 2780 30 10.5 8 0.6 3.5 6SH150M 918-9246
330 3500 25 10.5 10 0.6 5 6SH330M. 431-1243
330 3500 25 10.5 10 0.6 5 6SH330M 918-9254

10 Volt d.c.
4.7 540 280 6.8 4 0.45 2 10SH4.7M. 431-1255
10 780 150 6.8 5 0.45 2 10SH10M. 431-1267
10 780 150 6.8 5 0.45 2 10SH10M 918-9262
68 2000 50 9.8 6.3 0.6 2.5 10SH68M 918-9270
220 3370 27 10.5 10 0.6 5 10SH220M. 431-1280
220 3370 27 10.5 10 0.6 5 10SH220M 918-9289

16 Volt d.c.
2.2 450 280 6.8 4 0.45 2 16SH2.2M. 431-1292
2.2 450 280 6.8 4 0.45 2 16SH2.2M 918-9297
3.3 500 280 6.8 4 0.45 2 16SH3.3M. 431-1309
4.7 720 180 6.8 5 0.45 2 16SH4.7M. 431-1310
4.7 720 180 6.8 5 0.45 2 16SH4.7M 918-9300
6.8 745 150 6.8 5 0.45 2 16SH6.8M. 431-1322
6.8 745 150 6.8 5 0.45 2 16SH6.8M 918-9319
33 1370 70 6.8 6.3 0.45 2.5 16SH33M 918-9327
47 1830 60 9.8 6.3 0.6 2.5 16SH47M. 431-1346
47 1830 60 9.8 6.3 0.6 2.5 16SH47M 918-9335
100 2740 30 10.5 8 0.6 3.5 16SH100M. 431-1358
100 2740 30 10.5 8 0.6 3.5 16SH100M 918-9343
150 3260 28 10.5 10 0.6 5 16SH150M. 431-1360
150 3260 28 10.5 10 0.6 5 16SH150M 918-9351

20 Volt d.c.
15 1200 90 6.8 6.3 0.45 2.5 20SH15M. 431-1371
15 1200 90 6.8 6.3 0.45 2.5 20SH15M 918-9360
22 1300 70 6.8 6.3 0.45 2.5 20SH22M 918-9378
33 1710 70 9.8 6.3 0.6 2.5 20SH33M. 431-1395
33 1710 70 9.8 6.3 0.6 2.5 20SH33M 918-9386
47 2450 40 10.5 8 0.6 3.5 20SH47M. 431-1401
47 2450 40 10.5 8 0.6 3.5 20SH47M 918-9394
68 2600 36 10.5 8 0.6 3.5 20SH68M. 431-1413
68 2600 36 10.5 8 0.6 3.5 20SH68M 918-9408
100 3210 30 10.5 10 0.6 5 20SH100M. 431-1425
100 3210 30 10.5 10 0.6 5 20SH100M 918-9416

Ripple (mA) ESR (mΩ)
@ 100kHz, @ 100kHz Lead Lead Order

μF 45°C to 300kHz H Dia. Dia. Pitch Mftrs. List No. Code

25 Volt d.c.
1 430 350 6.8 4 0.45 2 25SH1M 918-9424
1.5 435 300 6.8 4 0.45 2 25SH1.5M. 431-1449
1.5 435 300 6.8 4 0.45 2 25SH1.5M 918-9432
2.2 695 200 6.8 5 0.45 2 25SH2.2M. 431-1450
3.3 700 200 6.8 5 0.45 2 25SH3.3M. 431-1462
4.7 1130 100 6.8 6.3 0.45 2.5 25SH4.7M 918-9440
6.8 1140 100 6.8 6.3 0.45 2.5 25SH6.8M. 431-1486
6.8 1140 100 6.8 6.3 0.45 2.5 25SH6.8M 918-9459
10 1150 90 6.8 6.3 0.45 2.5 25SH10M. 431-1498
10 1150 90 6.8 6.3 0.45 2.5 25SH10M 918-9467
15 1650 70 9.8 6.3 0.6 2.5 25SH15M. 431-1504
15 1650 70 9.8 6.3 0.6 2.5 25SH15M 918-9475

Price Each
μF Order Code 1+ 50+ 100+ 1K+

6.3 Volt d.c
6.8 431-1206 29.00 25.00 23.00 21.00
15 431-1218 36.00 32.00 28.00 25.00
47 431-1220‡ 80.00 71.00 63.00 56.00
47 918-9238● 80.00 71.00 63.00 56.00
150 431-1231‡ 143.00 124.00 111.00 99.00
150 918-9246● 143.00 124.00 111.00 99.00
330 431-1243‡ 126.00 111.00 100.00 90.00
330 918-9254● 126.00 111.00 100.00 90.00
10 Volt d.c
4.7 431-1255 29.00 25.00 23.00 21.00
10 431-1267‡ 36.00 32.00 28.00 25.00
10 918-9262● 36.00 32.00 28.00 25.00
68 918-9270● 95.00 84.00 73.00 66.00
220 431-1280‡ 158.00 138.00 122.00 110.00
220 918-9289● 158.00 138.00 122.00 110.00
16 Volt d.c
2.2 431-1292‡ 29.00 25.00 23.00 21.00
2.2 918-9297● 29.00 25.00 23.00 21.00
3.3 431-1309 29.00 25.00 23.00 21.00
4.7 431-1310‡ 36.00 32.00 28.00 25.00
4.7 918-9300● 36.00 32.00 28.00 25.00
6.8 431-1322‡ 31.00 27.00 24.00 23.00
6.8 918-9319● 31.00 27.00 24.00 23.00
33 918-9327● 95.00 84.00 73.00 66.00
47 431-1346‡ 95.00 84.00 73.00 66.00
47 918-9335● 95.00 84.00 73.00 66.00
100 431-1358‡ 148.00 131.00 115.00 102.00
100 918-9343● 148.00 131.00 115.00 102.00
100 918-9343● 148.00 131.00 115.00 102.00
150 431-1360‡ 158.00 138.00 122.00 110.00
150 918-9351● 158.00 138.00 122.00 110.00
20 Volt d.c
15 431-1371‡ 70.00 62.00 54.00 49.00
15 918-9360● 70.00 62.00 54.00 49.00
22 918-9378● 75.00 66.00 60.00 53.00
33 431-1395‡ 99.00 87.00 76.00 69.00
33 918-9386● 99.00 87.00 76.00 69.00
47 431-1401‡ 143.00 124.00 111.00 99.00
47 918-9394● 143.00 124.00 111.00 99.00
68 431-1413‡ 148.00 131.00 115.00 102.00
68 918-9408● 148.00 131.00 115.00 102.00
100 431-1425‡ 158.00 138.00 122.00 110.00
100 918-9416● 158.00 138.00 122.00 110.00
25 Volt d.c
1 918-9424● 29.00 25.00 23.00 21.00
1.5 431-1449‡ 29.00 25.00 23.00 21.00
1.5 918-9432● 29.00 25.00 23.00 21.00
2.2 431-1450 37.00 32.00 28.00 25.00
3.3 431-1462 42.00 37.00 32.00 29.00
4.7 918-9440● 54.00 48.00 43.00 38.00
6.8 431-1486‡ 70.00 62.00 54.00 49.00
6.8 918-9459● 70.00 62.00 54.00 49.00
10 431-1498‡ 75.00 66.00 60.00 53.00
10 918-9467● 75.00 66.00 60.00 53.00
15 431-1504‡ 73.00 64.00 57.00 51.00
15 918-9475● 73.00 64.00 57.00 51.00

SH Series

SP Series

Ì No derating required on max. allowable
ripple current

Ì Long life - 5000 hrs 

Ì Low ESR
Ì Ripple current ratings guaranteed at 105°C
Ì No derating required on max. allowable rip-

ple current
Ì For designing around MPUs for computer

equipment and audio applications
Ì Adopted OFC (Oxygen Free Copper) wire for

improved tone quality

Ì Low ESR
Ì Ripple current ratings guaranteed at

105°C

249131

20 Volt d.c Price Each
μF Order Code 1+ 50+ 100+ 1K+
22 918-9602● 77.00 73.00 70.00 57.00
33 918-8681● 68.00 60.00 54.00 50.00
68 121-7620● 145.00 134.00 122.00 102.00
100 918-9610● 186.00 175.00 168.00 137.00

25 Volt d.c Lead Lead. Ripple (mA) ESR (mΩ) Order
μF Dia L Pitch Dia. @ 10kHz +85°C @ 100kHz Mftrs. List No. Code
4.7 6.3 6.8 2.5 0.45 371 150 25SC4R7M 918-9629
10 6.3 6.8 2.5 0.45 1150 90 25SC10M 918-8690
15 6.3 9.8 2.5 0.5 784 125 25SC15M 918-9645
22 8 10.5 3.5 0.5 889 125 25SC22M 918-9653
33 10 10.5 5 0.5 1575 40 25SC33M 918-9661
47 10 10.5 5 0.5 1610 40 25SC47M 918-9670

25 Volt d.c Price Each
μF Order Code 1+ 50+ 100+ 1K+
4.7 918-9629● 47.00 44.00 42.00 35.00
10 918-8690● 69.00 61.00 54.00 48.00
15 918-9645● 79.00 73.00 67.00 56.00
22 918-9653● 146.00 133.00 122.00 99.00
33 918-9661● 197.00 180.00 164.00 132.00
47 918-9670● 238.00 215.00 195.00 158.00

30 Volt d.c Lead Lead. Ripple (mA) ESR (mΩ) Order
μF Dia L Pitch Dia. @ 10kHz +85°C @ 100kHz Mftrs. List No. Code
1 4 6.8 2.0 0.45 430 350 30SC1M 918-8703
10 8 10.5 3.5 0.6 1380 110 30SC10M 918-8711
22 10 10.5 5.0 0.6 1830 80 30SC22M 918-8720

30 Volt d.c Price Each
μF Order Code 1+ 50+ 100+ 1K+
1 918-8703● 37.00 32.00 29.00 26.00
10 918-8711● 171.00 151.00 134.00 120.00
22 918-8720● 230.00 201.00 179.00 159.00

208495


