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452 Capacitors

Prices are in Thai Baht and exclude 7% VAT.

Due to the volatile nature of certain products,

prices are subject to change without notice.
452 1,000s more products available at www.farnell-newarkinone.com

Solid Aluminium - continued

SP Series - continued

Aluminium Electrolytic - Surface Mount
High capacitance per unit volume dielectric available in a wide range of styles. Characteristics
of ranges can be selected to suit a wide range of general purpose to high performance
applications. Care should be taken during connection as all units are polarity sensitive unless
stated otherwise.

WX Series 85°C - Surface Mount

A700 series capaci-
tor uses aluminium
as the anode, alumin-
ium oxide as the die-
lectric and a conductive, organic polymer
for the counter-electrode with a moulded
case and wrap around terminations. With
high-frequency performance helping re-
duce component counts, this improves
board space efficiency and allows for
more cost effective solutions. Durable
construction provides strong protection
against cracks (flex) making it an ideal
alternative to high-capacitance ceramics.
This offers true surface mountable solu-
tions to the existing aluminium-organic-
capacitors.

208422

Order
Code

Price Each

Capacitance Volts 1+ 25+ 100+ 250+
33μF 10V 922-6966● 107.00 90.00 73.00 55.00
47μF 6V 922-6974● 107.00 90.00 73.00 55.00
68μF 6V 922-6982● 107.00 90.00 73.00 55.00

100μF 6V 922-6958● 146.00 123.00 99.00 75.00
150μF 6V 922-7008● 194.00 163.00 132.00 99.00
220μF 4V 922-6990● 194.00 163.00 132.00 99.00

Operating temperature -40°C to +105°C
Capacitance tolerance ±20%
Ripple current measured at 100kHz, +20°C to +105°C969-4641969-4641
ESR measured at 100kHz, +20°C

Note: Dimensions do not include insulating sleeve unless stated.

Ripple ESR Tantalum Style
μF Current (A) (mΩ) Case Size Reel Qty. Mftrs List No. Order Code
2 Volts d.c.
100 1.6 18 D 3500 EEFCD0D101R 969-4641
2.5 Volt d.c.
220 3 12 E 2000 EEFUE0E221R 969-4650
4 Volt d.c.
56 1.6 18 D 3500 EEFCD0G560R 969-4668
180 3 12 E 2000 EEFUE0G181R 969-4676
6.3 Volt d.c.
10 1 55 D 3500 EEFCD0J100R 969-4684
22 1.3 40 D 3500 EEFCD0J220R 969-4692
33 1.6 28 D 3500 EEFCD0J330R 969-4706
47 1.6 18 D 3500 EEFCD0J470R 969-4714
100 2 15 D 2000 EEFUD0J101R 969-4722
150 3 12 E 2000 EEFUE0J151R 969-4730
8 Volt d.c.
33 1.6 18 D 3500 EEFCD0K330R 969-4749
68 1.8 15 D 2000 EEFUD0K680R 969-4757
100 3 12 E 2000 EEFUE0K101R 969-4765
12.5 Volt d.c.
4.7 1 75 D 3500 EEFCD1B4R7R 969-4773
10 1 55 D 3500 EEFCD1B100R 969-4781
22 1.3 30 D 3500 EEFCD1B220R 969-4790
16 Volt d.c.
2.2 1 100 D 3500 EEFCD1C2R2R 969-4803
6.8 1 55 D 3500 EEFCD1C6R8R 969-4811
8.2 1 45 D 3500 EEFCD1C8R2R 969-4820

Ripple (mA) ESR (mΩ)
@ 100kHz, @ 100kHz Lead Lead Order

μF 45°C to 300kHz H Dia. Dia. Pitch Mftrs. List No. Code

10 Volt d.c.
100 2350 32 5 8 0.6 3.5 10SP100M 121-7611
470 4510 15 10.5 10 0.6 5 10SP470M 121-7612

16 Volt d.c.
33 1580 50 5 6.3 0.6 2.5 16SP33M 121-7613

20 Volt d.c.
22 1580 50 5 6.3 0.6 2.5 20SP22M 121-7614
47 2210 36 5 8 0.6 2.5 20SP47M 121-7615

25 Volt d.c.
10 1560 55 6.8 6.3 0.6 2.5 25SP10M 121-7617
56 3260 25 10.5 10 0.6 5 25SP56M 121-7618

Ì Minature surface mount aluminium electro-
lytic

Ì Height above board 5.5mm
Ì Designed for high density board population

Price Each
μF Order Code 1+ 50+ 100+ 1K+

10 Volt d.c
100 121-7611● 129.00 114.00 101.00 90.00
470 121-7612● 175.00 154.00 137.00 122.00
16 Volt d.c
33 121-7613● 100.00 88.00 78.00 70.00
20 Volt d.c
22 121-7614● 100.00 88.00 78.00 70.00
47 121-7615● 136.00 119.00 105.00 94.00
25 Volt d.c
10 121-7617● 115.00 101.00 90.00 80.00
56 121-7618● 185.00 162.00 144.00 129.00

Price Each
μF Order Code 1+ 25+ 50+ 100+ +

2 Volt d.c.
100 969-4641● 89.00 76.00 66.00 52.00 – –
2.5 Volts d.c.
220 969-4650● 268.00 231.00 199.00 159.00 – –
4 Volt d.c.
56 969-4668● 107.00 92.00 79.00 63.00 – –
180 969-4676● 268.00 231.00 199.00 159.00 – –
6.3 Volt d.c.
10 969-4684● 80.00 68.00 59.00 47.00 – –
22 969-4692● 80.00 68.00 59.00 47.00 – –
33 969-4706● 80.00 68.00 59.00 47.00 – –
47 969-4714● 83.00 71.00 61.00 49.00 – –
100 969-4722● 217.00 187.00 161.00 128.00 – –
150 969-4730● 268.00 231.00 199.00 159.00 – –
8 Volt d.c.
33 969-4749● 105.00 90.00 78.00 62.00 – –
68 969-4757● 210.00 181.00 156.00 124.00 – –
100 969-4765● 272.00 234.00 202.00 161.00 – –
12.5 volt d.c.
4.7 969-4773● 80.00 68.00 59.00 47.00 – –
10 969-4781● 90.00 78.00 67.00 53.00 – –
22 969-4790● 100.00 86.00 75.00 59.00 – –
16 Volt d.c.
2.2 969-4803● 80.00 68.00 59.00 47.00 – –
8.2 969-4820● 107.00 92.00 79.00 63.00 – –

Ì Supplied on tape for automatic placement

SP-AL Series – Speciality Polymer

Operating temperature -40°C to +85°C Useful life @ 85°C 2000 hrs
Tolerance ±20% Ripple current mesured at 120Hz @ 85°C
DC leakage current (max) 0.01CV or 3μA whichever greater

Surface Mount

Characteristics Characteristics
Dimensions (mm) L = 7.3 H= 2.8 W= 4.3 Tolerance ±20%
Operating Temperature -55°C to +125°C Terminal tpye Wraparound

Ì Speciality polymer (polypyrole) surface
mount electrolytic capacitors

Ì D and E tantalum style cases
Ì High ripple current due to reduced ESR

A700 Series–Aluminium Polymer 

249111

Ì High capacitance per unit volume
Ì Tantalum alternative for power supply smoothing circuits

and noise suppression applications

Ì Lead (Pb) Free
Ì Extremely Low ESR
Ì High Capacitance Retention for

Superior Performance at High Op-
erating Frequencies 

Supplied on 12mm tape

Ì Robust to the Surface Mount Process
Ì No Dry-Out Related Failure Mechanism 
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