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§ FARNELL 1Inone

Ripple
uF (mA)
10 Volt d.c.
22 33
33 4
47 52
16 Volt d.c.
10 18
10 23
22 37
33 49
47 58
100 86
25 Volt d.c.
4.7 16
10 27
22 42
33 52
35 Volt d.c.
4.7 18
10 29
22 42
50 Volt d.c.
0.47 4
1 8.4
2.2 13
3.3 17

Order Multiple=5

uF
10 Volt d.c.

50 Volt d.c.
0.47

1

2.2

3.3

Base
Body  Dimensions
Dia W D
5 5.3 5.3
5 5.3 5.3
6.3 6.6 6.6
3 3.3 3.3
4 43 43
5 5.3 5.3
6.3 6.6 6.6
6.3 6.6 6.6
6.3 6.6 6.6
4 4.3 4.3
5 5.3 5.3
6.3 6.6 6.6
6.3 6.6 6.6
4 43 4.3
5 5.3 5.3
6.3 6.6 6.6
4 43 43
4 43 43
4 43 43
4 4.3 4.3
Order Code

[1344-9919A

[1344-9920A
[1344-9932A

[1344-9944A
[1344-9956 A
[1344-9968 A
[1344-9970A
[1344-9981A
[1344-9993 A

[71345-0004A
[71345-0016 A
[71345-0028 A
[71345-0030A

[1345-0041A
[T1345-0053 A
[71345-0065A

£71345-0077A
£71345-0089A
£71345-0090A
£71345-0107A

Tape
Width

Reel
Qty.

12 1000
121000
16 1000

122000
122000
121000
16 1000
16 1000
16 1000

122000
121000
16 1000
16 1000

12 2000
121000
16 1000

122000
122000
12 2000
12 2000

5+ 50+

14.00 12.00

Mftrs. List No.

UWX1A220MCR1GB
UWX1A330MCR1GB
UWX1A470MCR1GB

UWX1C100MCR2GB
UWX1C100MCR1GB
UWX1C220MCR1GB
UWX1C330MCR1GB
UWX1C470MCR1GB
UWX1C101MCR1GB

UWX1E4R7MCR1GB
UWX1E100MCR1GB
UWX1E220MCR1GB
UWX1E330MCR1GB

UWX1V4R7MCR1GB
UWX1V100MCR1GB
UWX1V220MCR1GB

UWX1HR47MCR1GB
UWX1HO10MCR1GB
UWX1H2R2MCR1GB
UWX1H3R3MCR1GB

Price Each
100+ 500+

11.00 8.00

14.00
16.00

13.00
13.00
15.00
16.00
16.00
16.00

13.00
14.00
15.00
16.00

18.00
35.00
16.00

13.00
13.00
13.00
13.00

2222 153 Series — Surface Mount
105 °C - Long Life

(;& L3

[

12.00
13.00

11.00
11.00
13.00
13.00
13.00

11.00
12.00
12.00
13.00

15.00

13.00

11.00
11.00
11.00
11.00

/=

12.00
12.00

10.00
10.00
12.00
12.00
12.00

10.00
12.00
12.00
12.00

14.00

12.00

10.00
10.00
10.00
10.00

8.00 -
9.00 -

8.00 -
8.00 -

9.00 -
9.00 -
9.00 -

8.00 -
8.00 -
9.00 -
9.00 -

10.00 -

9.00 -

8.00 -
8.00 -
8.00 -
8.00 -

@ Surface mount
aluminium elec-
trolytic capaci-

tors

>

Order
Code

344-9919
344-9920
344-9932

344-9944
344-9956
344-9968
344-9970
344-9981
344-9993

345-0004
345-0016
345-0028
345-0030

345-0041
345-0053
345-0065

345-0077
345-0089
345-0090
345-0107
227166

i

@ High temperature - 105°C
@ Long life, high CV per volume

Supplied on tape and reel

Mftrs. List No.

222215373101

222215374221

222215375109
222215375479

222215376101

222215370478
222215370229

222215371108
222215371478
222215371109
222215371479
222215371101

Order
Code

118-7011

118-7013

118-7014
118-7015

118-7017

118-7018
118-7019

118-7020
118-7021
118-7022
118-7023
118-7024
CAP228/208542

Order Multiple=5

uF

6.3 Volt d.c
100

10 Volt d.c
220

16 Volt d.c
10
47

25 Volt d.c
100

35 Volt d.c
4.7
22

50 Volt d.c

Order Code

£Ti118-7011@

[T1118-7013@

[T1118-7014@
[71118-7015@

fT1118-7017@

[T1118-7018@
[IT1118-7019@

[11118-70200
[T1118-7021@
[T11118-7022@
[T11118-7023@
[T1118-7024@

5+

31.00

69.00

21.00
31.00

69.00

23.00
31.00

21.00
26.00
31.00
69.00
88.00

50+

29.00

67.00

21.00
29.00

67.00

22.00
29.00

21.00
25.00
29.00
67.00
84.00

VS Series — General Purpose — 85°C

Case Size
A

B
C
D

Operating temperature

“D L
3 54
4 5.4
5 5.4
6.3 54

-40°C to +85°C

A B
33 33
43 43
53 53
66 6.6

|
15
1.8
2.2
2.6

DC leakage current

Capacitors

Price Each
100+ 500+

26.00 13.00

58.00 29.00

18.00
26.00

9.00
13.00
58.00 29.00

19.00
26.00

9.00
13.00

18.00
22.00
26.00
58.00
74.00

9.00
10.00
13.00
29.00
37.00

w P
0.55 0
0.65 1.
0.65 1
0.65 1

Tape Size
12mm
12mm
12mm
16mm

<0.01CV or 3uA,

whichever is greater

Tolerance +20% Operating life 1000hrs @ 85°C
Ripple Current Power Factor ~ Case Order
uF mA @ 120Hz 85°C @ 120Hz Size Mftrs. List No. Code
6.3 Volt d.c.
22 29 0.26 B ECEV0JA220SR. 556-117
47 46 0.26 C ECEVOJA470SR. 556-129
100 71 0.26 D ECEVOJA101SP. 556-130
10 Volt d.c.
33 43 0.2 C ECEV1AA330SR. 556-142
16 Volt d.c.
10 28 0.16 B ECEV1CA100SR. 556-166
22 39 0.16 C ECEV1CA220SR. 556-178
47 70 0.16 D ECEV1CA470SP. 556-180
25 Volt d.c.
47 22 0.14 B ECEV1EA4RT7SR. 556-191
10 28 0.14 C ECEV1EA100SR. 556-208
22 55 0.14 D ECEV1EA220SP. 556-210
33 65 0.14 D ECEV1EA330SP. 556-221
35 Volt d.c.
3.3 10 0.12 A ECEV1VS3R3SR. 556-233
47 22 0.12 B ECEV1VA4R7SR. 556-245
10 30 0.12 C ECEV1VA100SR. 556-257
22 60 0.12 D ECEV1VA220SP. 556-269
50 Volt d.c.
0.1 1 0.12 B ECEV1HAOR1SR. 556-270
0.22 2 0.12 B ECEV1HAR22SR. 556-282
0.33 3 0.12 B ECEVIHAR33SR 556-294
0.47 5 0.12 B ECEVIHAR47SR. 556-300
1 10 0.12 B ECEVIHAO010SR. 556-312
22 16 0.12 B ECEV1HA2R2SR. 556-324
3.3 16 0.12 B ECEV1HAR3R3SR. 556-336
47 23 0.12 C ECEV1HAR4RT7SR. 556-348
10 35 0.12 D ECEV1HA100SP. 556-350
208465
Order Multiple=10 Price Each
uF Order Code 10+ 250+ 1K+ 2K5+
6.3 Volt d.c.
22 [T0556-117+ 8.00 7.00 6.00 5.00
47 [71556-129  14.00 12.00 10.00 8.00
100 [71556-130+  17.00 16.00 13.00 11.00
10 Volt d.c.
33 [T1556-142¢  10.00 9.00 8.00 7.00
16 Volt d.c.
10 [T1556-1661 9.00 8.00 7.00 5.00
22 [1556-178+  10.00 8.00 7.00 6.00
47 [1556-180+  13.00 12.00 10.00 8.00
25 Volt d.c.
47 [71556-191% 8.00 7.00 6.00 5.00
10 [71556-208t 14.00 12.00 10.00 8.00
22 [71556-210 19.00 16.00 14.00 11.00
33 [1556-221  11.00 10.00 8.00 7.00
35 Volt d.c
3.3 [T1556-233+ 9.00 8.00 8.00 6.00
4.7 [T1556-245% 8.00 7.00 6.00 5.00
10 [71556-257+  10.00 8.00 7.00 6.00
22 [71556-269+  11.00 10.00 8.00 7.00
50 Volt d.c.
0.1 [T1556-270% 8.00 7.00 6.00 5.00
0.22 [T1556-282t 8.00 7.00 6.00 5.00
0.33 [T1556-294 8.00 8.00 7.00 6.00
0.47 [1556-300+  11.00 10.00 8.00 7.00

300,000 products, stocked and ready to despatch

Ripple Useful
Curent@ ESR@ Life @

Dimensions 105°C 100KHz 105 °C Qty
uF L W D (mA) Q) (hrs)  Per Reel
6.3 Volt d.c
100 6.8 6.8 55 61 2 2000 1000
10 Volt d.c
220 86 86 105 180 0.5 3000 500
16 Volt d.c
10 45 45 55 16 8 2000 2000
47 6.8 68 55 47 2.2 2000 1000
25 Volt d.c
100 86 86 105 180 0.5 3000 500
35 Volt d.c
47 45 45 55 14 8 2000 2000
22 68 68 55 50 2.2 2000 1000
50 Volt d.c
1 45 45 55 7 12 2000 2000
47 55 55 55 17 6 2000 1000
10 68 6.8 55 26 3 2000 1000
47 86 86 105 180 0.5 3000 500
100 10.6 10.6 10.5 320 0.3 3000 500

C =CYAN M = Magenta B = Black/THAI

453

¢1 Capacitors

—h

A Non-compliant
1 Limited stock - RoHS replacement available

® Compliant

RoHS

453



