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C = CYAN M = Magenta Y = Yellow B = Black/THAI

461Capacitors

300,000 products, stocked and ready to despatch 461

MCUMR Series 5mm– 85°C

Aluminium Electrolytic - Radial

Operating Temperature -40°C to +125°C DC Leakage current 0.006CV + 20μA
Tolerance ±20% Useful life @ 125°C 8000 hrs 
Climatic category (IEC 60068) 40/125/56 Ripple Current measured at 10kHz @ 125°C

Ì Ultra miniature radial electrolytic capacitors
Ì 5mm profile for extra high density applications

Ripple ESR max. (mΩ) Dimensions Mftrs. List No. Order Code
μF (mA) @ 100Hz H Dia.

16 Volt dc
1000 2550 128 30 12.5 2222 120 15102 116-5546
2200 2940 79 30 15 2222 120 15222 116-5547
4700 4350 45 40 18 2222 120 15472 116-5548

25 Volt dc
470 2100 187 30 10 2222 120 16471 116-5551
1000 2600 107 30 12.5 2222 120 16102 116-5552
2200 3310 71 30 18 2222 120 16222 116-5553
4700 4470 44 40 21 2222 120 16472 116-5554

40 Volt dc
220 1990 320 30 10 2222 120 17221 116-5555
470 2550 169 30 12.5 2222 120 17471 116-5556
1000 3150 99 30 18 2222 120 17102 116-5557
2200 4170 56 40 21 2222 120 17222 116-5559

63 Volt dc
100 1560 495 30 10 2222 120 18101 116-5560
220 2150 249 30 12.5 2222 120 18221 116-5561
470 2860 135 30 18 2222 120 18471 116-5563
1000 3780 74 40 21 2222 120 18102 116-5564

100 Volt dc
47 760 1269 30 10 2222 120 19479 116-5565
100 1140 648 30 12.5 2222 120 19101 116-5566
220 1960 302 30 18 2222 120 19221 116-5567

Operating temperature -40°C to +85°C DC leakage current 0.01CV or 3μA
Tolerance @ 120Hz 20°C ±20% whichever is greater

Price Each
μF Order Code 1+ 10+ 50+ 100+ +

16 Volt dc
1000 116-5546● 143.00 128.00 111.00 87.00 – –
2200 116-5547● 187.00 167.00 145.00 115.00 – –
4700 116-5548● 328.00 290.00 252.00 200.00 – –
25 Volt dc
470 116-5551● 125.00 100.00 80.00 60.00 – –
1000 116-5552● 167.00 134.00 107.00 80.00 – –
2200 116-5553● 245.00 196.00 157.00 118.00 – –
4700 116-5554● 366.00 300.00 245.00 179.00 – –
40 Volt dc
220 116-5555● 124.00 100.00 80.00 60.00 – –
470 116-5556● 150.00 120.00 96.00 72.00 – –
1000 116-5557● 231.00 185.00 148.00 111.00 – –
2200 116-5559● 345.00 283.00 232.00 170.00 – –
63 Volt dc
100 116-5560● 128.00 113.00 99.00 78.00 – –
220 116-5561● 167.00 149.00 130.00 102.00 – –
470 116-5563● 247.00 220.00 191.00 151.00 – –
1000 116-5564● 462.00 411.00 358.00 282.00 – –
100 Volt dc
47 116-5565● 125.00 100.00 80.00 60.00 – –
100 116-5566● 178.00 142.00 114.00 85.00 – –
220 116-5567● 247.00 220.00 191.00 151.00 – –

2222 120 Series 5mm - Long Life 125°C

Ripple (mA) Dimensions Lead Lead Order
μF @ 120Hz 85°C H Dia. Dia. Pitch Mftrs. List No. Code

6.3 Volt d.c.
22 28 5 4 0.45 1.5 UMR6V3226M4X5. 301-6894
33 37 5 4 0.45 1.5 UMR6V3336M4X5. 301-6900
47 45 5 4 0.45 1.5 UMR6V3476M4X5. 301-6912
100 70 5 5 0.45 2 UMR6V3107M5X5. 301-6924
100 70 5 5 0.45 2 MCUMR6V3107M5X5 945-2176
330 170 5 8 0.5 3.5 UMR6V3337M8X5. 301-6936
330 170 5 8 0.5 3.5 MCUMR6V3337M8X5 945-2184

16 Volt d.c.
10 23 5 4 0.45 1.5 UMR16V106M4X5. 301-6948
10 23 5 4 0.45 1.5 MCUMR16V106M4X5 945-2192
22 37 5 4 0.45 1.5 UMR16V226M4X5. 301-6973
22 37 5 4 0.45 1.5 MCUMR16V226M4X5 945-2206
33 49 5 5 0.45 2 UMR16V336M4X5. 301-6985
47 58 5 6.3 0.45 2.5 UMR16V476M6.3X5. 301-6997
47 58 5 6.3 0.45 2.5 MCUMR16V476M6.3X5 945-2214
100 92 5 6.3 0.45 2.5 UMR16V107M6.3X5. 301-7000
100 92 5 6.3 0.45 2.5 MCUMR16V107M6.3X5 945-2222

25 Volt d.c.
2.2 8.4 5 4 0.45 1.5 UMR25V225M4X5. 301-7011
3.3 10 5 4 0.45 1.5 UMR25V335M4X5. 301-7023
4.7 16 5 4 0.45 1.5 UMR25V475M4X5. 301-7035
4.7 16 5 4 0.45 1.5 MCUMR25V475M4X5 945-2230
10 27 5 4 0.45 1.5 UMR25V106M4X5. 301-7047
10 27 5 4 0.45 1.5 MCUMR25V106M4X5 945-2249
22 42 5 5 0.45 2 UMR25V226M5X5. 301-7059
22 42 5 5 0.45 2 MCUMR25V226M5X5 945-2257
33 52 5 6.3 0.45 2.5 UMR25V336M6.3X5. 301-7060
33 52 5 6.3 0.45 2.5 MCUMR25V336M6.3X5 945-2265

35 Volt d.c.
3.3 14 5 4 0.45 1.5 UMR35V335M4X5. 301-7084
4.7 18 5 4 0.45 1.5 UMR35V475M4X5. 301-7096
4.7 18 5 4 0.45 1.5 MCUMR35V475M4X5 945-2273
10 29 5 5 0.45 2 UMR35V106M5X5. 301-7102
10 29 5 5 0.45 2 MCUMR35V106M5X5 945-2281
22 46 5 6.3 0.45 2.5 UMR35V226M6.3X5. 301-7114
22 46 5 6.3 0.45 2.5 MCUMR35V226M6.3X5 945-2290

50 Volt d.c.
1 28 5 4 0.45 1.5 UMR50V105M4X5. 301-7126
1 28 5 4 0.45 1.5 MCUMR50V105M4X5 945-2303
2.2 13 5 4 0.45 1.5 UMR50V225M4X5. 301-7138
2.2 13 5 4 0.45 1.5 MCUMR50V225M4X5 945-2311
3.3 17 5 4 0.45 1.5 UMR50V335M4X5. 301-7140
4.7 20 5 5 0.45 2 UMR50V475M5X5. 301-7151
4.7 20 5 5 0.45 2 MCUMR50V475M5X5 945-2320
10 33 5 6.3 0.45 2.5 UMR50V106M6.3X5. 301-7163
10 33 5 6.3 0.45 2.5 MCUMR50V106M6.3X5 945-2338
22 52 5 8 0.5 3.5 UMR50V226M8X5. 301-7175
22 52 5 8 0.5 3.5 MCUMR50V226M8X5 945-2346

208568

219638

Ì High temperature axial aluminium elec-
trolytic capacitors

Ì Extra long useful life
Ì High ripple current capability

Order Multiple=5 Price Each
μF Order Code 5+ 25+ 100+ 500+ +

6.3 Volt d.c.
22 301-6894 6.00 6.00 5.00 4.00 – –
33 301-6900 7.00 6.00 6.00 5.00 – –
47 301-6912 7.00 6.00 6.00 5.00 – –
100 301-6924‡ 8.00 8.00 7.00 6.00 – –
100 945-2176● 8.00 8.00 7.00 6.00 – –
330 301-6936‡ 19.00 17.00 16.00 14.00 – –
330 945-2184● 19.00 17.00 16.00 14.00 – –
16 Volt d.c.
10 301-6948‡ 6.00 6.00 5.00 4.00 – –
10 945-2192● 6.00 6.00 5.00 4.00 – –
22 301-6973‡ 8.00 7.00 6.00 5.00 – –
22 945-2206● 8.00 7.00 6.00 5.00 – –
33 301-6985 8.00 8.00 7.00 6.00 – –
47 301-6997‡ 8.00 – – – – – – – –
47 945-2214● 8.00 – – – – – – – –
100 301-7000‡ 20.00 18.00 16.00 14.00 – –
100 945-2222● 20.00 18.00 16.00 14.00 – –
25 Volt d.c.
2.2 301-7011 12.00 11.00 9.00 7.00 – –
3.3 301-7023 12.00 11.00 9.00 7.00 – –
4.7 301-7035‡ 10.00 9.00 7.00 7.00 – –
4.7 945-2230● 10.00 9.00 7.00 7.00 – –
10 301-7047‡ 7.00 6.00 6.00 5.00 – –
10 945-2249● 7.00 6.00 6.00 5.00 – –
22 301-7059‡ 8.00 8.00 7.00 6.00 – –
22 945-2257● 8.00 8.00 7.00 6.00 – –
33 301-7060‡ 10.00 9.00 8.00 7.00 – –
33 945-2265● 10.00 9.00 8.00 7.00 – –
35 Volt d.c.
3.3 301-7084 6.00 6.00 5.00 4.00 – –
4.7 301-7096‡ 6.00 6.00 5.00 4.00 – –
4.7 945-2273● 6.00 6.00 5.00 4.00 – –
10 301-7102‡ 7.00 7.00 6.00 5.00 – –
10 945-2281● 7.00 7.00 6.00 5.00 – –
22 301-7114‡ 8.00 8.00 7.00 6.00 – –
22 945-2290● 8.00 8.00 7.00 6.00 – –
50 Volt d.c.
1 301-7126‡ 6.00 6.00 5.00 4.00 – –
1 945-2303● 6.00 6.00 5.00 4.00 – –
2.2 301-7138‡ 6.00 6.00 5.00 4.00 – –
2.2 945-2311● 6.00 6.00 5.00 4.00 – –
3.3 301-7140 6.00 6.00 5.00 4.00 – –

Ì Compact case size
Ì Useable up to 150°C
Ì Suitable for automotive applications

Lead dia.=0.8 Supplied loose.

100 Volt d.c. Ripple ESR Dimensions Mftrs.
μF (mA) (Ω) L Dia. List No. Order Code

100 262 1.15 30.5 10.5 2222 021 19101 116-5401
220 560 0.61 30 12.5 2222 021 19221 116-5480
470 695 0.31 30.5 18.5 2222 021 19471 116-5402
1000 1161 0.16 41.5 21.5 2222 021 19102 116-5403

100 Volt dc Price Each
μF Order Code 5+ 100+ 500+ 1K+
100 116-5401● 78.00 62.00 50.00 37.00
220 116-5480● 90.00 73.00 58.00 44.00
470 116-5402● 133.00 107.00 85.00 64.00
1000 116-5403● 244.00 177.00 144.00 117.00
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