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474 Capacitors

Prices are in Thai Baht and exclude 7% VAT.

Due to the volatile nature of certain products,

prices are subject to change without notice.
474 1,000s more products available at www.farnell-newarkinone.com

Aluminium Electrolytic - Radial - continued

RJH Series – Low Impedance – Long Life – 105°C - continued

Operating temperature -55°C to +105°C Useful life @ ≥ 4000hrs105°C
Tolerance ±20% Ripple current measured at 100kHz @ 20°C
Climatic category (IEC68) 55/105/56 ESR measured at 120Hz @ 20°C
DC Leakage current 0.01CV (μA) Impedance measured at 100kHz @ 20°C

Operating temperature -55°C to +105°C(6.3 to 100V)
-40°C to +105°C(250 to 400V)

Tolerance ±20%
DC Leakage current (max) 0.03CV or 4μA whichever greater
Useful life @105°C 5000hrs (3000 hrs 8.0 case dia.)

(2000hrs 5 to 6.3 case dia.)
Ripple current measured at 120Hz @ 105°C
Impedance measured at 100kHz @ 20°C

μF Ripple Impe- Dimensions Lead Lead Order
(mA) dance (Ω) H Dia. Dia. Pitch Mftrs. List No. Code

10 Volt d.c.
470 475 0.13 12.5 10 0.6 5.0 UPM1A471MPD6 881-2381

1000 820 0.075 20 10 0.6 5.0 UPM1A102MPD 881-2390
2200 1320 0.043 25 12.5 0.6 5.0 UPM1A222MHD 881-2403

16 Volt d.c.
100 175 0.075 11 6.3 0.5 2.5 UPM1C101MED 881-2411
220 205 0.30 11.5 8 0.6 3.5 UPM1C221MPD 881-2420
470 455 0.14 15 10 0.6 5.0 UPM1C471MPD6 881-2438
680 845 0.065 20 10 0.6 5.0 UPM1C681MPD 881-2446

1000 1210 0.047 31.5 10 0.6 5.0 UPM1C102MPD 881-2454

25 Volt d.c.
100 1430 0.036 15 6.3 0.6 5.0 UPM1E101MED 881-2462
220 455 0.11 15 8 0.6 3.5 UPM1E221MPD 881-2470
330 610 0.085 20 8 0.6 3.5 UPM1E331MPD 881-2489
470 810 0.065 20 10 0.6 5.0 UPM1E471MPD 881-2497

1000 1430 0.036 25 12.5 0.6 5.0 UPM1E102MHD 881-2500
2200 2120 0.024 40 12.5 0.6 5.0 UPM1E222MHD 881-2519
3300 2410 0.020 35.5 16 0.8 7.5 UPM1E332MHD 881-2527

35 Volt d.c.
22 85 0.75 11 5 0.5 2.0 UPM1V220MDD 881-2535

100 305 0.16 11.5 8 0.6 3.5 UPM1V101MPD 881-2543
470 1130 0.041 31.5 10 0.6 5.0 UPM1V471MPD 881-2551
820 1370 0.038 15 18 0.8 7.5 UPM1V821MHD6 881-2560

1000 1710 0.029 20 16 0.8 7.5 UPM1V102MHD6 881-2578

50 Volt d.c.
2.2 27 5.0 11 5 0.5 2.0 UPM1H2R2MDD 881-2586
10 57 1.40 11 5 0.5 2.0 UPM1H100MDD 881-2594

100 385 0.16 15 10 0.6 5.0 UPM1H101MPD6 881-2608
220 670 0.08 15 12.5 0.6 5.0 UPM1H221MHD6 881-2616
470 1190 0.044 25 12.5 0.6 5.0 UPM1H471MHD 881-2624

1000 1830 0.030 31.5 16 0.8 7.5 UPM1H102MHD 881-2632

63 Volt d.c.
22 110 0.52 11 6.3 0.5 2.5 UPM1J220MED 881-2640
47 215 0.25 11.5 8 0.6 3.5 UPM1J470MPD 881-2659

100 495 0.12 20 10 0.6 5.0 UPM1J101MPD 881-2667
120 555 0.10 20 10 0.6 5.0 UPM1J121MPD 881-2675
220 835 0.065 20 12.5 0.6 5.0 UPM1J221MHD 881-2683
470 1420 0.039 35.5 12.5 0.6 5.0 UPM1J471MHD 881-2691

1000 2050 0.027 40 16 0.8 7.5 UPM1J102MHD 881-2705

80 Volt d.c.
22 71 0.77 15 6.3 0.5 2.5 UPM1K220MED 881-2713
47 175 0.39 15 8 0.6 3.5 UPM1K470MPD 881-2721

100 347 0.21 25 10 0.6 5.0 UPM1K101MPD 881-2730
470 1150 0.069 31.5 16 0.8 7.5 UPM1K471MHD 881-2748

100 Volt d.c.
10 52 1.20 11 6.3 0.5 2.5 UPM2A100MED 881-2756
22 122 0.55 11.5 8 0.6 3.5 UPM2A220MPD 881-2764
47 252 0.28 20 10 0.6 5.0 UPM2A470MPD 881-2772

100 438 0.15 31.5 10 0.6 5 UPM2A101MPD 881-2780
220 730 0.087 35.5 12.5 0.6 5.0 UPM2A221MHD 881-2799
470 1530 0.047 40 16 0.8 7.5 UPM2A471MHD 881-2802

250 Volt d.c.
2.2 32 — 12.5 10 0.6 5.0 UPM2E2R2MPD 881-2810
4.7 60 — 15 10 0.6 5 UPM2E4R7MPD 881-2829
10 98 — 20 12.5 0.6 5.0 UPM2E100MHD 881-2837
47 225 — 31.5 16 0.8 7.5 UPM2E470MHD 881-2845

400 Volt d.c.
1 17 — 12.5 10 0.6 5.0 UPM2G010MPD 881-2853

4.7 55 — 20 12.5 0.6 5.0 UPM2G4R7MHD 881-2861
10 85 — 25 12.5 0.6 5.0 UPM2G100MHD 881-2870
22 130 — 31.5 16 0.8 7.5 UPM2G220MHD 881-2888

μF Ripple ESR Impe- Dimensions Order
(mA) (Ω) dance (Ω) H Dia. Dia. Pitch Mftrs. List No. Code

10 Volt d.c.
1000 1000 0.3 0.062 20 10 0.6 5 2222 136 64102 116-5601
2200 1700 0.15 0.034 25 12.5 0.6 5 2222 136 64222 116-5602

16 Volt.d.c.
470 1700 0.54 0.034 25 12.5 0.6 5 2222 136 65471 116-5603
4700 2600 0.075 0.022 35 16 0.8 7.5 2222 136 65472 116-5605

25 Volt d.c.
470 1000 0.47 0.062 20 10 0.6 5 2222 136 66471 116-5510
1000 1700 0.22 0.034 25 12.5 0.6 5 2222 136 66102 116-5606
3300 2600 0.087 0.022 35 16 0.8 7.5 2222 136 66332 116-5607

35 Volt d.c.
220 830 0.87 0.084 16 10 0.6 5 2222 136 60221 116-5608

Price Each
μF Order Code 5+ 50+ 100+ 500+ +

10 Volt d.c.
470 881-2381● 24.00 20.00 18.00 16.00 – –
1000 881-2390● 35.00 27.00 24.00 22.00 – –
2200 881-2403● 57.00 44.00 40.00 37.00 – –
16 Volt d.c.
100 881-2411● 13.00 10.00 10.00 9.00 – –
220 881-2420● 18.00 14.00 13.00 11.00 – –
470 881-2438● 25.00 20.00 18.00 17.00 – –
680 881-2446● 38.00 30.00 27.00 24.00 – –
1000 881-2454● 44.00 35.00 31.00 28.00 – –
25 Volt d.c.
100 881-2462● 18.00 14.00 12.00 11.00 – –
220 881-2470● 24.00 20.00 18.00 16.00 – –
330 881-2489● 28.00 22.00 20.00 18.00 – –
470 881-2497● 38.00 30.00 27.00 24.00 – –
1000 881-2500● 62.00 49.00 43.00 40.00 – –
2200 881-2519● 100.00 79.00 71.00 65.00 – –
3300 881-2527● 126.00 99.00 90.00 82.00 – –
35 Volt d.c.
22 881-2535● 11.00 10.00 9.00 8.00 – –
100 881-2543● 18.00 14.00 13.00 11.00 – –
470 881-2551● 52.00 40.00 36.00 33.00 – –
820 881-2560● 64.00 51.00 45.00 40.00 – –
1000 881-2578● 77.00 61.00 55.00 51.00 – –
50 Volt d.c.
2.2 881-2586● 10.00 9.00 8.00 7.00 – –
10 881-2594● 11.00 10.00 9.00 8.00 – –
100 881-2608● 24.00 20.00 18.00 16.00 – –
220 881-2616● 33.00 25.00 22.00 21.00 – –
470 881-2624● 63.00 50.00 44.00 40.00 – –
1000 881-2632● 86.00 68.00 62.00 56.00 – –
63 Volt d.c.
22 881-2640● 18.00 14.00 13.00 11.00 – –
47 881-2659● 18.00 14.00 13.00 11.00 – –
100 881-2667● 29.00 22.00 21.00 19.00 – –
120 881-2675● 33.00 25.00 22.00 21.00 – –
220 881-2683● 46.00 36.00 32.00 29.00 – –
470 881-2691● 72.00 57.00 52.00 46.00 – –
1000 881-2705● 115.00 91.00 82.00 75.00 – –
80 Volt d.c.
22 881-2713● 17.00 13.00 12.00 11.00 – –
47 881-2721● 19.00 15.00 13.00 12.00 – –
100 881-2730● 31.00 24.00 22.00 20.00 – –
470 881-2748● 110.00 86.00 78.00 71.00 – –
100 Volt d.c.
10 881-2756● 13.00 10.00 10.00 9.00 – –
22 881-2764● 17.00 13.00 12.00 11.00 – –
47 881-2772● 28.00 22.00 20.00 18.00 – –
100 881-2780● 43.00 34.00 31.00 28.00 – –
220 881-2799● 68.00 54.00 49.00 44.00 – –
470 881-2802● 119.00 94.00 84.00 77.00 – –
250 Volt d.c.
2.2 881-2810● 29.00 22.00 21.00 19.00 – –
4.7 881-2829● 38.00 30.00 27.00 24.00 – –
10 881-2837● 59.00 46.00 41.00 37.00 – –
47 881-2845● 107.00 84.00 76.00 69.00 – –
400 Volt d.c.
1 881-2853● 32.00 25.00 22.00 21.00 – –
4.7 881-2861● 67.00 54.00 48.00 43.00 – –
10 881-2870● 80.00 63.00 57.00 52.00 – –
22 881-2888● 117.00 92.00 84.00 76.00 – –

UPM Series – Extremely Low Impedance – 105°C

2222 136 Series – Very low Impedance 105°C

Ì High temperature radial leaded electrolytic
Ì Extremely low impedance
Ì High reliability, long life up to 5000 hours

Ì Designed for use in switch mode pow-
er supplies

Ì Reduced case sizes - supersedes PL
series

Ì High performance radial electrolytic capacitors 
Ì Very low impedance and ESR
Ì High ripple current capabilities
Ì Suitable for high frequency industrial applications, SMPS,

DC/DC converters

240861

Lead length = 5

208595

63 Volt d.c. Price Each
μF Order Code 1+ 50+ 100+ 500+ +
120 321-3985▲ 55.00 50.00 38.00 25.00 – –
220 321-3997▲ 79.00 72.00 54.00 36.00 – –
470 321-4000▲ 129.00 116.00 89.00 59.00 – –


