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476 Capacitors

Prices are in Thai Baht and exclude 7% VAT.

Due to the volatile nature of certain products,

prices are subject to change without notice.
476 1,000s more products available at www.farnell-newarkinone.com

Aluminium Electrolytic - Radial - continued

Tolerance ±20% Operating temperature -40°C to +105°C
Leakage 0.01 CV or 3μA Ripple current measured at 105°C@ 100kHz
current (max) whichever is greater

Tolerance ±20% Operating temperature -40°C to +105°C
Leakage current (max) 0.01 CV or 3μA Ripple current measured at 105°C@ 100kHz

whichever is greater

6.3 Volt d.c.
μF Ripple Dimensions (mm) Order

(mA) H Dia. Pitch Mftrs. List No. Code

220 345 5 11 2 6.3ZLH220M5X11 812-7158
470 540 6.3 11 2.5 6.3ZLH470M6.3X11 812-7174

2200 1960 10 20 5 6.3ZLH2200M10X20 812-7166
4700 2900 12.5 25 5 6.3ZLH4700M12.5X25 812-7182
6800 3250 16 20 7.5 6.3ZLH6800M16X20 812-7190

6.3 Volt d.c. Impedance
μF Ripple (Ω Max @ 20°C Dimensions Order

(mA) 100kHz) H Dia. Dia. Pitch Mftrs. List No. Code

220 640 0.077 11 6.3 0.5 2.5 6.3ZA220M6.3X11 114-4645
470 910 0.043 11.5 8 0.6 3.5 6.3ZA470M8X11.5 114-4646

6.3 Volt d.c. Price Each
μF Order Code 1+ 50+ 100+ 500+ +
220 114-4645● 60.00 55.00 53.00 43.00 – –
470 114-4646● 120.00 112.00 105.00 86.00 – –

6.3 Volt d.c. Price Each
μF Order Code 1+ 50+ 100+ 500+ +
220 812-7158● 14.00 12.00 11.00 10.00 – –
470 812-7174● 20.00 18.00 16.00 15.00 – –
2200 812-7166● 54.00 48.00 42.00 39.00 – –
4700 812-7182● 96.00 85.00 73.00 68.00 – –
6800 812-7190● 136.00 120.00 103.00 96.00 – –

10 Volt d.c. Impedance
μF Ripple (Ω Max @ 20°C Dimensions Order

(mA) 100kHz) H Dia. Dia. Pitch Mftrs. List No. Code

330 910 0.043 11.5 8 0.6 3.5 10ZA330M8X11.5 114-4648
470 1230 0.03 12.5 10 0.6 5 10ZA470M10X12.5 114-4651
470 0.03 12.5 10 0.6 5 10ZA470M10X12.5. 761-965

10 Volt d.c.
μF Ripple Dimensions (mm) Order

(mA) H Dia. Pitch Mftrs. List No. Code

1000 1250 16 8 3.5 10ZLH1000M8X16 812-6216
4700 3450 30 12.5 5 10ZLH4700M12.5X30 812-6224
4700 3250 20 16 7.5 10ZLH4700M16X20 812-6232

10 Volt d.c. Price Each
μF Order Code 1+ 50+ 100+ 500+ +
1000 812-6216● 35.00 31.00 26.00 24.00 – –
4700 812-6224● 129.00 112.00 98.00 90.00 – –
4700 812-6232● 137.00 120.00 104.00 96.00 – –

10 Volt d.c. Price Each
μF Order Code 1+ 50+ 100+ 500+ +
100 114-4647● 51.00 47.00 44.00 36.00 – –
330 114-4648● 120.00 112.00 105.00 86.00 – –
470 114-4651● 166.00 156.00 146.00 121.00 – –

16 Volt d.c.
μF Ripple Dimensions (mm) Order

(mA) H Dia. Pitch Mftrs. List No. Code

100 345 11 5 2 16ZLH100M5X11 812-6283
220 540 11 6.3 2.5 16ZLH220M6.3X11 812-6305
470 945 11.5 8 3.5 16ZLH470M8X11.5 812-6321

1000 1500 20 8 3.5 16ZLH1000M8X20 812-6291
2200 2480 20 12.5 5 16ZLH2200M12.5X20 812-6313
4700 3630 25 16 7.5 16ZLH4700M16X25 812-6330

16 Volt d.c. Impedance
μF Ripple (Ω Max @ 20°C Dimensions Order

(mA) 100kHz) H Dia. Dia. Pitch Mftrs. List No. Code

47 480 0.15 7 6.3 0.45 2.5 16ZA47M6.3X7 114-4652
100 640 0.078 11 6.3 5 2.5 16ZA100M6.3X11 114-4653
220 910 0.044 11.5 8 0.6 3.5 16ZA220M8X11.5 114-4654
330 1230 0.03 12.5 10 0.6 5 16ZA330M10X12.5 114-4655
470 1650 0.025 16 10 0.6 5 16ZA470M10X16 114-4656

16 Volt d.c. Price Each
μF Order Code 1+ 50+ 100+ 500+ +
100 812-6283● 14.00 12.00 11.00 10.00 – –
220 812-6305● 20.00 18.00 16.00 15.00 – –
470 812-6321● 32.00 28.00 24.00 22.00 – –
1000 812-6291● 47.00 41.00 35.00 33.00 – –
2200 812-6313● 102.00 89.00 77.00 71.00 – –
4700 812-6330● 183.00 160.00 138.00 129.00 – –

16 Volt d.c. Price Each
μF Order Code 1+ 50+ 100+ 500+ +
47 114-4652● 51.00 47.00 44.00 36.00 – –
100 114-4653● 60.00 55.00 53.00 43.00 – –
220 114-4654● 112.00 106.00 99.00 88.00 – –
330 114-4655● 166.00 156.00 146.00 121.00 – –
470 114-4656● 260.00 243.00 230.00 188.00 – –

25 Volt d.c.
μF Ripple Dimensions (mm) Order

(mA) H Dia. Pitch Mftrs. List No. Code

470 1330 12.5 10 5 25ZLH470M10X12.5 812-6461
1000 2250 23 10 5 25ZLH1000M10X23 812-6437
2200 3450 30 12.5 5 25ZLH2200M12.5X30 812-6445
2200 3250 20 16 7.5 25ZLH2200M16X20 812-6453

25 Volt d.c. Price Each
μF Order Code 1+ 50+ 100+ 500+ +
470 812-6461● 45.00 39.00 34.00 31.00 – –
1000 812-6437● 72.00 63.00 54.00 51.00 – –
2200 812-6445● 145.00 127.00 110.00 102.00 – –
2200 812-6453● 158.00 138.00 120.00 111.00 – –

35 Volt d.c.
μF Ripple Dimensions (mm) Order

(mA) H Dia. Pitch Mftrs. List No. Code

680 2250 10 23 5 35ZLH680M10X23 812-6771
1000 2480 20 12.5 5 35ZLH1000M12.5X20 812-6666
1200 2900 25 12.5 5 35ZLH1200M12.5X25 812-6674
1500 3450 12.5 30 5 35ZLH1500M12.5X30 812-6682
2200 3630 16 25 7.5 35ZLH2200M16X25 812-6704

35 Volt d.c.
μF Ripple Dimensions (mm) Order

(mA) H Dia. Pitch Mftrs. List No. Code

47 345 5 11 2 35ZLH47M5X11 812-6747
100 540 11 6.3 2.5 35ZLH100M6.3X11 812-6658
220 945 8 11.5 3.5 35ZLH220M8X11.5 812-6690
270 1250 8 16 3.5 35ZLH270M8X16 812-6712
330 1330 10 12.5 5 35ZLH330M10X12.5 812-6720
390 1500 8 20 3.5 35ZLH390M8X20 812-6739
470 1760 10 16 5 35ZLH470M10X16 812-6755
560 1960 10 20 5 35ZLH560M10X20 812-6763

35 Volt d.c. Price Each
μF Order Code 1+ 50+ 100+ 500+ +
47 812-6747● 14.00 13.00 11.00 10.00 – –
100 812-6658● 22.00 18.00 16.00 16.00 – –
220 812-6690● 33.00 29.00 25.00 23.00 – –
270 812-6712● 36.00 32.00 27.00 25.00 – –
330 812-6720● 45.00 40.00 34.00 32.00 – –
390 812-6739● 45.00 40.00 34.00 32.00 – –
470 812-6755● 54.00 48.00 41.00 38.00 – –
560 812-6763● 61.00 54.00 47.00 43.00 – –
680 812-6771● 72.00 62.00 54.00 51.00 – –
1000 812-6666● 105.00 92.00 80.00 74.00 – –
1200 812-6674● 116.00 102.00 88.00 81.00 – –
1500 812-6682● 146.00 128.00 110.00 102.00 – –
2200 812-6704● 200.00 174.00 151.00 140.00 – –

ZA Series – Ultra Low Impedance -105°C

50 Volt d.c.
μF Ripple Dimensions (mm) Order

(mA) H Dia. Pitch Mftrs. List No. Code

100 724 8 11.5 3.5 50ZLH100M8X11.5 812-7077
220 1370 10 16 5 50ZLH220M10X16 812-7093
470 2050 12.5 20 5 50ZLH470M12.5X20 812-7107
1000 3010 16 25 7.5 50ZLH1000M16X25 812-7085

50 Volt d.c. Price Each
μF Order Code 1+ 50+ 100+ 500+ +
100 812-7077● 27.00 24.00 20.00 20.00 – –
220 812-7093● 52.00 45.00 39.00 36.00 – –
470 812-7107● 99.00 87.00 75.00 70.00 – –
1000 812-7085● 174.00 152.00 132.00 122.00 – –

Ì 60% lower impedance than conventional low
impedance electrolytics

Ì Ideal for high speed digital and switching
power supply applications

ZLH Series – 105°C
(Miniature Aluminum Electrolytic) 

372156

Ì Ultra Low Impedance at High
frequencies

Ì Achieved endurance improve-
ment and miniaturization of ZL
series, as well as high frequency impedance reduc-
tion

Ì Load Life of up to 10000 hours 
Ì Developed for high reliability applications 
Ì Ideally suited for output filtering on switching power

supplies, High end Audio, Servers


