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Mftrs. List No.
ECATHAM101X
ECATHAM221X
ECATHAM331X
ECATHAM471X
ECATHAM102X
ECATHAM222X
ECATHAM332X
Price Each
100+ 500+
6.00 4.00
6.00 4.00
6.00 4.00
6.00 4.00
8.00 5.00
9.00 6.00
14.00 10.00
8.00 6.00
8.00 6.00
8.00 6.00
9.00 7.00
10.00 8.00
16.00 12.00
5.00 4.00
5.00 4.00
5.00 4.00
5.00 4.00
5.00 4.00
5.00 4.00
5.00 4.00
8.00 5.00
10.00 8.00
19.00 15.00
22.00 17.00
28.00 21.00
74.00 56.00
105.00 82.00
158.00 122.00
Mftrs. List No.
ECA1JAM100X
ECA1JAM220X
ECA1JAM330X
ECA1JAMA470X
ECA1JAM101X
ECA1JAM221X
ECA1JAM331X
ECAT1JAMAT71X
ECA1JAM102X
ECA1JAM222X
Price Each
100+ 500+
5.00 4.00
5.00 4.00
8.00 6.00
9.00 6.00
12.00 10.00
22.00 17.00
32.00 24.00
48.00 37.00
77.00 59.00
158.00 122.00
Mftrs. List No.
ECA2AAMO10X
ECA2AAM2R2X
ECA2AAM3R3X
ECA2AAM4RTX
ECA2AAM100X
ECA2AAM220X
ECA2AAM330X
ECA2AAMA470X
ECA2AAM101X
ECA2AAM221X
ECA2AAM331X
ECA2AAMA471X
ECA2AAM102X
Price Each
100+ 500+
5.00 4.00
5.00 4.00
5.00 4.00
5.00 4.00
5.00 4.00
9.00 6.00
12.00 10.00
12.00 10.00
28.00 21.00
52.00 40.00
74.00 56.00
81.00 61.00
177.00 135.00

Order Code
876-7416
876-7424
876-7432
876-7440
876-7459
876-7467
876-7475

Order Code
876-7483
876-7491
876-7505
876-7513
876-7521
876-7530
876-7548
876-7556
876-7564
876-7572

388706/405631

Order Code
876-7580
876-7599
876-7602
876-7610
876-7629
876-7637
876-7645
876-7653
876-7661
876-7670
876-7688
876-7696
876-7700

Capacitors

Aluminium Electrolytic - PCB Mounting
2222 051, 053 Series — 85°C High Capacitance H=.

@ Long life, high capitance aluminium electrolytic

@ PCB Mounting

® Low ESR and ESL

@ Printed wire terminals marked 1 for positive and 5 for negative

25.6mm can diameter 35.6mm can diameter 40.6 can diameter

Drilling plans

Operating temperature ~ -40 to +85 °C Climatic category (IEC68)  40/085/56
Tolerance +20% DC leakage current 0.006CV + 4pA
Basic specification IEC60384, long life grade  Useful life @ 85°C 1200012000 hrs
PCB footprint to DIN 45910-T192
uF Ripple (A) @ Dimensions Order
100Hz 85°C H Dia. Mftrs. List No. Code
16 Volt d.c.
10000 4 40 25 2222 051 55103 116-6598
22000 5.5 40 35 2222 051 55223 116-6599
40 Volt d.c.
4700 3.8 40 25 2222 051 57472 116-6565
10000 5.2 40 35 2222 051 57103 116-6567
22000 5.5 50 40 2222 051 57223 116-6600
47000 10.4 100 40 2222 051 57473 116-6601
63 Volts d.c.
2200 25 30 25 2222 051 58222 116-6568
4700 41 40 30 2222 051 58472 116-6602
10000 5.4 50 35 2222 051 58103 116-6569
22000 10 100 40 2222 051 58223 116-6570
200 Volt d.c.
470 1.66 40 35 2222 053 52471 116-6603
400 Volt d.c.
100 0.73 40 25 2222 053 56101 116-6605
220 1.28 40 35 2222 053 56221 116-6606
470 2.12 50 40 2222 053 56471 116-6607
1000 4.05 100 40 2222 053 56102 116-6609
208660
Price Each
uF Order Code i+ 50+ 100+
16 Volt d.c.
10000 116-6598@ 302.00 248.00 203.00
22000 116-6599@ 412.00 272.00 244.00
40 Volt d.c.
4700 116-6565@ 323.00 265.00 217.00
10000 116-6567@ 484.00 397.00 325.00
22000 116-6600@ 737.00 486.00 436.00
47000 116-6601@ 1,266.00 836.00 750.00
63 Volt d.c.
2200 116-6568@ 298.00 245.00 200.00
4700 116-6602@ 438.00 359.00 294.00
10000 116-6569@ 670.00 439.00 394.00
22000 116-6570@ 700.00 664.00 632.00
200 Volt d.c.
470 116-6603@ 411.00 338.00 276.00
1000 116-6604@ 589.00 390.00 349.00
400 Volt d.c.
100 116-6605@ 352.00 289.00 236.00
220 116-6606@ 554.00 454.00 372.00
470 116-6607@ 833.00 550.00 492.00
1000 116-6609@ 1,539.00 1,263.00 1,032.00

ALP 22 Series — Long Life (PCB Mounting)

@ Long life grade PCB mounting electrolytic capacitor

@ PCB mounting, low ESR and low impedance

@ Printed wire terminals marked 1 for positive and 5 for
negative
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25mm dia can 35mm dia can 30mm dia can 40mm dla can

300,000 products, stocked and ready to despatch

50 Volts d.c. Ripple Current (AC) Dimensions (mm)
uF mA D L
100 250 8 11.5
220 400 10 12.5
330 500 10 16
470 650 10 20

1000 1050 12.5 25
2200 1300 16 315
3300 1500 18 355
50 Volts d.c.
uF Order Code 1+ 50+
1 876-6789@ 10.00 8.00
2.2 876-6797@ 10.00 8.00
35 876-6800@ 10.00 8.00
4.7 876-6819@ 10.00 8.00
10 876-6827@ 10.00 9.00
22 876-6835@ 12.00 10.00
33 876-6843@ 21.00 18.00
1 876-6975@ 11.00 10.00
2.2 876-6983@ 11.00 10.00
3. 876-6991@ 11.00 10.00
4.7 876-7009@ 13.00 11.00
10 876-7017@ 16.00 13.00
22 876-7025@ 23.00 20.00
1 876-7335@ 7.00 6.00
2.2 876-7343@ 7.00 6.00
33 876-7351@ 7.00 6.00
4.7 876-7360@ 7.00 6.00
10 876-7378@ 7.00 6.00
22 876-7386@ 7.00 6.00
33 876-7394@ 7.00 6.00
47 876-7408@ 10.00 9.00
100 876-7416@ 16.00 13.00
220 876-7424@ 28.00 23.00
330 876-7432@ 32.00 26.00
470 876-74400 40.00 34.00
1000 876-7459@  109.00 91.00
2200 876-7467® 155.00 130.00
3300 876-7475@ 232.00 196.00

63 Volts d.c. Ripple Current (AC) Dimensions (mm)
uF mA D L
10 70 5 11
22 105 5 11
33 130 6.3 11.2
47 160 6.3 11.2
100 270 8 11.5
220 450 10 16
330 550 10 20
470 750 12.5 20

1000 1100 16 25
2200 1400 18 355
63 Volts d.c.
uF Order Code 1+ 50+
10 876-7483@ 7.00 6.00
22 876-7491@ 7.00 6.00
33 876-7505@ 11.00 10.00
47 876-7513@ 12.00 10.00
100 876-7521@ 19.00 15.00
220 876-7530@ 32.00 26.00
330 876-7548@ 46.00 38.00
470 876-7556@ 70.00 60.00
1000 876-7564@ 113.00 95.00
2200 876-7572@ 232.00 196.00
100 Volts d.c. Ripple Current (AC) Dimensions (mm)
uF mA D L
1 20 5 11
2.2 30 5 11
3.3 40 5 11
47 50 5 11
10 70 5 11
22 115 6.3 11.2
33 145 8 11.5
47 180 8 11.5
100 350 10 16
220 550 125 20
330 700 125 25
470 900 16 25
1000 1300 18 35.5
100 Volts d.c.
uF Order Code 1+ 50+
1 876-75800 7.00 6.00
2.2 876-7599@ 7.00 6.00
&) 876-7602@ 7.00 6.00
4.7 876-7610@ 7.00 6.00
10 876-7629@ 7.00 6.00
22 876-7637@ 12.00 10.00
33 876-7645@ 19.00 15.00
47 876-7653@ 19.00 15.00
100 876-7661@ 41.00 34.00
220 876-7670@ 78.00 66.00
330 876-7688@ 109.00 91.00
470 876-7696@ 118.00 99.00
1000 876-7700@ 261.00 220.00
| C=CYAN M =Magenta B = Black/THAI
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¢1 Capacitors
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A Non-compliant
1 Limited stock - RoHS replacement available

® Compliant

RoHS
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