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C = CYAN M = Magenta Y = Yellow B = Black/THAI

542 Resistors, Potentiometers & Thermistors

Prices are in Thai Baht and exclude 7% VAT.

Due to the volatile nature of certain products,

prices are subject to change without notice.
542 1,000s more products available at www.farnell-newarkinone.com

MMA0204 Professional Series

MELF Resistors

Ì Excellent stability at different environmental conditions
Ì Superior surge capability
Ì High power ratings
Ì Molded encapsulation

WSC Series – Power Metal Strip - continued

Power Metal Strip - continued

Case size 4527
Resistance tolerance ±1%
Operating temperature -65°C to +275°C
Temperature coefficient ≤0.0099Ω ±110ppm/°C

≥0.01Ω ±75ppm/°C

Operating voltage 100V max d.c or a.c. rms Tolerance ±1%
Power rating @ 70°C 0.2W Temperature coefficient 50ppm/K
Operating temperature 125°C to +-55°C

0R = 110-7433 0R03 = 110-7441 0R09 = 110-7448 0R33 = 110-7454
0R001 = 110-7435 0R04 = 110-7442 0R1 = 110-7449 0R4 = 110-7455
0R01 = 110-7437 0R05 = 110-7443 0R15 = 110-7450 0R5 = 110-7456

0R015 = 110-7438 0R06 = 110-7444 0R2 = 110-7451 0R75 = 110-7457
0R02 = 110-7439 0R07 = 110-7445 0R25 = 110-7452 1R = 110-7436

0R025 = 110-7440 0R08 = 110-7447 0R3 = 110-7453

0R = 326-4920 110R = 121-5906 1K3 = 121-5935 16K = 121-5964 200K = 121-5994
10R = 121-5878 120R = 121-5907 1K5 = 121-5936 18K = 121-5965 220K = 121-5995
11R = 121-5879 130R = 121-5908 1K6 = 121-5937 20K = 121-5967 240K = 121-5996
12R = 121-5880 150R = 121-5909 1K8 = 121-5938 22K = 121-5968 270K = 121-5997
13R = 121-5881 160R = 121-5910 2K = 121-5939 24K = 121-5969 300K = 121-5998
15R = 121-5882 180R = 121-5911 2K2 = 121-5940 27K = 121-5970 330K = 121-5999
16R = 121-5883 200R = 121-5912 2K4 = 121-5941 30K = 121-5971 360K = 121-6000
18R = 121-5884 220R = 121-5913 2K7 = 121-5943 33K = 121-5972 390K = 121-6002
20R = 121-5885 240R = 121-5914 3K = 121-5944 36K = 121-5973 430K = 121-6003
22R = 121-5886 270R = 121-5915 3K3 = 121-5945 39K = 121-5974 470K = 121-6005
24R = 121-5888 300R = 121-5916 3K6 = 121-5946 43K = 121-5975 510K = 121-6006
27R = 121-5889 330R = 121-5918 3K9 = 121-5947 47K = 121-5976 560K = 121-6007
30R = 121-5890 360R = 121-5919 4K3 = 121-5948 51K = 121-5977 620K = 121-6008
33R = 121-5891 390R = 121-5920 4K7 = 121-5949 56K = 121-5979 680K = 121-6009
36R = 121-5892 430R = 121-5921 5K1 = 121-5951 62K = 121-5981 750K = 121-6010
39R = 121-5893 470R = 121-5922 5K6 = 121-5952 68K = 121-5982 820K = 121-6011
43R = 121-5894 510R = 121-5923 6K2 = 121-5953 75K = 121-5983 910K = 121-6012
47R = 121-5895 560R = 121-5924 6K8 = 121-5955 82K = 121-5984 1M = 121-6013
51R = 121-5896 620R = 121-5925 7K5 = 121-5956 91K = 121-5985 1M1 = 121-6014
56R = 121-5897 680R = 121-5926 8K2 = 121-5957 100K = 121-5986 1M2 = 121-6015
62R = 121-5898 750R = 121-5927 9K1 = 121-5958 110K = 121-5987 1M3 = 121-6017
68R = 121-5900 820R = 121-5928 10K = 121-5959 120K = 121-5988 1M5 = 121-6018
75R = 121-5901 910R = 121-5931 11K = 121-5960 130K = 121-5989 1M6 = 121-6019
82R = 121-5902 1K = 121-5932 12K = 121-5961 150K = 121-5990 1M8 = 121-6020
91R = 121-5903 1K1 = 121-5933 13K = 121-5962 160K = 121-5992 2M = 121-6021

100R = 121-5904 1K2 = 121-5934 15K = 121-5963 180K = 121-5993 2M2 = 121-6022

Resistance tolerance ±1% Temperature coefficient max 500V
Operating temperature -65°C to +175°C

0R001 = 110-7459 0R02 = 110-7464 0R05 = 110-7468 0R1 = 110-7472
0R002 = 110-7461 0R025 = 110-7465 0R07 = 110-7469 0R15 = 110-7473
0R01 = 110-7462 0R03 = 110-7466 0R09 = 110-7470 0R2 = 110-7474

0R015 = 110-7463 0R04 = 110-7467

Case Size 2012 Power Rating 0.5W

0R0075 = 110-7475 0R03 = 110-7479 0R07 = 110-7484 0R15 = 110-7488
0R01 = 110-7476 0R04 = 110-7480 0R08 = 110-7485 0R2 = 110-7489

0R015 = 110-7477 0R05 = 110-7481 0R09 = 110-7486 0R25 = 110-7490
0R02 = 110-7478 0R06 = 110-7482 0R1 = 110-7487 0R3 = 110-7491

Price Each
Order Code 25+ 50+ 100+ 500+ + +
Value 0R0 15.00 12.00 11.00 8.00 – – – –
Values 10R to 43R ● 5.00 4.00 3.00 2.00 – – – –
Values 47R to 300K ● 4.00 2.00 2.00 2.00 – – – –
Values 330K to 2M2 ● 5.00 4.00 3.00 2.00 – – – –

Ì 1206 pad layout compatible
Ì Excellent long term stability
Ì High pulse load capacity up

to 28W or 2kV
Ì Very low current noise
Ì Applications include control, sensor, mea-

surement and input circuits

MMU0102 Professional Series

2W Price Each
Order Code 5+ 50+ 250+ 500+ +
Value 0R ● 56.00 45.00 37.00 32.00 – –

Value 0R001 ● 61.00 49.00 40.00 35.00 – –
Values 0R01 to 1R ● 56.00 45.00 37.00 32.00 – –

3W
Value 0R001 to 0R002 ● 61.00 49.00 40.00 35.00 – –

Value 0R01 to 0R2 ● 56.00 45.00 37.00 32.00 – –
5W

All Values ● 136.00 109.00 91.00 78.00 – –

1R = 110-7492 2R = 110-7493 4R99 = 110-7494

227192

L=3.6, Dia=1.4, (reel=3K pcs)

Case Size 2515 Power Rating 1W

WSR Series – Power Metal Strip

Ì 0805 pad compatible
Ì Excellent long term stability
Ì High pulse load capability up

to 14W to 1KV

0R5 = 110-7505 5R = 110-7504 50R = 110-7503 1K = 110-7498
1R = 110-7499 10R = 110-7497 100R = 110-7496 2K = 110-7500
2R = 110-7502

Ì Ideal for all types of
current sensing,
voltage division and
pulse applications

Power rating @ 70°C 0.25W Temperature coefficient ± 50ppm/K
Operating voltage 200V max d.c or a.c. rms Tolerance ±1%
Operating temperature -55°C to +125°C

Case Size 4527 Power Rating 2W

Stocked in the following OHMIC Values:

including switching and linear power sup-
plies, instruments, power amplifiers

Ì Excellent frequency response
Ì Low thermal EMF

Ì Very low current noise

2R = 110-7511 10R = 110-7507 50R = 110-7512 1K = 110-7508
5R = 110-7514 20R = 110-7509 100R = 110-7506 2K = 110-7510

Stocked in the following OHMIC Values:

0R = 308-7414 27R = 308-7591 680R = 308-7761 18K = 308-7931 470K = 308-8108
1R = 308-7426 33R = 308-7608 820R = 308-7773 22K = 308-7943 560K = 308-8110

1R2 = 308-7438 39R = 308-7610 1K = 308-7785 27K = 308-7955 680K = 308-8121
1R5 = 308-7440 47R = 308-7621 1K2 = 308-7797 33K = 308-7967 820K = 308-8133
1R8 = 308-7451 56R = 308-7633 1K5 = 308-7803 39K = 308-7979 1M = 308-8145
2R2 = 308-7463 68R = 308-7645 1K8 = 308-7815 47K = 308-7980 1M2 = 308-8157
2R7 = 308-7475 82R = 308-7657 2K2 = 308-7827 56K = 308-7992 1M5 = 308-8169
3R3 = 308-7487 100R = 308-7669 2K7 = 308-7839 68K = 308-8005 1M8 = 308-8170
3R9 = 308-7499 120R = 308-7670 3K3 = 308-7840 82K = 308-8017 2M2 = 308-8182
4R7 = 308-7505 150R = 308-7682 3K9 = 308-7852 100K = 308-8029 2M7 = 308-8194
5R6 = 308-7517 180R = 308-7694 4K7 = 308-7864 120K = 308-8030 3M3 = 308-8200
6R8 = 308-7529 220R = 308-7700 5K6 = 308-7876 150K = 308-8042 3M9 = 308-8212
8R2 = 308-7530 270R = 308-7712 6K8 = 308-7888 180K = 308-8054 4M7 = 308-8224
10R = 308-7542 330R = 308-7724 8K2 = 308-7890 220K = 308-8066 5M6 = 308-8236
12R = 308-7554 390R = 308-7736 10K = 308-7906 270K = 308-8078 6M8 = 308-8248
15R = 308-7566 470R = 308-7748 12K = 308-7918 330K = 308-8080 8M2 = 308-8250
18R = 308-7578 560R = 308-7750 15K = 308-7920 390K = 308-8091 10M = 308-8261
22R = 308-7580

L=2.2, Dia=1.1,
(Reel=3K pcs)

423703

207336

Stocked in the following OHMIC Values:

Case Size 6927 Power Rating 3W

Price Each
Order Code 25+ 50+ 100+ 500+ + +
Value 0R0 2.00 1.00 1.00 1.00 – – – –
Values 1R to 82R 3.00 2.00 2.00 1.00 – – – –
Values 100R to 2K2 2.00 2.00 2.00 1.00 – – – –
Values 2K7 to 10M 2.00 1.00 1.00 1.00 – – – –

2W

1R = 110-7518 10R = 110-7516 100R = 110-7515 1K = 110-7517
0R5 = 110-7519

3W

Case 2012 Price Each
Order Code 5+ 50+ 250+ 500+ +
All Values ● 131.00 105.00 87.00 75.00 – –
Case 2515
Values 0R5, 50R & 100R ● 75.00 60.00 50.00 43.00 – –
Values 10R, 1R, 2R & 5R ● 52.00 41.00 35.00 29.00 – –
Values 1K & 2K ● 103.00 82.00 68.00 59.00 – –
Case 4527
All Values ● 89.00 71.00 59.00 43.00 – –
Case 6927
All Values ● 159.00 128.00 106.00 88.00 – –

5W

Stocked in the following OHMIC Values:

WSC01/02

WSC2515

WSC4527

423706

WSC6927


