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C = CYAN M = Magenta Y = Yellow B = Black/THAI

543Resistors, Potentiometers & Thermistors

300,000 products, stocked and ready to despatch 543

Metal Film
Very high stability metal film resistors offering higher performance than carbon film with very
low noise levels and high reliability.

MMB0207 Professional Series

MMA0204 Precision Series

213415

Power rating @ 70°C 0.125W Operating temperature -55°C to +155°C
Voltage rating 200V Temperature coefficient ±50ppm/°C
Maximum overload voltage 400V

Power rating @ 70°C 0.25W Maximum overload voltage 500V
Temperature coefficient ±50ppm/°C Operating temperature -55°C to +155°C
Voltage rating 250V

1R = 306-0445 62R = 513-738 680R = 513-982 10K = 514-263 100K = 514-500
1R5 = 306-0457 68R = 513-740 750R = 513-994 11K = 514-275 110K = 514-512
2R2 = 306-0469 75R = 513-751 820R = 514-007 12K = 514-287 120K = 514-524
3R3 = 306-0470 82R = 513-763 910R = 514-019 13K = 514-299 130K = 514-536
4R7 = 306-0482 91R = 513-775 1K = 514-020 15K = 514-305 150K = 514-548
6R8 = 306-0494 100R = 513-787 1K1 = 514-032 16K = 514-317 160K = 514-550
10R = 513-544 110R = 513-799 1K2 = 514-044 18K = 514-329 180K = 514-561
11R = 513-556 120R = 513-805 1K3 = 514-056 20K = 514-330 200K = 514-573
12R = 513-568 130R = 513-817 1K5 = 514-068 22K = 514-342 220K = 514-585
13R = 513-570 150R = 513-829 1K6 = 514-070 24K = 514-354 240K = 514-597
15R = 513-581 160R = 513-830 1K8 = 514-081 27K = 514-366 270K = 514-603
16R = 513-593 180R = 513-842 2K = 514-093 30K = 514-378 300K = 514-615
18R = 513-600 200R = 513-854 2K2 = 514-100 33K = 514-380 330K = 514-627
20R = 513-611 220R = 513-866 2K4 = 514-111 36K = 514-391 360K = 514-639
22R = 513-623 240R = 513-878 2K7 = 514-123 39K = 514-408 390K = 514-640
24R = 513-635 270R = 513-880 3K = 514-135 43K = 514-410 430K = 514-652
27R = 513-647 300R = 513-891 3K3 = 514-147 47K = 514-421 470K = 514-664
30R = 513-659 330R = 513-908 3K6 = 514-159 51K = 514-433 510K = 514-676
33R = 513-660 360R = 513-910 3K9 = 514-160 56K = 514-445 560K = 514-688
36R = 513-672 390R = 513-921 4K7 = 514-184 62K = 514-457 620K = 514-690
39R = 513-684 430R = 513-933 5K1 = 514-196 68K = 514-469 680K = 514-706
43R = 513-696 470R = 513-945 5K6 = 514-202 75K = 514-470 750K = 514-718
47R = 513-702 510R = 513-957 6K2 = 514-214 82K = 514-482 820K = 514-720
51R = 513-714 560R = 513-969 8K2 = 514-240 91K = 514-494 910K = 514-731
56R = 513-726 620R = 513-970 9K1 = 514-251

1R = 306-0500 24R = 542-994 100R = 543-147 430R = 543-299 1K8 = 543-445
1R5 = 306-0512 27R = 543-007 110R = 543-159 470R = 543-305 2K = 543-457
2R2 = 306-0524 30R = 543-019 120R = 543-160 510R = 543-317 2K2 = 543-469
3R3 = 306-0536 33R = 543-020 130R = 543-172 560R = 543-329 2K4 = 543-470
4R7 = 306-0548 36R = 543-032 150R = 543-184 620R = 543-330 2K7 = 543-482
6R8 = 306-0550 39R = 543-044 160R = 543-196 680R = 543-342 3K = 543-494
10R = 542-908 43R = 543-056 180R = 543-202 750R = 543-354 3K3 = 543-500
11R = 542-910 47R = 543-068 200R = 543-214 820R = 543-366 3K9 = 543-524
12R = 542-921 51R = 543-070 220R = 543-226 910R = 543-378 4K3 = 543-536
13R = 542-933 56R = 543-081 240R = 543-238 1K = 543-380 4K7 = 543-548
15R = 542-945 62R = 543-093 270R = 543-240 1K1 = 543-391 5K1 = 543-550
16R = 542-957 68R = 543-100 300R = 543-251 1K2 = 543-408 5K6 = 543-561
18R = 542-969 75R = 543-111 330R = 543-263 1K3 = 543-410 6K2 = 543-573
20R = 542-970 82R = 543-123 360R = 543-275 1K5 = 543-421 6K8 = 543-585
22R = 542-982 91R = 543-135 390R = 543-287 1K6 = 543-433 7K5 = 543-597

Ì 1206 pad layout com-
patible

Ì Excellent long term sta-
bility

Ì Excellent long term stability
Ì High pulse load capability up to

70W or 3kV, very low current
noise

Price Each
MIXED QUANTITY PRICING

Order Code 10+ 500+ 1K+ 5K+
All Values ▲ ‡ 1.00 1.00 1.00 1.00

Ì Capability to dissipate 0.25W
Ì Very low current noise
Ì Applications include control, sensor

and measurement circuits

Ì 1 Watt power dissipation capability with derat-
ing

Ì Applications include control systems and pow-
er input circuits

1R 934-2451 68R 934-3490 820R 934-3563 9K1 934-3628 100K 934-2427
1R5 934-2664 75R 934-3555 910R 934-3610 10K 934-2419 110K 934-2494
2R2 934-2877 82R 934-3601 1K 934-2400 11K 934-2486 120K 934-2540
3R3 934-3083 91R 934-3652 1K1 934-2478 12K 934-2532 130K 934-2591
4R7 934-3296 100R 934-2397 1K2 934-2524 13K 934-2583 150K 934-2648
6R8 934-3504 110R 934-2460 1K3 934-2575 15K 934-2630 160K 934-2702
10R 934-2443 120R 934-2516 1K5 934-2621 16K 934-2699 180K 934-2753
11R 934-2508 130R 934-2567 1K6 934-2680 18K 934-2745 200K 934-2800
12R 934-2559 150R 934-2613 1K8 934-2737 20K 934-2796 220K 934-2850
13R 934-2605 160R 934-2672 2K 934-2788 22K 934-2842 240K 934-2915
15R 934-2656 180R 934-2729 2K2 934-2834 24K 934-2907 270K 934-2966
16R 934-2710 200R 934-2770 2K4 934-2893 27K 934-2958 300K 934-3016
18R 934-2761 220R 934-2826 2K7 934-2940 30K 934-3008 330K 934-3067
20R 934-2818 240R 934-2885 3K 934-2990 33K 934-3059 360K 934-3121
22R 934-2869 270R 934-2931 3K3 934-3040 36K 934-3113 390K 934-3172
24R 934-2923 300R 934-2982 3K6 934-3105 39K 934-3164 430K 934-3229
27R 934-2974 330R 934-3032 3K9 934-3156 43K 934-3210 470K 934-3270
30R 934-3024 360R 934-3091 4K3 934-3202 47K 934-3261 510K 934-3334
33R 934-3075 390R 934-3148 4K7 934-3253 51K 934-3326 560K 934-3385
36R 934-3130 430R 934-3199 5K1 934-3318 56K 934-3377 620K 934-3431
39R 934-3180 470R 934-3245 5K6 934-3369 62K 934-3423 680K 934-3482
43R 934-3237 510R 934-3300 6K2 934-3415 68K 934-3474 750K 934-3547
47R 934-3288 560R 934-3350 6K8 934-3466 75K 934-3539 820K 934-3598
51R 934-3342 620R 934-3407 7K5 934-3520 82K 934-3580 910K 934-3644
56R 934-3393 680R 934-3458 8K2 934-3571 91K 934-3636 1M 934-2435
62R 934-3440 750R 934-3512

L=5.8, Dia=2.2 (reel=2Kpcs)

L=3.6, Dia=1.4, (reel=3K pcs)

Price Each
MIXED QUANTITY PRICING

Order Code 10+ 500+ 1K+ 5K+
All Values ● 1.00 1.00 1.00 1.00

0.25 Watt ±1% – MF25 Series

Power rating @ 70°C 0.4W (1W with derating) Temperature coefficient ± 50ppm/K
Operating voltage 300V max d.c or a.c. rms Tolerance ±1%
Stability <0.25% after 1000 hrs @ 0.4W Operating temperature -55°C to +125°C

0.125 Watt ±1% – MF12 Series

Power rating @ 70°C 0.07W(standard operation) Temperature coefficient ± 15ppm/K
0.07W(precision operation) Tolerance ±0.1%

Operating voltage 200V max d.c or a.c. rms Operating temperature -55°C to +85°C
Stability <0.05% after 1000 hrs @ 0.07W

207208

Stocked in the following OHMIC Values:

Stocked in the following OHMIC Values:

43R = 308-5612 240R = 308-5790 1K3 = 308-5971 7K5 = 308-6150 43K = 308-6331
47R = 308-5624 270R = 308-5806 1K5 = 308-5983 8K2 = 308-6161 47K = 308-6343
51R = 308-5636 300R = 308-5818 1K6 = 308-5995 9K1 = 308-6173 51K = 308-6355
56R = 308-5648 330R = 308-5820 1K8 = 308-6008 10K = 308-6185 56K = 308-6367
62R = 308-5650 360R = 308-5831 2K = 308-6010 11K = 308-6197 62K = 308-6379
68R = 308-5661 390R = 308-5843 2K2 = 308-6021 12K = 308-6203 68K = 308-6380
75R = 308-5673 430R = 308-5855 2K4 = 308-6033 13K = 308-6215 75K = 308-6392
82R = 308-5685 470R = 308-5867 2K7 = 308-6045 15K = 308-6227 82K = 308-6409
91R = 308-5697 510R = 308-5879 3K = 308-6057 16K = 308-6239 91K = 308-6410

100R = 308-5703 560R = 308-5880 3K3 = 308-6069 18K = 308-6240 100K = 308-6422
110R = 308-5715 620R = 308-5892 3K6 = 308-6070 20K = 308-6252 110K = 308-6434
120R = 308-5727 680R = 308-5909 3K9 = 308-6082 22K = 308-6264 120K = 308-6446
130R = 308-5739 750R = 308-5910 4K3 = 308-6094 24K = 308-6276 130K = 308-6458
150R = 308-5740 820R = 308-5922 4K7 = 308-6100 27K = 308-6288 150K = 308-6460
160R = 308-5752 910R = 308-5934 5K1 = 308-6112 30K = 308-6290 160K = 308-9551
180R = 308-5764 1K = 308-5946 5K6 = 308-6124 33K = 308-6306 180K = 308-9563
200R = 308-5776 1K1 = 308-5958 6K2 = 308-6136 36K = 308-6318 200K = 308-9575
220R = 308-5788 1K2 = 308-5960 6K8 = 308-6148 39K = 308-6320 220K = 308-9587

L=4.2, Dia.=2.0 Lead length=28.0, Lead dia.=0.5

0R = 308-6471 22R = 308-6641 560R = 308-6811 15K = 308-6987 390K = 308-7153
1R = 308-6483 27R = 308-6653 680R = 308-6823 18K = 308-6999 470K = 308-7165

1R2 = 308-6495 33R = 308-6665 820R = 308-6835 22K = 308-7001 560K = 308-7177
1R5 = 308-6501 39R = 308-6677 1K = 308-6847 27K = 308-7013 680K = 308-7189
1R8 = 308-6513 47R = 308-6689 1K2 = 308-6859 33K = 308-7025 820K = 308-7190
2R2 = 308-6525 56R = 308-6690 1K5 = 308-6860 39K = 308-7037 1M = 308-7207
2R7 = 308-6537 68R = 308-6707 1K8 = 308-6872 47K = 308-7049 1M2 = 308-7219
3R3 = 308-6549 82R = 308-6719 2K2 = 308-6884 56K = 308-7050 1M5 = 308-7220
3R9 = 308-6550 100R = 308-6720 2K7 = 308-6896 68K = 308-7062 1M8 = 308-7232
4R7 = 308-6562 120R = 308-6732 3K3 = 308-6902 82K = 308-7074 2M2 = 308-7244
5R6 = 308-6574 150R = 308-6744 3K9 = 308-6914 100K = 308-7086 2M7 = 308-7256
6R8 = 308-6586 180R = 308-6756 4K7 = 308-6926 120K = 308-7098 3M3 = 308-7268
8R2 = 308-6598 220R = 308-6768 5K6 = 308-6938 150K = 308-7104 3M9 = 308-7270
10R = 308-6604 270R = 308-6770 6K8 = 308-6940 180K = 308-7116 4M7 = 308-7281
12R = 308-6616 330R = 308-6781 8K2 = 308-6951 220K = 308-7128 5M6 = 308-7293
15R = 308-6628 390R = 308-6793 10K = 308-6963 270K = 308-7130 6M8 = 308-7300
18R = 308-6630 470R = 308-6800 12K = 308-6975 330K = 308-7141 8M2 = 308-7311

Stocked in the following OHMIC Values:

Supplied bandoliered on tape (box=5K pcs.)

207337

207335
L=6.8 Dia=2.5 Lead length=28.0 Lead dia=0.6 Supplied bandoliered

on tape (box=5K pcs)

Stocked in the following OHMIC Values:

Price Each
Order Code 5+ 50+ 100+ 500+ +
All Values 30.00 24.00 23.00 15.00 – –

Price Each
Order Code 10+ 50+ 100+ 500+ + +
Value 0R0 6.00 5.00 5.00 4.00 – – – –
Values 1R to 82R 9.00 7.00 7.00 4.00 – – – –
Values 100R to 2K2 8.00 6.00 6.00 4.00 – – – –
Values 2K7 to 8M2 6.00 5.00 5.00 3.00 – – – –


