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C = CYAN M = Magenta Y = Yellow B = Black/THAI

551Resistors, Potentiometers & Thermistors

300,000 products, stocked and ready to despatch 551

Thin Film

Power rating @ 70°C 0.1W Max. working voltage 100 Volts
Operating temperature -55°C to +°C Max. overload voltage 200 Volts
Temperature coefficient ±25ppm/°C

100R = 116-0111 1K78 = 116-0150 6K34 = 116-0189 24K9 = 116-0227 130K = 116-0267
110R = 116-0112 1K82 = 116-0152 6K65 = 116-0190 25K5 = 116-0228 140K = 116-0268
121R = 116-0113 1K96 = 116-0153 6K81 = 116-0191 26K7 = 116-0231 143K = 116-0269
124R = 116-0115 2K = 116-0154 7K15 = 116-0192 27K4 = 116-0232 150K = 116-0270
150R = 116-0116 2K1 = 116-0155 7K32 = 116-0193 28K7 = 116-0233 154K = 116-0271
169R = 116-0117 2K15 = 116-0156 7K5 = 116-0194 30K1 = 116-0234 162K = 116-0272
182R = 116-0118 2K21 = 116-0157 8K06 = 116-0195 30K9 = 116-0235 169K = 116-0273
200R = 116-0119 2K43 = 116-0158 8K25 = 116-0196 32K4 = 116-0236 191K = 116-0274
226R = 116-0120 2K49 = 116-0159 8K66 = 116-0197 33K2 = 116-0237 200K = 116-0275
232R = 116-0121 2K55 = 116-0160 9K09 = 116-0198 34K8 = 116-0238 210K = 116-0276
249R = 116-0122 2K61 = 116-0161 9K31 = 116-0200 35K7 = 116-0239 221K = 116-0277
274R = 116-0123 2K67 = 116-0162 9K53 = 116-0201 36K5 = 116-0240 237K = 116-0279
280R = 116-0124 2K74 = 116-0164 9K76 = 116-0202 39K2 = 116-0241 243K = 116-0281
348R = 116-0125 2K8 = 116-0165 10K = 116-0203 40K2 = 116-0243 249K = 116-0282
392R = 116-0127 3K01 = 116-0166 10K2 = 116-0204 41K2 = 116-0244 267K = 116-0283
402R = 116-0128 3K16 = 116-0167 10K5 = 116-0206 43K2 = 116-0245 332K = 116-0284
422R = 116-0129 3K32 = 116-0168 10K7 = 116-0207 46K4 = 116-0246 348K = 116-0285
453R = 116-0130 3K4 = 116-0169 11K3 = 116-0208 47K5 = 116-0247 365K = 116-0286
475R = 116-0131 3K48 116-0170 12K1 = 116-0209 49K9 = 116-0248 392K = 116-0287
499R = 116-0132 3K65 116-0171 12K4 = 116-0210 51K1 = 116-0249 402K = 116-0288
511R = 116-0133 3K74 116-0172 13K = 116-0211 53K6 = 116-0250 432K = 116-0289
590R = 116-0134 3K92 = 116-0173 14K = 116-0212 56K2 = 116-0251 475K = 116-0290
619R = 116-0135 4K02 = 116-0174 15K = 116-0213 59K = 116-0252 487K = 116-0292
649R = 116-0136 4K22 = 116-0176 16K2 = 116-0214 60K4 = 116-0253 499K = 116-0293
909R = 116-0137 4K32 = 116-0177 16K9 = 116-0215 61K9 = 116-0255 511K = 116-0294

1K = 116-0139 4K53 = 116-0178 18K2 = 116-0216 63K4 = 116-0256 523K = 116-0295
1K05 = 116-0141 4K75 = 116-0179 20K = 116-0218 68K1 = 116-0257 536K = 116-0296
1K1 = 116-0142 4K99 = 116-0180 20K5 = 116-0219 75K = 116-0258 562K = 116-0297

1K21 = 116-0143 5K11 = 116-0181 21K = 116-0220 82K5 = 116-0259 619K = 116-0298
1K24 = 116-0144 5K49 = 116-0182 21K5 = 116-0221 97K6 = 116-0260 634K = 116-0299
1K43 = 116-0145 5K62 = 116-0183 22K1 = 116-0222 100K = 116-0261 649K = 116-0300
1K47 = 116-0146 5K76 = 116-0184 22K6 = 116-0223 102K = 116-0262 909K = 116-0301
1K5 = 116-0147 5K9 = 116-0185 23K2 = 116-0224 110K = 116-0263 953K = 116-0302

1K65 = 116-0148 6K04 = 116-0186 23K7 = 116-0225 121K = 116-0264 1M = 116-0303
1K74 = 116-0149 6K19 = 116-0188 24K3 = 116-0226 124K = 116-0265

Power rating @ 70°C 0.063W Max. working voltage 50 Volts
Operating temperature -55°C to +125°C Max. overload voltage 100 Volts
Temperature coefficient 25ppm/°C

Power rating (Pr) @ 70°C Dielectric strength 12kVrms
with heatsink 250W Limiting element voltage 5kVrms

Resistance tolerance ±5% Thermal resistance 0.22°C/W
Operating temperature -55°C to +125°C Overload capability 4xPr for 10 secs
Insulation resistance >106MΩ Terminals M4 screw terminals

Power rating @ 70°C 0.063W Max. working voltage V75
Operating temperature -55°C to +125°C Max. overload voltage V150
Temperature coefficient ±25ppm/°C

0R1 = 114-1548 4R7 = 114-1551 100R = 114-1554 4K7 = 114-1556
0R47 = 114-1549 10R = 114-1552 470R = 121-9776 10K = 114-1558

1R = 114-1550 47R = 114-1553 1K = 114-1555

100R = 116-0304 402R = 116-0316 1K54 = 116-0327 3K32 = 116-0338 5K49 = 116-0349
110R = 116-0305 475R = 116-0317 1K62 = 116-0328 3K48 = 116-0339 5K9 = 116-0350
118R = 116-0306 499R = 116-0318 1K74 = 116-0329 3K65 = 116-0340 6K04 = 116-0351
121R = 116-0307 619R = 116-0319 1K78 = 116-0330 3K74 = 116-0341 6K19 = 116-0352
150R = 116-0309 806R = 116-0320 2K = 116-0331 3K92 = 116-0342 6K81 = 116-0353
162R = 116-0311 1K = 116-0322 2K21 = 116-0332 4K32 = 116-0343 7K5 = 116-0354
243R = 116-0312 1K1 = 116-0323 2K37 = 116-0334 4K75 = 116-0344 8K25 = 116-0355
249R = 116-0313 1K3 = 116-0324 2K49 = 116-0335 4K99 = 116-0346 8K87 = 116-0356
274R = 116-0314 1K33 = 116-0325 2K74 = 116-0336 5K11 = 116-0347 9K76 = 116-0358
332R = 116-0315 1K5 = 116-0326 3K01 = 116-0337 5K36 = 116-0348 10K = 116-0359

10R = 114-0385 150R = 114-0392 2K2 = 114-0400 33K = 114-0408 62K = 114-0417
15R = 114-0386 220R = 114-0393 3K3 = 114-0402 36K = 114-0409 68K = 114-0418
22R = 114-0387 330R = 114-0394 4K7 = 114-0403 39K = 114-0410 75K = 114-0419
33R = 114-0388 470R = 114-0396 6K8 = 114-0404 43K = 114-0411 82K = 114-0420
47R = 114-0389 680R = 114-0397 10K = 114-0405 47K = 114-0414 91K = 114-0421
68R = 114-0390 1K = 114-0398 15K = 114-0406 51K = 114-0415 100K = 114-0422

100R = 114-0391 1K5 = 114-0399 22K = 114-0407 56K = 114-0416

11K = 116-0360 16K5 = 116-0371 33K2 = 116-0380 60K4 = 116-0390 182K = 116-0401
11K5 = 116-0361 17K4 = 116-0372 45K3 = 116-0381 68K1 = 116-0391 200K = 116-0402
12K1 = 116-0362 18K2 = 116-0373 46K4 = 116-0383 75K = 116-0392 215K = 116-0403
12K4 = 116-0363 20K = 116-0374 47K5 = 116-0384 76K8 = 116-0393 221K = 116-0404

13K = 116-0364 21K5 = 116-0375 49K9 = 116-0385 84K5 = 116-0395 232K = 116-0405
14K = 116-0365 22K1 = 116-0376 51K1 = 116-0386 100K = 116-0396 249K = 116-0406
15K = 116-0366 24K3 = 116-0377 53K6 = 116-0387 124K = 116-0397 301K = 116-0407

15K8 = 116-0367 24K9 = 116-0378 56K2 = 116-0388 150K = 116-0398 332K = 116-0408
16K2 = 116-0368 30K1 = 116-0379 57K6 = 116-0389 154K = 116-0399

1R = 114-1565 10R = 114-1566 100R = 114-1567 220R = 114-1568

Price Each
Order Code 1+ 50+ 100+ 500+ +

All Values ● 40.00 28.00 24.00 18.00 – –

Price Each
Order Code 1+ 25+ 100+ 500+ +

All Values ● 38.00 28.00 24.00 17.00 – –

Surface Mount - Ni-Chrome Thin Film

Price Each
Order Code 5+ 25+ 100+ 500+ +

All Values ● 55.00 47.00 41.00 20.00 – –

250 Watt Price Each
Order Code 1+ 10+ 50+ 100+

All Values ● 3,124.00 2,745.00 2,527.00 2,366.00

Price Each
Order Code 1+ 10+ 50+ 100+

All Values ● 1,064.00 979.00 804.00 683.00

PCF Series – ± 0.1%, ±25ppm/°C, 0805 Case Size

Power rating (Pr) @ 70°C Dielectric strength 12kVrms
with heatsink 500W Limiting element voltage 5kVrms

Resistance tolerance ±5% Thermal resistance 0.11°C/W
Operating temperature -55°C to +125°C Terminals M4 screw terminals
Insulation resistance >106MΩ

Surface Mount – Nickel Barrier

Power rating (Pr) @ 25°C Insulation resistance >106MΩ
with heatsink 200W Limiting element voltage 1500Vrms
without heatsink 5W Thermal resistance 0.5°C/W

Resistance Tolerance ±5% Overload capability 2.5 x pr for 5 secs
Operating temperature -55°C to +125°C Terminals M4x6 screw terminals

Surface Mount — Ni-Chrome Thin Film

1R = 114-1571 10R = 114-1573 47R = 114-1575 470R = 114-1577
4R7 = 114-1572 22R = 114-1574 100R = 114-1576 1K = 114-1578

RN Series–±0.1% ±25ppm/°C 0603 Case Size

PCF Series – ± 0.1%, ±25ppm/°C, 0603 Case Size

0R1 = 114-1559 1R = 114-1560 10R = 114-1562 470R = 114-1564
0R47 = 121-9778 4R7 = 114-1561 100R = 114-1563

240516

Ì Low noise Thin Film technology
Ì High precision resistors in 0603 case size 
Ì E96 range of values 
Ì Close tolerance ±0.1%

207284

Price Each
Order Code 1+ 10+ 50+ 100+

All Values ● 2,467.00 2,172.00 1,751.00 1,680.00

500 Watt Price Each
Order Code 1+ 10+ 50+ 100+

All Values ● 4,252.00 3,429.00 3,058.00 3,006.00

Ì Very high precision, now
available in 0603

Ì Thin film technology, low

250 & 500 Watt - RPS Series

Ì Low noise Thin Film technology
Ì High precision resistors in 0805 case size 
Ì E96 range of values 
Ì Close tolerance ±0.1%

Ì Industry standard ±25ppm temperature coefficient
Ì Excellent stability

207309

Ì Industry standard ±25ppm temperature coefficient
Ì Excellent stability

271565

noise and very high stability
Ì Applications include high frequency in min-

iature circuits

Stocked in the following OHMIC Values:

Dimensions: L=2.0, W=1.25, H=0.4 ± 0.2
Supplied on 8mm tape. Full reel = 1k pieces

250 Watt

Dimensions: L=1.6, W=0.8, H=0.4±0.2
Supplied on 8mm tape. Full reel = 1k pieces

200 Watt

H=0.3 ±0.1 W=0.8 ±0.1 L=1.6 ±0.1p
Supplied on tape full reel = 5Kpcs

Stocked in the following OHMIC Values:

500 Watt

Ì Non-inductive thick film technology
Ì High power rating
Ì Low thermal radiation
Ì High overload capability
Ì Integral base for easy mounting and internal

thermal junction

207313

Stocked in the following OHMIC Values:

L = 73, W = 57
Fixing Centres = 57, Hole dia. = 4.0

Stocked in the following OHMIC Values:

Stocked in the following OHMIC Values:

Stocked in the following OHMIC Values:


