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C = CYAN M = Magenta Y = Yellow B = Black/THAI

561Resistors, Potentiometers & Thermistors

300,000 products, stocked and ready to despatch 561

Resistance Beta Value 25°C to
Max. Power ±5% @ 25°C 100°C, ±3% Mfts. List No. Order Code

150mW 30Ω 3964 B57703M303G40 111-2823

NTC

NTC

386515

Resistance Price Each
@ 25°C Order Code 1+ 50+ 100+ 250+ +
30Ω 111-2823● 330.00 296.00 276.00 214.00 – –

Resistance @ 25°C Beta Value 25°C to 85°C Mfts. List No. Order Code

1KΩ 3528K ±0.5% 238164073102 118-7098
4.7KΩ 3977K ±0.75% 238164073472 118-7099
10KΩ 3977K ±0.75% 238164073103 118-7100
47KΩ 4090K ±1.5% 238164073473 118-7101

Tolerance on R25 value ±5%, ±2%, ±1%
Rated dissipation 500mW (5% tol. Series), 100mW (2% and 1% tol. Series)
Operating temp. range -40°C to +125°C (at zero power, continuously)

0°C to 55°C (at max. power)

423507

NTC – ’Surge-Gard’ Inrush Current Limiters

B57867 Series

Climatic Category (IEC 60068-1) 55/250/56(55/250/56) Dissipation factor (air) approx. 0.4mWK
Temperature range -55°C to +200°C Thermal time constant (air) approx. 3 sec.
Rated temperature 25°C Max. power at 25°C 18mW

Resistance Price Each
@ 25°C Order Code 1+ 10+ 100+ 300+ +
1KΩ 118-7098● 303.00 276.00 226.00 170.00 – –
4.7KΩ 118-7099● 303.00 276.00 226.00 170.00 – –
10KΩ 118-7100● 303.00 276.00 226.00 170.00 – –
47KΩ 118-7101● 303.00 276.00 226.00 170.00 – –

A range of disc NTC thermistors for limiting
of in-rush currents in communications and
industrial applications.

Resistance @ 25°C Beta Value 25°C to 85°C Mfts. List No. Order Code

2.2KΩ ±5% 3977K ±0.75% 238164063222 118-7025
3.3KΩ ±5% 3977K ±0.75% 238164063332 118-7026
4.7KΩ ±5% 3977K ±0.75% 238164063472 118-7027
10KΩ ±5% 3977K ±0.75% 238164063103 118-7031
33KΩ ±5% 4090K ±1.5% 238164063333 118-7032
100KΩ ±5% 4190K ±2% 238164063104 118-7033
330KΩ ±5% 4570K ±3% 238164063334 118-7034
4.7KΩ ±2% 3977K ±0.75% 238164054472 118-7035
10KΩ ±2% 3977K ±0.75% 238164054103 118-7036
100KΩ ±2% 4190K ±2% 238164054104 118-7037
2.7KΩ ±1% 3977K ±0.75% 238164055272 118-7038
10KΩ ±1% 3977K ±0.75% 238164055103 118-7039

Manufactured with metal oxide ceramic material.

Resistance Price Each
Ω ±1% Mftrs. List No. Order Code 1+ 50+ 100+ 250+ +
5K B57540G502J882-9535● 385.00 346.00 293.00 265.00 – –
10K B57540G103J882-9543● 385.00 346.00 293.00 265.00 – –
20K B57540G203J882-9551● 385.00 346.00 293.00 265.00 – –
30K B57540G303J882-9560● 385.00 346.00 293.00 265.00 – –
50K B57540G503J882-9578● 385.00 346.00 293.00 265.00 – –
100K B57540G104J882-9586● 385.00 346.00 293.00 265.00 – –
230K B57540G234J882-9594● 385.00 346.00 293.00 265.00 – –

B57861 Series

NTC

Price Each
Tol. Order Code 1+ 10+ 100+ 300+ +
±5% 2.2 118-7025● 41.00 37.00 29.00 23.00 – –

3.3 118-7026● 41.00 37.00 29.00 23.00 – –
4.7 118-7027● 41.00 37.00 29.00 23.00 – –
10 118-7031● 41.00 37.00 29.00 23.00 – –
33 118-7032● 41.00 37.00 29.00 23.00 – –

100 118-7033● 41.00 37.00 29.00 23.00 – –
330 118-7034● 41.00 37.00 29.00 23.00 – –

±2% 4.7 118-7035● 76.00 61.00 49.00 36.00 – –
10 118-7036● 80.00 73.00 48.00 37.00 – –

100 118-7037● 80.00 73.00 48.00 37.00 – –
±1% 2.7 118-7038● 124.00 114.00 92.00 69.00 – –

10 118-7039● 124.00 114.00 92.00 69.00 – –

9.5mm Series Dia. = 9.5mm max., Lead L = 36mm, Lead spacing = 5.0mm
11.5mm Series Dia. = 11.5mm max., Lead L = 36mm, Lead spacing = 5.0mm
15.0mm Series Dia. = 15mm max., Lead L = 32mm, Lead spacing = 7.5mm

NTC

Resistance Max. Cont. Current Beta Value
±20% @ 25°C @ 25°C 25°C to 100°C ±3% Mftrs. List No. Order Code

9.5mm Disc
5R 4.2A 2800 B57235S509M 975-1866
10R 3A 2900 B57235S100M 975-1874

11.5mm Disc
5R 4.5A 2800 B57236S509M 975-1882

20R 3.3A 3300 B57236S200M 975-1890
25R 3A 3300 B57236S250M 975-1904

15mm Disc
2.2R 7A – B57237S229M 975-4148
2.5R 6.5A – B57237S259M 975-4156
4.7R 5.1A – B57237S479M 975-4164
7R 4.2A – B57237S709M 975-4180
10R 3.7A – B57237S100M 975-4199
15R 3A – B57237S150M 975-4202
22R 2.8A – B57237S220M 975-4210
33R 2.5A – B57237S330M 975-4229

21mm Disc
5R 5A – B57237S509M 975-4172

Dia.=2.41 max., L=5 max., Lead L=45
Lead Dia. = 0.2 (non-insulated), 0.25 (insulated)

Disc NTC thermistor is mounted in the head of the M4 aluminium screw.

207348

234990

Miniature NTC thermistors for high precision temperature measurement in measuring and
control engineering.

NTC

Colour code on 2322-640-5xxx Series: 2.7kΩ=Red, 4.7kΩ=Green, 10kΩ=Blue, 100kΩ=Brown

Price Each
Order Code 1+ 50+ 100+ 250+ +

9.5mm Disc All Order Codes ● 53.00 46.00 38.00 31.00 – –
11.5mm Disc All Order Codes ● 71.00 61.00 52.00 43.00 – –
15mm Disc All Order Codes ● 75.00 64.00 54.00 44.00 – –

Ì Capable of suppressing high inrush current
surges

Ì Very high ratio of cold resistance to steady
state resistance

NTC thermistors for temperature sensing and control, featuring accuracy over a wide
temperature range and good stability.

B57540 Series

Max Power @ 25°C 60mW

Body: L=81, Dia=hex 8A/F
Thread: M4, L=5.5,
Leads: L=34, Dia=0.6

Ì Good insulation and/or good thermal contact with
chassis

Ì Easy mounting
Ì Wide range of temperature sensing and control

applications
Ì Rugged construction

Lead - length 65mm, Dia. 0.15mm
Bead - length 1.4mm,Dia. 0.8mm

5% tol. Series
L=4 (typ.), W=3.5 (typ.), D=3 (max)

Lead pitch=2.54, Lead=17 (min)

Resistance Non-Insulated PTFE Insulated
@ 25°C 25°C to 100°C Mfts. List No. Order Code Mfts. List No. Order Code

3KΩ ±1% 3988 ±1% B57867S302F140 679-380 B57861S302F40 679-422
5KΩ ±1% 3988 ±1% B57867S502F40 679-392 B57861S502F40 679-434
10KΩ ±1% 3988 ±1% B57861S103F40 679-446
30KΩ ±1% 3964 ±1% B57867S303F40 679-410 B57861S303F40 679-458

100KΩ ±1% 4540 ±1% B57867S104F140 387-8715 B57861S104F40 387-8727

Ì Especially suitable for applications with a high current surge at turn-on
Ì Applications: power supplies, electric motors, lighting circuits, thermostat protection

Ì Temperature measurement devices designed for high
temperature and short response times

2% and 1% tol. Series
L=4 (typ.), W=3.4 (max.), D=2.7 (max)

Lead pitch=2.54, Lead L=38 (min)

207339

Ì Sealed glass body
Ì Durmet wire connections

Resistance Price Each
@ 25°C Leads Order Code 1+ 50+ 100+ 250+ +
3KΩ Non-insulated 679-380● 205.00 174.00 143.00 115.00 – –
5KΩ Non-insulated 679-392● 205.00 174.00 143.00 115.00 – –
10KΩ Non-insulated 679-409● 205.00 174.00 143.00 115.00 – –
30KΩ Non-insulated 679-410● 205.00 174.00 143.00 115.00 – –
100KΩ Non-insulated 387-8715● 205.00 174.00 143.00 115.00 – –
3KΩ PTFE-insulated 679-422● 199.00 169.00 139.00 111.00 – –
5KΩ PTFE-insulated 679-434● 199.00 169.00 139.00 111.00 – –
10KΩ PTFE-insulated 679-446● 184.00 156.00 129.00 103.00 – –
30KΩ PTFE-insulated 679-458● 199.00 169.00 139.00 111.00 – –
100KΩ PTFE-insulated 387-8727● 193.00 169.00 139.00 111.00 – –

207347


