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Resistors, Potentiometers & Thermistors

%" (11.0mm) Single Turn Cermet Trimmers -

continued

0.5 Watt — 3386 Series - continued

5K = 935-5367 20K = 935-5332
10K = 935-5286 50K = 935-5375

3386X

100K = 935-5294 500K = 935-5383
200K = 935-5340

1M = 935-5308

§ FARNELL Inone

100R = 935-5391
200R = 935-5448
500R = 935-5480

3386H

100R = 935-4883
200R = 935-4930
500R = 935-4972

33866

=]

1K = 935-5405
2K = 935-5456
5K = 935-5499

1K = 935-4891
2K = 935-4948
5K = 935-4980

0.5 Watt — 63 Series
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_'9 100R = 935-4751 1K = 935-4760
7)) 200R = 935-4808 2K = 935-4816
é 500R = 935-4840 5K = 935-4859
= 3386V

_GC) 100R = 935-5146 1K = 935-5154
- 200R = 935-5197 2K = 935-5200

500R = 935-5227 5K = 935-5235
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-oq-) Style Order Code

GE) 3386P All Values ®

S 3386F All Values ®
= 3386W All Values ®

c 3386X All Values ®

Q 3386FT All Values ®

) 3386H All Values ®
o 33866 All Values ®

%) 3386V All Values ®
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63M H=4.83, Pins=0.81x0.25

63P H=4.83, Pins=0.81x0.25

o

63X H=10.03, Pins=0.81x0.25

10K = 935-5413
20K = 935-5464
50K = 935-5502

10K = 935-4905
20K = 935-4956
50K = 935-4999

10K = 935-4778
20K = 935-4824
50K = 935-4867

10K = 935-5162

100K = 935-5421
200K = 935-5472

100K = 935-4913
200K = 935-4964

100K = 935-4786
200K = 935-4832

50K = 935-5243

500K = 935-5510
1M = 935-5430

500K = 935-5006
1M = 935-4921

500K = 935-4875
1M = 935-4794

500K = 935-5251

20K = 935-5219 100K = 935-5170 1M = 935-5189
207395
Price Each
1+ 50+ 100+ 500+ +
46.00 40.00 37.00 32.00 - -
46.00 40.00 37.00 32.00 - -
46.00 40.00 37.00 32.00 - -
50.00 43.00 40.00 32.00 - -
179.00 161.00 143.00 123.00 - -
46.00 40.00 37.00 32.00 - -
46.00 40.00 37.00 32.00 - -
50.00 43.00 40.00 32.00 - -
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63MT-607 H=10.4, Pins=0.81x0.25

@ Cermet element top and side adjusting

@ Single turn sealed to withstand industrial cleaning solvents

@ Manufactured to meet MIL-R-22097 specification

Power rating @ 70°C
Voltage rating
Resistance tolerance

0.5W
400V
+10%

Temperature coefficient +100ppm/°C
2% or 22 whichever is >

Stocked in the following OHMIC Values:

End resistance

63M

100R = 960-7781
200R = 960-7790
500R = 960-7803

63P

100R = 960-7919
200R = 960-7927
500R = 960-7935

566

| C =CYAN M = Magenta

1K = 960-7811
2K = 960-7820
5K = 960-7838

1K = 960-7943
2K = 960-7951
5K = 960-7960

& wnknn &

Contact resistance variation 3% or 3Q whichever is >
Dielectric strength (sea level) 1000V ac

Mechanical rotation
Operating temperature

10K = 960-7846
20K = 960-7854
50K = 960-7862

10K = 960-7978
20K = 960-7986
50K = 960-7994

100K = 960-7870
200K = 960-7889

100K = 960-8001
200K = 960-8010

B = Black/THAI

270°
-55°C to + 125°C

500K = 960-7897
1M = 960-7900

500K = 960-8028
1M = 960-8036

1,000s more products available at www.farnell-newarkinone.com

63X
100R = 960-8044 1K = 960-8079 10K = 960-8109 100K = 960-8133 500K = 960-8150
200R = 960-8052 2K = 960-8087 20K = 960-8117 200K = 960-8141 1M = 960-8168
500R = 960-8060 5K = 960-8095 50K = 960-8125
638
100R = 960-9750 1K = 960-9784 10K = 960-9814 100K = 960-9849 500K = 960-9865
200R = 960-9768 2K = 960-9792 20K = 960-9822 200K = 960-9857 1M = 960-9873
500R = 960-9776 5K = 960-9806 50K = 960-9830
63MT-607
100R = 960-8176 500R = 960-8192 2K = 960-8214 200K = 960-8273 1M = 960-8290
200R = 960-8184 1K = 960-8206 5K = 960-8249
207253

Price Each
Style Order Code 5+ 25+ 100+ 250+ +
63M All Values ® 49.00 42.00 34.00 31.00 - -
63P All Values ® 47.00 41.00 32.00 27.00 - =
63X All Values ® 52.00 46.00 38.00 26.00 - -
63S All Values ® 49.00 42.00 34.00 31.00 -
63MT-607 All Values ® 79.00 71.00 63.00 55.00 - -

Surface Mount Multi Turn Cermet Trimmers
0.25 Watt — 3214 Series — 4mm 5 Turn Sealed ST
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@ 5-turn sealed 4mm surface mount
trimmer.

@ Top flush adjustment for pick and
place.

@ Standard trimmer footprint to EIA and
EIAJ.

Supplied on 16mm embossed tape (reel=250pcs)
H=5.1, W=4.8,D=3.9
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PCB layout
Voltage rating 300V End resistance 1%
Resistance tolerance +10% Contact resistance variation 3%
Temperature coefficient +100ppm/°C  Dielectric strength (sea level) 600V ac
Operating temperature -65°C to + 150°C
Stocked in the following OHMIC Values:
3214W
1K = 988-248 5K = 988-261 20K = 988-285 100K = 988-303 500K = 988-327
2K = 988-250 10K = 988-273 50K = 988-297 200K = 988-315 1M = 988-339
207269
Price Each
Order Code 1+ 50+ 100+ 250+ + +
All Values 132.00 118.00 105.00 99.00 -- - -
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0.25 Watt — 3224 Series — 4mm Square Sealed

- - 3224, 3224W - -

H=37, H=5.3, [IEE PR

dn L1 W=438, W=438, i B

b 2k D=50 D=39 - = .
B — PCB layouts -

3224J supplied on 12mm embossed tape (reel=500pcs)
3224W supplied on 16mm embossed tape (reel=250pcs)

@ Compact 11 turn cermet trimmer
@ Sealed to withstand industrial cleaning solvents

Voltage rating 300V End resistance 1%
Resistance tolerance +10% Contact resistance variation 3%
Temperature coefficient +100ppm/°C  Dielectric strength (sea level) 600V ac
Operating temperature -65°C to + 150°C

Stocked in the following OHMIC Values:

3224J

1K = 514-809 5K = 514-822 20K = 514-846 100K = 514-860

2K = 514-810 10K = 514-834 50K = 514-858
3224W

1K = 514-871 5K = 514-974 20K = 514-998 100K = 515-012

2K = 514-883 10K = 514-986 50K = 515-000

207206

Prices are in Thai Baht and exclude 7% VAT.
Due to the volatile nature of certain products,
prices are subject to change without notice.



