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C = CYAN M = Magenta Y = Yellow B = Black/THAI

568 Resistors, Potentiometers & Thermistors

Prices are in Thai Baht and exclude 7% VAT.

Due to the volatile nature of certain products,

prices are subject to change without notice.
568 1,000s more products available at www.farnell-newarkinone.com

3⁄8" (11.0mm) Multi Turn Cermet Trimmers -
continued

0.5 Watt – 3296 Series - continued

Power rating @ 70°C 0.5W End resistance 2R max.
Voltage rating 300V Contact resistance variation 1% or 3Ω whichever >
Resistance tolerance ±10% Dielectric strength (sea level) 900V ac
Temperature coefficient ±100ppm/°C Operating temperature -55°C to +125°C

10R = 935-3674 200R = 935-3747 2K = 935-3755 20K = 935-3763 200K = 935-3771
20R = 935-3739 500R = 935-3798 5K = 935-3801 50K = 935-3810 500K = 935-3828
50R = 935-3780 1K = 935-3690 10K = 935-3704 100K = 935-3712 1M = 935-3720

100R = 935-3682

Price Each
Style Order Code 1+ 50+ 100+ 500+ + +
3299W All Values ● 110.00 99.00 88.00 75.00 – – – –

0.5 Watt – 3299W Series

207173

Stocked in the following OHMIC Values:

Power rating @ 85°C 0.5W End resistance 1R
Voltage rating 250V Contact resistance variation 2% or 2Ω
Resistance tolerance ±10% Dielectric strength 1000V
Temperature coefficient ±100ppm/°C Operating temperature -55°C to +155°C

100R = 114-1370 1K = 114-1373 10K = 114-1377 50K = 114-1379 200K = 114-1381
200R = 114-1371 2K = 114-1374 20K = 114-1378 100K = 114-1380 500K = 114-1382
500R = 114-1372 5K = 114-1376

Ì 25 turn low noise high performance cermet trimmers
Ì Sealed to withstand industrial cleaning solvents
Ì Moulded with built in ‘stand-off’s’.

100R = 114-1383 1K = 114-1386 10K = 114-1390 100K = 114-1393 500K = 114-1395
200R = 114-1384 2K = 114-1388 20K = 114-1391 200K = 114-1394 1M = 114-1396
500R = 114-1385 5K = 114-1389 50K = 114-1392

Drilling plan

100R = 114-1397 200R = 114-1398 500R = 114-1400 1K = 114-1401 2K = 114-1402

Power rating @ 70°C 0.5W Contact resistance variation 3Ω or 3% whichever >
Voltage rating 300V Dielectric strength 1000V ac
Resistance tolerance ±10% Resistance to solder heat 350°C for 3 seconds
Temperature coefficient ±100ppm/°C Operating temperature -55°C to +125°C
End resistance 2R or 1% whichever >

H=10.3, Pin dia=0.51

100R = 960-8303 1K = 960-8338 10K = 960-8362 100K = 960-8397 500K = 960-8419
200R = 960-8311 2K = 960-8346 20K = 960-8370 200K = 960-8400 1M = 960-8427
500R = 960-8320 5K = 960-8354 50K = 960-8389

3299W

10R = 476-237 200R = 348-077 2K = 935-3577 50K = 348-144 500K = 935-3658
10R = 935-3496 200R = 935-3569 5K = 348-119 50K = 935-3640 1M = 935-3542
20R = 476-249 500R = 348-089 5K = 935-3631 100K = 348-156 2M = 476-304
20R = 935-3550 500R = 935-3623 10K = 935-3526 100K = 935-3534 2M = 935-3607
50R = 476-250 1K = 348-090 20K = 348-132 200K = 348-168 5M = 476-316
50R = 935-3615 1K = 935-3518 20K = 935-3585 200K = 935-3593 5M = 935-3666

100R = 935-3500 2K = 348-107

100R = 960-8435 1K = 960-8460 10K = 960-8494 100K = 960-8524 500K = 960-8540
200R = 960-8443 2K = 960-8478 20K = 960-8508 200K = 960-8532 1M = 960-8680
500R = 960-8451 5K = 960-8486 50K = 960-8516

Price Each
Style Order Code 1+ 50+ 100+ 500+ + +
3296P All values 115.00 105.00 92.00 74.00 – – – –
3296W All values 111.00 92.00 91.00 82.00 – – – –
3296X All values 111.00 92.00 91.00 82.00 – – – –
3296Y All values 86.00 72.00 71.00 69.00 – – – –

0.5 Watt - T93 Series

100R = 960-8435 1K = 960-8591 10K = 960-8621 100K = 960-8656 500K = 960-8672
200R = 960-8575 2K = 960-8605 20K = 960-8630 200K = 960-8664 1M = 960-8680
500R = 960-8583 5K = 960-8613 50K = 960-8648

100R = 960-8699 1K = 960-9610 10K = 960-8745 50K = 960-8761 200K = 960-8788
200R = 960-8702 2K = 960-8729 20K = 960-8753 100K = 960-8770 1M = 960-8796
500R = 960-8710 5K = 960-8737

Stocked in the following OHMIC Values

Ì 22 turn cermet trimmers
Ì Sealed to IP67

100R = 960-8800 1K = 960-8834 10K = 960-8869 100K = 960-8893 500K = 960-8915
200R = 960-8818 2K = 960-8842 20K = 960-8877 200K = 960-8907 1M = 960-8923

1K = 960-8826 5K = 960-8850 50K = 960-8885

207398

Price Each
Style Order Code 1+ 50+ 100+ 500+ +
64P All Values ● 108.00 80.00 66.00 57.00 – –
64X All Values ● 104.00 83.00 68.00 53.00 – –
64W All Values ● 104.00 83.00 68.00 53.00 – –
64Y All Values ● 104.00 83.00 68.00 53.00 – –
64Z All Values ● 108.00 80.00 66.00 57.00 – –

Ì Wide operating temperature range

0.5 Watt – 64 Series

Stocked in the following OHMIC Values:

T93XA

T93XB

207300

Ì 24 turn trimmer top and side adjusting
Ì Sealed to withstand industrial cleaning solvents
Ì Manufactured to meet MIL-R-22097 specification

T93YA

64P H=4.83, Pins=0.51 x 0.25

64X H=9.91, Pins=0.51 x 0.25

64W H=9.91, Pins=0.51 x 0.25

64Y H=9.91, Pins=0.51 x 0.25

64Z H=9.91, Pins=0.51 x 0.25
Drilling plans3296Y

64P

64X

64W

64Y

64Z


