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C = CYAN M = Magenta Y = Yellow B = Black/THAI

569Resistors, Potentiometers & Thermistors

300,000 products, stocked and ready to despatch 569

Single Turn Potentiometers

3⁄4" (19.1mm) Multi Turn Cermet Trimmers

Power rating @ 40°C 0.2W (logarithmic) Mechanical rotation 300° nom.
0.4W (linear) Terminal resistance 5Ω max.

Voltage rating 500V Dielectric strength 1000V ac peak
Resistance tolerance ±20% Operating temperature -10°C to +70°C
Electrical rotation 267° nom.

1K = 879-128710K = 879-129550K = 879-1309 1K = 879-131710K = 879-132550K = 879-1333

Power rating @ 70°C 0.25W Mechanical rotation 300°±5°
Resistance tolerance ±20% Dielectric strength ±750V ac
Electrical rotation 270°±5° Operating temperature -40°C to +120°C

Power rating @ 25°C 1.25W (0.75W @ 70°C) End resistance 2 Ω max
Voltage rating 400V Contact resistance variation 1% or 1Ω whichever >
Resistance tolerance ±10% Dielectric strength (sea level) 1000V ac
Temperature coefficient ±100ppm/°C Operating temperature -55°C to +125°C

1K = 117-4082 4K7 = 350-060 22K = 350-084 100K = 350-102 470K = 350-126
2K2 = 350-059 10K = 350-072 47K = 350-096 220K = 350-114 1M = 350-138

1K = 879-134110K = 879-135050K = 879-1368

10K = 307-0920 50K = 307-0931 100K = 307-0943

10R = 935-2260 500R = 935-2376 5K = 935-2384 20K = 935-2341 200K = 935-2350
50R = 935-2368 1K = 935-2287 10K = 935-2295 50K = 935-2392 500K = 935-2406

100R = 935-2279 2K = 935-2333 10K = 935-2295 100K = 935-2309 1M = 935-2317
200R = 935-2325

1K = 350-140 4K7 = 350-163 22K = 350-187 100K = 350-205 470K = 350-229
2K2 = 117-4084 10K = 350-175 47K = 350-199 220K = 350-217 1M = 350-230

Power rating @ 25°C 0.75W End resistance 2Ω max
Voltage rating 400V Contact resistance variation 3% or 3Ω whichever >
Resistance tolerance ±10% Dielectric strength 1000V ac
Temperature coefficient ±100ppm/°C Operating temperature -55°C to +125°C

1K = 879-137610K = 879-138450K = 879-1392

10R = 935-2414 1K = 935-2422 5K = 935-2503 20K = 935-2473 100K = 935-2449
200R = 935-2457 2K = 935-2465 10K = 935-2430 50K = 935-2511 200K = 935-2481
500R = 935-2490

20R = 960-8931 200R = 960-8966 2K = 960-8990 20K = 960-9024 200K = 960-9059
50R = 960-8940 500R = 960-8974 5K = 960-9008 50K = 960-9032 500K = 960-9067

100R = 960-8958 1K = 960-8982 10K = 960-9016 100K = 960-9040 1M = 960-9075

Price Each
Style Order Code 1+ 25+ 100+ 250+ +
23 LIN All Values ● 60.00 54.00 47.00 44.00 – –
23 LOG All Values ● 81.00 76.00 65.00 51.00 – –

385824

Single Linear

Price Each
Style Order Code 1+ 25+ 50+ 100+ +
43P (standard) All Values ● 75.00 71.00 67.00 50.00 – –

0.4 Watt (Linear), 0.2 Watt
(Logarithmic) – 23 Series Carbon

Price Each
Style Order Code 1+ 50+ 100+ 500+ + +
3006P (standard) All Values ● 84.00 76.00 66.00 49.00 – – – –
3006P-7 (transparent) All Values ● 69.00 61.00 55.00 45.00 – – – –

Dual Linear

1.25 Watt – 3006 Series

207166

0.75 Watt – 43P Series

0.25 Watt - 174 Series PCB Mounted
Conductive Plastic Linear

Single Logarithmic

Carbon Track

Stocked in the following OHMIC Values:

207311

Stocked in the following OHMIC Values:

Dual Logarithmic

Stocked in the following OHMIC Values:

207399

Ì Low profile flat-pak conductive plastic potentiometers
Ì Flatted or slotted plastic shafts

Ì 20 turn cermet trimmers completely sealed against dust and humidity
Ì Manufactured to meet MIL-R-22097 specifications.

Shaft L = 20, Dia = 6, Bush (metal) = M7 x 0.75

Ì 15 turn cermet trimmers
Ì Sealed to withstand industrial cleaning solvents
Ì Version with transparent housing allows visual wiper setting

Body
H = 21, W = 21, D = 8.7
Shaft = 3⁄4" (inc bush) x 1⁄4" dia.,
Bush = 6.35 x M9

Low cost high quality range of carbon logarithmic and linear potentiometers, having 5mm
spacing between pins, suitable for panel mounting applications. The plastic spindle has a flat
along its full length. Versions available with single carbon track, single track with DPST switch
and double ganged carbon track.

Stocked in the following OHMIC Values:

3006P (standard)

Pin thickness = 3

43P (standard)

L=10.7 (body), 50.0 (spindle, inc. bush)

3006P-7 (transparent)

5K = 114-1403 20K = 114-1406 100K = 114-1408 500K = 114-1410 1M = 114-1411
10K = 114-1404 50K = 114-1407 200K = 114-1409

Flatted shaft

Dia=20.4 (body), 6.35 (spindle)

H=6.35, Pin dia=0.5

100R = 114-1412 1K = 114-1415 10K = 114-1419 100K = 114-1422 500K = 114-1424
200R = 114-1413 2K = 114-1416 20K = 114-1420 200K = 114-1423 1M = 114-1425
500R = 114-1414 5K = 114-1418 50K = 114-1421

Slotted shaft

Drilling plan, top view

Mounting bush=7.4 x M9.5

Dielectric Strength - sea level 350VAC Temperature coefficient ±1000ppm/°C
Electrical rotation 270° ±10° Power rating 0.1W (Linear) @ 70°C
End Resistance 2R 0.05W (Log) @ 70°C
Mechanical rotation 300°±5° 0.05W (Dual Linear) per module
Operating temperature -55°C to +125°C 0.025W (Dual Log) per module
Resistance tolerance ±20%

H=6.35, Pin dia=0.5

Panel cut-out=9.6 dia

Drilling plan, top view

Price Each
Style Order Code 1+ 10+ 50+ 100+
Single Linear All Values ● 292.00 277.00 257.00 241.00
Single Log All Values ● 292.00 277.00 257.00 241.00
Dual Linear All Values ● 466.00 437.00 415.00 394.00
Dual Log All Values ● 466.00 437.00 415.00 394.00

Price Each
Style Order Code 1+ 50+ 100+ 500+ +
T93XA All Values ● 110.00 87.00 73.00 44.00 – –
T93XB All Values ● 110.00 87.00 73.00 44.00 – –
T93YA All Values ● 110.00 87.00 73.00 44.00 – –
T93YB All Values ● 110.00 87.00 73.00 44.00 – –

43P (Standard)

23 LIN

P9A Series

3006P (standard)

0.1W (Linear) & 0.05W (Logarithmic)

23 LOG

3006P-7 (transparent)

Ì Panel & PCB mounting conductive plastic potentiometers 
Ì Single or Dual gang versions
Ì Ultra compact
Ì Ideal for professional audio applications

Stocked in the following OHMIC Values:

Body H = 12.5, W, = 12.5, D = 7.1 (Single Gang), 9.6 (Dual Gang)

207318

T93YB


