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636 Power Supplies & DC to DC Convertors

Prices are in Thai Baht and exclude 7% VAT.

Due to the volatile nature of certain products,

prices are subject to change without notice.
636 1,000s more products available at www.farnell-newarkinone.com

PCB Mounting DC to DC Convertor -
continued

2W - Single Output NDL Series - continued
Wide Input - continued

(Nom) Vin Output Mftrs. List No. Order Code Connections

5 4.5-9 5V dc 600mA NDY0505C 102-1417 Pin 1, 24 Vin
5 4.5-9 12V dc 250mA NDY0512C 102-1418 Pin 10, 15 0V
5 4.5-9 15V dc 200mA NDY0515C 102-1419 Pin 11 & 14 +V
12 9-18 5V dc 600mA NDY1205C 102-1420 Pin 12 & 13 GND
12 9-18 12V dc 250mA NDY1212C 102-1421
12 9-18 15V dc 200mA NDY1215C 102-1422

24 18-36 5V dc 600mA NDY2405C 102-1423
24 18-36 12V dc 250mA NDY2412C 102-1425
24 18-36 15V dc 250mA NDY2415C 102-1426

Mftrs. List No. Input voltage Output 1 Output 2 Order Code
20IMX4-05-8 8.4-36 5V dc, 700mA — 121-5424
20IMX4-15-8 8.4-36 15V dc, 280mA — 121-5426
40IMX4-05-8 16.8-75 5V dc, 700mA — 121-5427
40IMX4-12-8 16.8-75 12V dc, 340mA — 121-5428
20IMX4-0505-8 8.4-36 +5V dc, 350mA , 350mA 121-5429
20IMX4-1212-8 8.4-36 +12V dc, 170mA -12V dc, 170mA 121-5430
20IMX4-1515-8 8.4-36 +15V dc, 80mA -15V dc, 80mA 121-5431
20IMX4-2424-8 8.4-36 +24V dc, 80mA -24V dc, 80mA 121-5432
40IMX4-1515-8 16.8-75 +15V dc, 140mA -15V dc, 140mA 121-5433
40IMX4-2424-8 16.8-75 +24V dc, 80mA -24V dc,80mA 121-5434

Connections
Single O/P Dual O/P

1+I/P +I/P
2GND GND
3+O/P +O/P
4OV OV
5OV -O/P

Price Each
Order Code 1+ 5+ 10+ 20+ + +

Single Output All Order Codes 3,944.00 – – – – – – – – – –
Dual Output All Order Codes 3,974.00 3,904.00 3,762.00 3,680.00 – – – –

Load and line regulation 0.5% max. Operating temperature -40°C to 85°C

Line Regulation 0.4% Operating temperature -40°C to 85°C
Load Regulation 0.75%

Input Variation ±0.5 Max.
Load Variation ±0.5% Max. (single output models)

±1.0% max. (dual output models)
Ripple & Noise 60mV pk-pk typ.
Efficiency 78% typ.
I/O Isolation 1500V dc
Operating Temperature -25°C - 75°C (no derating)
Safety Standards/Approval EN/IEC 60950, UL/cUL 1950 recognised

Input voltage range (nominal 5, 12V) ±10% Output voltage accuracy ±4%
Load voltage regulation (10% to 100% full load) ±0.5% Output ripple and noise 60mV pk to pk
Line voltage regulation (10% to 100% full load) ±0.5% Operating temperature -25°C to 70°C

4W, 20/40IMX Series

Input Voltage Output Voltage Output Current Mftrs. List No. Order Code
4.5 - 9V dc 5V dc 600mA TEL 3-0511 120-4952
4.5 - 9V dc ±12V dc ±125mA TEL 3-0522 120-4953
4.5 - 9V dc ±15V dc ±100mA TEL 3-0523 120-4954
9 - 18V dc 5V dc 600mA TEL 3-1211 120-4955
9 - 19V dc 12V dc 250mA TEL 3-1212 120-4957
9 - 18V dc ±12V dc ±125mA TEL 3-1222 120-4958
9 - 18V dc ±15V dc ±100mA TEL 3-1223 120-4959
10 - 30V dc 5V dc 600mA TEL 3-2011 120-4960
10 - 30V dc ±12V dc ±250mA TEL 3-2012 120-4961
10 - 30V dc ±12V dc ±125mA TEL 3-2022 120-4962
10 - 30V dc ±15V dc ±100mA TEL 3-2023 120-4963
18 - 36V dc 5V dc 600mA TEL 3-2411 120-4964
18 - 36V dc 12V dc 250mA TEL 3-2412 120-4965
18 - 36V dc ±12V dc ±125mA TEL 3-2422 120-4966
18 - 36V dc ±15V dc ±100mA TEL 3-2423 384-2137
36 - 75V dc 5V dc 600mA TEL 3-4811 119-6486
36 - 75V dc 12V dc 250mA TEL 3-4812 119-6487
36 - 75V dc ±12V dc ±125mA TEL 3-4822 119-6488
36 - 75V dc ±15V dc ±100mA TEL 3-4823 119-6489

Price Each
Order Code 1+ + + + +

NDY05 Series All Order Codes● 981.00 – – – – – – – –
NDY12 Series All Order Codes● 1,042.00 – – – – – – – –
NDY24 Series All Order Codes● 981.00 – – – – – – – –

Price Each
Order Code 1+ 10+ 25+ 50+ +

NDL24 Series All Order Codes● 1,204.00 1,143.00 1,086.00 980.00 – –
NDL48 Series All Order Codes● 1,204.00 1,143.00 1,086.00 1,042.00 – –

Vin Output
(Nominal) Vout Current (mA) Mftrs. List No. Order Code

Single Output
5 5 1000 NMXS0505SOC 102-1563
5 15 400 NMXS0515SOC 102-1568
5 12 470 NMXS0512SOC 102-1566
5 15 400 NMXS0515SOC 102-1568
12 5 1000 NMXS1205SOC 102-1570
12 12 470 NMXS1212SOC 102-1572
12 15 400 NMXS1215SOC 102-1574

Dual Output
5 ±5 500 NMXD0505SOC 102-1550
5 ±12 235 NMXD0512SOC 102-1553
5 ±15 200 NMXD0515SOC 102-1555

12 ±5 500 NMXD1205SOC 102-1557
12 ±12 235 NMXD1212SOC 102-1559
12 ±15 200 NMXD1215SOC 102-1561

Mftrs. Price Each
List No. Order Code 1+ 5+ 10+ 25+

TEL 3-0511 120-4952● 3,799.00 – – – – – –
TEL 3-0522 120-4953● 2,562.00 – – – – – –
TEL 3-0523 120-4954● 3,885.00 – – – – – –
TEL 3-1211 120-4955● 2,195.00 – – – – – –
TEL 3-1212 120-4957● 1,488.00 – – – – – –
TEL 3-1222 120-4958● 1,780.00 – – – – – –
TEL 3-1223 120-4959● 1,780.00 – – – – – –
TEL 3-2011 120-4960● 2,128.00 – – – – – –
TEL 3-2012 120-4961● 1,639.00 1,559.00 1,473.00 1,392.00
TEL 3-2022 120-4962● 2,128.00 – – – – – –
TEL 3-2023 120-4963● 2,775.00 2,635.00 2,498.00 2,299.00
TEL 3-2411 120-4964● 1,488.00 – – – – – –
TEL 3-2412 120-4965● 2,228.00 – – – – – –
TEL 3-2422 120-4966● 2,267.00 – – – – – –
TEL 3-2423 384-2137 1,288.00 – – – – – –
TEL 3-4811 119-6486● 1,484.00 1,408.00 1,333.00 1,263.00
TEL 3-4812 119-6487● 1,484.00 1,408.00 1,333.00 1,263.00
TEL 3-4822 119-6488● 1,534.00 1,459.00 1,379.00 1,304.00
TEL 3-4823 119-6489● 1,534.00 1,459.00 1,379.00 1,304.00

Single/Dual

NDY Series 3W DC/DC Converters

TEL-3 Series, 3 Watt

205851

For full specifications and Pin out details contact our Data Department.

Ì DC/DC convertor in SMD design
Ì Wide 2:1 input range
Ì High efficiency

For full specification and further pin out details contact our Data Department

205836

Ì 1KV dc input/output
isolation

Ì Short circuit protection
Ì 2:1 wide input range
Ì Fully encapsulated

NMXSO Series 5/6W DC/DC Converters

213450

Small Outline

Ì No heat sink required
Ì Low profile package
Ì High efficiency to 83%
Ì Power density 0.90W/cm3

Ì Packaged to UL94V-0
Ì RoHS Compliant

Ì Extremely wide input voltage range
Ì Galvanic isolation, single and dual outputs
Ì High efficiency (typ 82%)
Ì No load and short circuit proof
Ì High reliability, no derating
Ì Operating temperature -25°C to 71°C
Ì DIL 24 case with 8.5mm profile

337878

H = 7.00 (excl. pins)
W = 14.66, L = 32.26

Ì Indefinite short circuit protection
Ì 24-pin plastic package
Ì 3 year manufacturer’s warranty

205927

Ì 1kV dc isolation
Ì No heatsink required
Ì Single or dual output

Ì Industry standard pinout
Ì Power density 0.53w/cm3

Ì UL94V-0 package material

Ì Pi input filter
Ì Efficiency to 75%
Ì RoHS Compliant

Pin dia.=1.02 Underside view


