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C = CYAN M = Magenta Y = Yellow B = Black/THAI

79Connectors - IDC

300,000 products, stocked and ready to despatch 79

Metal ‘D’ Tin & Dimple

Card Edge
2.54 Pitch

Commercial IDC Connectors

Contact rating 1A Housing Steel yellow chromate plated
Contact resistance 15mR or steel tin plated
Insulation resistance 1000MΩ min. Insulation Glass filled polyester (UL94V-0)
Working voltage 350V dc/ac peak Contact material Beryllium Copper
Temperature range -55°C to 85°C limited gold over nickel plating

by PVC ribbon cable Wire size 28-26AWG
Mating cycles 250

No. of Mftrs. Price Each
Ways List No. Order Code 1+ 10+ 50+ 100+ +

Yellow Chromate
Plugs

9 FC9P 460-060▲ 253.00 203.00 190.00 177.00 – –
9 FC9P-LF 111-4138● 253.00 203.00 190.00 177.00 – –

15 FC15P 460-072▲ 333.00 320.00 266.00 241.00 – –
15 FC15P-LF 111-4139● 333.00 320.00 266.00 241.00 – –
25 FC25P 460-084▲ 413.00 372.00 327.00 301.00 – –
25 FC25P-LF 111-4140● 413.00 372.00 327.00 301.00 – –
37 FC37P 460-096▲ 511.00 448.00 409.00 370.00 – –
37 FC37P-LF 111-4142● 511.00 448.00 409.00 370.00 – –

Sockets
9 FC9S 460-102▲ 278.00 250.00 222.00 200.00 – –
9 FC9S-LF 111-4143● 278.00 250.00 222.00 200.00 – –

15 FC15S 460-114▲ 366.00 349.00 293.00 265.00 – –
15 FC15S-LF 111-4144● 366.00 349.00 293.00 265.00 – –
25 FC25S 460-126▲ 456.00 416.00 361.00 330.00 – –
25 FC25S-LF 111-4145● 456.00 416.00 361.00 330.00 – –
37 FC37S 460-138▲ 608.00 551.00 486.00 440.00 – –
37 FC37S-LF 111-4146● 608.00 551.00 486.00 440.00 – –

Tin & Dimple
Plugs

9 FC9PTI 460-140▲ 269.00 250.00 235.00 182.00 – –
9 FC9PTI-LF 111-4147● 269.00 250.00 235.00 182.00 – –

15 FC15PTI 460-151▲ 331.00 307.00 288.00 222.00 – –
15 FC15PTI-LF 111-4148● 331.00 307.00 288.00 222.00 – –
25 FC25PTI 460-163▲ 422.00 392.00 368.00 284.00 – –
25 FC25PTI-LF 111-4149● 422.00 392.00 368.00 284.00 – –
37 FC37PTI 460-175▲ 547.00 509.00 477.00 368.00 – –
37 FC37PTI-LF 111-4150● 547.00 509.00 477.00 368.00 – –

Sockets
9 FC9ST 460-187▲ 282.00 261.00 250.00 204.00 – –
9 FC9ST-LF 111-4151● 282.00 261.00 250.00 204.00 – –

15 FC15ST 460-199▲ 348.00 310.00 298.00 242.00 – –
15 FC15ST-LF 111-4152● 348.00 310.00 298.00 242.00 – –
25 FC25ST 460-205▲ 437.00 406.00 389.00 317.00 – –
25 FC25ST-LF 111-4154● 437.00 406.00 389.00 317.00 – –
37 FC37ST 460-217▲ 612.00 569.00 544.00 445.00 – –
37 FC37ST-LF 111-4155● 612.00 569.00 544.00 445.00 – –

Ì A range of commercial IDC ’D’ connectors 
Ì Available with or without 4-40 UNC threads
Ì Design allows use with standard backshells

H=18.0, D=10.0 Without mounting flange

Metal ‘D’ IDC Connectors

Current Rating 1.5A Materials
Dielectric Withstand Voltage 1000V Insulator Glass filled polyester resin
Insulation Resistance 5000MR Flammabliity rating UL94V-0
Contact Resistance Less than 10mR Contact Copper alloy
Operating Temperature -55°C to 105°C Contact - Plating Gold over Nickel
Durability 100 Cycles min.

H=18.0, D=10.0 With mounting flange

Ì Suitable for printed circuit boards of 1.6mm thickness

219661/406801

208927

Ì Polarising key available separately

No. of Price Each
Ways Order Code 1+ 25+ 50+ 250+ +

Long Latch 90° Pins
60 316-6650 111.00 96.00 87.00 75.00 – –
64 316-6661 118.00 103.00 94.00 82.00 – –
Short Latch Straight Pins
10 316-6752‡ 25.00 22.00 18.00 16.00 – –
10 109-9037● 25.00 22.00 18.00 16.00 – –
16 316-6776‡ 32.00 28.00 25.00 20.00 – –
16 109-9038● 32.00 28.00 25.00 20.00 – –
20 316-6788‡ 39.00 33.00 30.00 26.00 – –
20 109-9039● 39.00 33.00 30.00 26.00 – –
26 316-6790‡ 46.00 40.00 36.00 30.00 – –
26 109-9040● 46.00 40.00 36.00 30.00 – –
34 316-6806‡ 62.00 54.00 49.00 42.00 – –
34 109-9041● 62.00 54.00 49.00 42.00 – –
40 316-6818‡ 72.00 65.00 57.00 50.00 – –
40 109-9042● 72.00 65.00 57.00 50.00 – –
60 316-6831 104.00 95.00 88.00 76.00 – –

Ì Compact crimp mechanism, 13.0mm
depth behind mounting flange, 1mm wide
including cable wrap over

Ì Suitable for shielded or non-shielded
shells of narrow profile

No. of Price Each
Ways Order Code 1+ 25+ 50+ 100+ +

Plugs - Unthreaded
9 154-805● 253.00 238.00 226.00 199.00 – –

15 154-817● 307.00 291.00 277.00 243.00 – –
25 154-829● 361.00 342.00 325.00 285.00 – –
37 154-830● 538.00 509.00 484.00 425.00 – –

Sockets - Unthreaded
9 154-842● 253.00 238.00 226.00 199.00 – –
15 154-854● 307.00 291.00 277.00 243.00 – –
25 154-866● 361.00 342.00 325.00 285.00 – –
37 154-878● 538.00 509.00 484.00 425.00 – –

Plugs - 4-40 UNC Threaded
9 154-880● 295.00 279.00 265.00 233.00 – –
15 154-891● 356.00 337.00 320.00 281.00 – –
25 154-908● 406.00 384.00 365.00 320.00 – –
37 154-910● 580.00 551.00 523.00 458.00 – –

Sockets - 4-40 UNC Threaded
9 154-921● 295.00 279.00 265.00 233.00 – –
15 154-933● 353.00 334.00 317.00 278.00 – –
25 154-945● 406.00 384.00 365.00 320.00 – –
37 154-957● 580.00 551.00 523.00 458.00 – –

Ì UL recognised and CSA Approved
No. of Ways Body Length Fixing Centres

20 37.06 48.26
26 44.68 52.88
34 54.84 66.04
40 62.46 73.66
50 75.16 86.36

Housing material Glass Filled Polyester,UL94V-0
Contact material Gold over Nickel, Copper alloy
Contact rating 1A @70°C

208860

No. of Price Each
Ways Mftrs. List No. Order Code 1+ 50+ 100+ 500+ +

Without Mounting Flanges
20 006338020000040 635-730● 164.00 153.00 147.00 132.00 – –
26 006338026000040 635-741● 194.00 185.00 174.00 155.00 – –
34 006338034000040 635-753● 228.00 212.00 204.00 183.00 – –
40 006338040000040 635-765● 262.00 247.00 235.00 210.00 – –
50 006338050000040 635-777● 306.00 290.00 276.00 246.00 – –

With Mounting Flanges
20 006338020000042 635-789● 164.00 153.00 147.00 132.00 – –
26 006338026000042 635-790● 194.00 185.00 174.00 155.00 – –
34 006338034000042 635-807● 228.00 213.00 204.00 183.00 – –
40 006338040000042 635-819● 262.00 250.00 235.00 210.00 – –
50 006338050000042 635-820● 306.00 287.00 276.00 246.00 – –

Price Each
Polarising Key 10+

606338440400000 635-832● 8.00


