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Cable & Wire

Electronic, Electrical and Mechanical

SINGAPORE CATALOGUE

Prices are in Singapore Dollars and exclusive of GST

IDC Ribbon Cable — Continued
Grey 0.63mm (0.026") Pitch

217-13022-57013-380
217-12602-57013-168
217-12591-57013-950
161-07392-57013-526
217-12351-57013-320

100+50+10+1+Order CodeMftrs.List No.Conductors
Price Per Reel30.5m Reels

Ì UL Approved (Style 2678), Flame retar-
dant PVC insulated jacket

Ì The first conductor is identified by a
Red leading edge.

Wire gauge 30 AWG solid Impedance 105Ω
Temperature rating -20°C to +105°C Colour Grey
Voltage rating 300V

503

Grey 1.27mm (0.05") Pitch 

165-39692-57040-264
217-128457040-650
217-127257040-540
217-13991-57040-837
217-137557040-326
217-136357040-225
217-135157040-120
217-13401-57040-616
217-12111-57040-414
217-13261-57040-310
217-13141-57040-29
165-39212-57040-08

100+50+10+1+Order CodeMftrs.List No.Conductors
Price Per Reel30.5m Reels

Ì UL Approved (Style 2678), Flame
retardant PVC insulated jacket

Ì The first conductor is identified by a
Red leading edge.

Wire gauge 28 AWG stranded Impedance 105Ω
Temperature rating -20°C to +105°C Colour Grey
Voltage rating 300V

504

Colour Coded 1.27mm (0.05") Pitch
AMP Code 10™

165-40566-57643-464
165-40446-57643-060
165-40325-57643-050
165-40204-57643-040
165-40193-57643-737
165-04402-57643-626
165-04392-57643-525
165-04152-57643-020
165-03971-57643-414
165-03851-57643-010

100+50+10+1+Order CodeMftrs.List No.Conductors
Price Per Reel30.5m Reels

Ì UL Approved (Style  2884) 
Ì Colour coded flat PVC - Flame retardant

Wire gauge 28 AWG Impedance 105Ω
Temperature rating -20°C to +105°C Colour 10 colour repeat
Voltage rating 300V RMS

506

Grey 1.27mm (0.05") Pitch
Ì UL Approved (Style 2651),

manufactured in VW-1 flame retardant
PVC sleeving 

Ì The first conductor is identified by a
Red leading edge

296-91017.91 297-39260
296-90915.05 297-38050
296-89211.93 297-37940
296-88011.08 297-36737
296-87910.11 297-35534
296-8677.80 297-34326
296-8557.44 297-33125
296-8435.92 297-32020
296-8314.78 297-31816
296-8204.52 297-30615
296-8184.19 297-29014
296-8063.02 297-28810
296-7902.67 297-2769

10+5+3+1+Order CodeConductors
Price Per ReelOrder

Code

30.5m ReelsPrice
Per m

Continuous Length in 
1m Multiples

Mftrs. List No. 3365 + No. of Ways

Wire gauge 28 AWG stranded, 
7/36 AWG tinned copper

Temperature rating 105°C,
Voltage rating 300V, Impedance 108Ω

Capacitance 42pF/m
Inductance 0.49µH/m
Insulation resistance 1010Ω
Colour Grey

95

Halogen Free 1.27mm (0.05") Pitch – Scotchflex™

Ì UL Approved (Style
20930), manufactured in low toxicity
VW-1 flame retardant Halogen Free
polyolefin insulation

Ì The first conductor is identified by a Red
leading edge.

297-25225.38 297-73250
297-239.21.00 297-71934
297-227.17.16 297-70726
297-215.15.15 297-69020
297-185.11.64 297-66510

10+5+3+1+Conductors
Price Per ReelOrder

Code
Order
Code

1m Multiples
30.5m Reels   Price

Per m
Continuous Length in 

Mftrs. List No. 2010 + No. of Ways

Wire gauge 28 AWG stranded Capacitance 38.1pF/m
7/36 AWG tinned copper Inductance 0.52µH/m

Temperature rating 105°C Insulation resistance 1010Ω
Voltage rating 300V Colour Off White
Impedance 107Ω

173

Colour Coded 1.27mm (0.05") Pitch

Mftrs. List No. 3302 + No. of Ways

Ì UL Approved (Style 2776),
manufactured in VW-1 flame retardant
PVC sleeving

Ì Colour coded for easy wire identification

Wire gauge 28 AWG  (7/36 AWG) tinned copper
Temperature rating 80°C, Voltage rating 300V, Impedance 105Ω

Capacitance 46.2pF/m
Inductance 0.49µH/m
Insulation resistance 109Ω
Colour 10 colour repeat

96

297-04525.06 297-52560
297-03320.90 297-51350
297-02116.74 297-50140
297-01015.47 297-49537
297-00814.17 297-48334
296-99510.89 297-47126
296-98310.47 297-46025
296-9718.39 297-45820
296-9606.73 297-44616
296-9465.82 297-42214
296-9344.19 297-41010
296-9223.74 297-4099

10+5+3+1+Conductors
Price Per ReelOrder

CodeOrder Code
1m Multiples

30.5m Reels   Price
Per m

Continuous Length in 


