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Grey 1.27mm (0.05") Pitch

148-286.20.90 148-30164
148-28520.57 148-30060
148-284.16.84 148-29950
148-283.13.98 148-29840
148-282.13.13 148-29737
148-281.10.11 148-29634
148-280.8.71 148-29526
148-279.6.01 148-29425
148-278.8.13 148-29324
148-277.7.31 148-29220
148-276.5.69 148-29116
148-275.5.46 148-29015
148-274.4.88 148-28914
148-273.3.84 148-28810
148-2723.97 148-2879

10+5+1+Order CodeConductors
Price Per ReelOrder

Code

30.5m ReelsPrice
Per m

Continuous Length in 1m
Multiples

Mftrs. List No. 191-280-1 + No. of ways.

Ì UL Approved (Style 2651), manufac-
tured in a flame retardant PVC sleeving

Ì The first conductor is identified by a
Red leading edge.

Ì CSA approved

Wire gauge 28 AWG stranded Impedance 105Ω
7/36 tinned copper Capacitance 55.8pF/m

Temperature rating -20°C to +105°C Inductance 0.59µH/m
Voltage rating 300V Insulation resistance 1010Ω
Current rating 1A nominal

93

Colour Coded 1.27mm (0.05") Pitch

148-312.27.07 148-32550
148-31120.90 148-32440
148-310.19.83 148-32337
148-309.18.46 148-32234
148-30814.63 148-32126
148-30511.51 148-31820
148-304.8.61 148-31716
148-303.7.90 148-31614
148-3025.69 148-31510

10+5+1+Order CodeConductors
Price Per ReelOrder

Code

30.5m ReelsPrice
Per m

Continuous Length in 1m
Multiples

Mftrs. List No. 135-2802-3 + No. of ways.

Wire gauge 28 AWG stranded Impedance 105Ω
7/36 tinned copper Capacitance 55.8pF/m

Temperature rating -20°C to +105°C Inductance 0.59µH/m
Voltage rating 300V Insulation resistance 1010Ω
Current rating 1A nominal

Ì UL Approved (Style 20130) manu-
factured in a flame retardant PVC sleev-
ing

Ì Colour coding allows easy circuit 
tracing and routing

Ì CSA approved
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Blue 1.27mm (0.05") Pitch

Mftrs. List No. (171-xx-100) where xx =No. of conductors

Ì UL Approved (Style 2651)
for internal wiring of elec-
tronic computer and busi-
ness machines

Ì First conductor is identified by a Red leading
edge.

Wire gauge 28 AWG stranded Capacitance 45.9pF/m
Temperature rating 105°C Inductance 0.46µH/m
Voltage rating 300V Insulation resistance 1010Ω
Impedance 100Ω Colour Light Blue
Current rating 1A
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†Available until stocks are exhausted
.302-21119.47 302-04164
.302-20023.08 302-03060
.302-19314.69 302-02850
.302-18112.03 302-01640
.302-17011.47 302-00437
.302-1568.87 301-98034
.302-144†8.03 301-978†28
.302-1327.54 301-96626
.302-1207.38 301-95425
.302-1076.34 301-93020
.302-0904.97 301-92916
.302-0894.71 301-91715
.302-0774.42 301-90514
.302-0653.87 301-89910
.302-053 3.51 301-8879

10+5+1+Conductors
Price Per Reel

Order CodeOrder Code
1m Multiples

30.5m Reels   Price
Per m

Continuous Length in 

Colour Coded 1.27mm (0.05") Pitch

302-47841.28 302-340.64
302-46636.11 302-33860
302-45433.54 302-326.50
302-44230.97 302-314.40
302-43023.24 302-302.34
302-42920.38 302-296.26
302-41718.07 302-28425
302-39913.16 302-260.20
302-38712.64 302-259.16
302-36311.05 302-235.14
302-3518.26 302-223.10

10+5+1+Order CodeConductors
Price Per ReelOrder

Code

30.5m ReelsPrice
Per m

Continuous Length in 1m
Multiples

Mftrs. List No. (201-xx-100) where xx=No of conductors

Ì UL Approved (Style
20067) for internal
wiring of electronic
computer and busi-
ness machines

Ì The cable is colour coded allowing
quick and easy identification for 
harness breakouts and as a polarity
check.

Wire gauge 28 AWG stranded Impedance 100Ω
Temperature rating 105°C Capacitance 45.9pF/m
Voltage rating 300V Inductance 0.46µH/m
Current rating 1A Insulation resistance 1010Ω
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High Flex Life Cable (0.05") Pitch

BlackColour107ΩImpedance
1010ΩInsulated resistance300VVoltage rating
0.49uH/mInductance-20°C to +105°CTemperatire rating
43.6pF/mCapacitance28AWG strandedWire gauge

332-9938170.11333-207034
332-9926130.16333-206826
332-9914100.10333-205620
332-990280.11333-204416
332-989670.20333-203214
332-988454.11333-202010

10+5+1+
Order CodePrice Per mOrder CodeConductors

Price per Reel30.5 ReelsContionous length in 1m Multiples 

Ì  UL Approved (Style 2651), man-
ufactured in VW-1 flame redard-
ant Black PVC sleeving

Ì  The first conductor is identified
by a Blue leading edge

Ì  Flex life of 100 million cycle at 17 inch diameter
Ì  Silver plated stranded copper alloy conductors

Mftrs. List No. 3319 + No. of Conductors
CAB653
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