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Loose Twisted Flat (0.05") Pitch

10 colour repeatColour43.6pF/mCapacitance
1010ΩInsulation resistance115ΩImpedance
0.59uH/mInductance300VVoltage rating
270mm twisted etc.-20°C to +80°CTemperature range
270mm twisted, 50mm flatCable construction28AWG strandedWire gauge

332-987264
332-986040
332-985910

10+5+1+Order CodeNo. of conductors
Price Per Reel30.5m Reels

Ì  UL Approved (Style 20488),
manufactured in coloured VW-
1 flame retardant PVC sleeving

Ì  Loose twisted pairs provide
extra flexibility, extended prod-
uct life and allow for easy routing

CAB652

Mftrs. List No. (3782-xxP-270) where xx = No. of conductors

Round to Flat 1.27 (0.05" ) Pitch
AMP-Twist™

165-04902-57648-020
100+50+10+1+Order CodeMftrs.List No.No. of Pairs

Price Per Reel30.5m Reels

Ì UL listed 
Ì Colour coded twist to flat PVC insulated

- Flame retardant

Wire gauge 28 AWG 7/36 Current rating 0.5A
Temperature rating -20°C to +105°C Impedance 125Ω unshielded
Voltage rating 300V RMS .Colours 11 colour repeat

508

Round and Flat 1.27mm (0.05") Pitch
Ì UL Approved (Style 20267)

round and flat PVC insulated ribbon
cable for either discrete or IDC termina-
tion

Ì Repeat of 35mm separated and 25mm
bonded conductors

Ì Screened in aluminium polyester tape with overall tinned copper braid for excellent
RFI/EMI protection

Ì Sheathed overall in Black PVC.

 297-17343.52 297-65360
297-16139.03 297-64150
297-15033.90 297-63040
297-14833.05 297-62837
297-13631.23 297-61634
297-12427.82 297-60426
297-11227.27 297-59825

 297-10024.31 297-58620
297-09423.47 297-57416
297-08222.49 297-56215
297-07021.74 297-55014

 297-06919.96 297-54910
297-05719.08 297-5379

10+5+3+1+Conductors
Price Per Reel

Order CodeOrder Code
1m Multiples

30.5m Reels   Price
Per m

Continuous Length in 

Mftrs. List No. 3659 + No. of Ways

Wire gauge 28 AWG stranded Capacitance 90.9pF/m
7/36 AWG tinned copper Inductance 0.43µH/m

Temperature rating 80°C Insulation resistance 1010Ω
Voltage rating 300V Colour Cable: Grey/Red leading edge
Impedance 62Ω Sheath: Black

189

Twisted Round Shielded/ Jacketed Ribbon
Cable (0.05")

GreyColour
1010ΩInsulated Resistance17ΩImpedance
0.39uH/mInductance300VVoltage rating
79.4pF/mCapacitance-20°C to +80°CTemperature rating
270mm twisted etc7/36 AWG tinned copper
270mm twisted, 50mm flatCable construction28AWG strandedWire gauge

332-9975333-211117
332-9963333-21008
332-9951333-20937
332-9940333-20815

10+5+1+
Order CodePrice Per mOrder CodeNo. of Pairs

Price Per Reel30.5 ReelsContinuous Lgth in 1m Multiples 

Ì  UL Approved (Style 2935), manufactured in Grey VW-1 flame redardant PVC sleev-
ing

Ì  Cable consists of jacket, tinned copper braided shielding, tape wrapping, PVC insu-
lation and tinned stranded copper coductors

Ì  Shielding provides excellent RFI/EMI protection

CAB659
Mftrs. List No. (3784-0xxP-540) where xx = No. of conductors

Round ‘N’ Flat 1.27mm (0.05") Pitch
Flat ribbon cable with separated conduc-
tors every alternate 19mm (¥"), within two
layers of shielding all in a round outer
sheath minimising the effect of EMI/RFI.
The first layer is helically wrapped alumini-
um/mylar, the second layer being tinned
copper braid. Overall sheathed in a flexible
flame retardant PVC covering. UL/CL2/CSA
certified

. 148-381.30.91 148-38437
148-380.27.20 148-38326
148-379.26.98 148-38225

10+5+1+Order CodeConductors
Price Per ReelOrder

Code

30.5m ReelsPrice
Per m

Continuous Length in 1m
Multiples

Mftrs. List No. (159-2801-0xx) where xx =No. of conductors.

Wire gauge 28 AWG stranded Inductance 0.49µH/m
7/36AWG tinned copper Insulation resistance 1010Ω

Temperature rating -20°C to +105°C Outside dia: 25 & 26 way 9.1mm
Voltage rating 300V 37 way 10.4mm
Current rating 1A nominal Colour: Cable Grey
Impedance 75Ω Jacket Black
Capacitance 78.7pF/m.@1MHz
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Round and Flat 1.27mm (0.05") Pitch

 .302-831302-79050
.302-820 302-78837
.302-818302-77625
.302-806302-76415

10+5+1+Order CodeConductors
Price Per ReelOrder

Code

30.5m ReelsPrice
Per m

Continuous Length in 1m
Multiples

Mftrs. List No. (300-xx-100) where xx=No of conductors

Ì 2 level screen-
ing aluminium foil and copper braid

Ì Meets requirements of A and B class
FCC regulations

Ì Sheathed overall in highly flexible PVC

Wire gauge 28 AWG (7/36 AWG) Impedance 65Ω
Operating temperature -20°C to +80°C Current rating 1A
Voltage rating 300V Capacitance 95pF/m

103

Shielded/Jacketed 1.27mm (0.05") Pitch

165-01172-57646-525
100+50+10+1+Order CodeMftrs.List No.Conductors

Price Per Reel30.5m Reels

Ì UL Approved (Style 20081), 100%
Shielded/Jacketed IDC cable meets FCC
EMI/RFI

Ì Reduced crosstalk attenuation
Ì Shielded from external electrical inter-

ference
Ì Grey PVC insulation with Red polarity

stripe

Wire gauge 28 AWG stranded Impedance 45Ω
Temperature rating -20°C to +105°C Colour Grey
Voltage rating 300V Shielding Aluminium/Polyester/Aluminium

505


