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Cable Accessories

Electronic, Electrical and Mechanical

SINGAPORE CATALOGUE

Prices are in Singapore Dollars and exclusive of GST

Cable Markers — Continued

Chevron Cut Helagrip Mk2 Kits

.135-5982.25 - 5.0mm2-5

.135-5861.3 - 2.8mm1-3

.135-5741.27 - 2.0mm0-0
25+10+1+Order CodeCable Diameter Size 

Price Each

H=45, W=265, D=170

Ì Convenient 18 compartment storage box
Ì Three size options:

0-0 for cable dia. 1.27 - 2.0mm
1-3 for cable dia. 1.3   - 2.8mm
2-5 for cable dia. 2.25 - 5.0mm

Ì Kit contains 4500 markers, 250 each of 
following:
0-9 inclusive (coloured), R, S, T, +, -, L, N,
fl (white)

Ì Contents individually refillable from standard
Helagrip Mk2 range

553

Heat Shrink Markers

Operating temperature -55°C to +135°C

Z
.445-083.444-698.444-303Y
.445-071.444-686.444-297X
.445-060.444-674.444-285W
.445-058.444-662.444-273V
.445-046.444-650.444-261U
.445-034.444-649.444-250T
.445-022.444-637.444-248S
.445-010.444-625.444-236R
.445-009.444-613.444-224Q
.444-996.444-601.444-212P
.444-984.444-595.444-200O
.444-972.444-583.444-194N
.444-960.444-571.444-182M
.444-959.444-560.444-170L
.444-947.444-558.444-169K
.444-935.444-546.444-157J
.444-923.444-534.444-145I
.444-911.444-522.444-133H
.444-900.444-510.444-121G
.444-893.444-509.444-110F
.444-881.444-492.444-108E
.444-870.444-480.444-091D
.444-868.444-479.444-080C
.444-856.444-467.444-078B
.444-844.444-455.444-066A
.444-832.444-443.444-054fl
.158-021.158-010.158-008/
.444-820.444-431.444-042-
.444-819.444-420.444-030+
.444-807.444-418.444-0299
.444-790.444-406.444-0178
.444-789.444-390.444-0057
.444-777.444-388.443-9926
.444-765.444-376.443-9805
.444-753.444-364.443-9794
.444-741.444-352.443-9673
.444-730.444-340.443-9552
.444-728.444-339.443-9431
.444-716.444-327.443-9310

Order CodeOrder CodeOrder Code

Nom. dia. 12mmNom. dia. 6mmNom. dia. 3mm
12/4 Size6/2 Size3/1 Size

Legend

All Order Codes12/4
All Order Codes6/2
All Order Codes3/1

50+25+10+5+1+Order CodeSize
Price Per Pack100 Per Pack

Three sizes of heat shrink markers manufactured in White radiation crosslinked poly-
olefin with Black legend. Flame retardant to ASTMD876 with a shrink ratio of 3:1 when
heated to and above 120°C. Covers a diameter range of 3 to 12mm.

323X
.445-095.444-704.444-315

Chevron Cut Helagrip Mk 2 Cassettes

799-919.2-5 2.25-5.0mm
799-907.Size 1-3 1.3-2.8mm 

25+10+1+
Price Each

Order CodeSIze 

Ì Pocket sized
Ì Quick efficient cable identification
Ì Two size options: SIZE 1-3 for cable dia. 1.3-2.8mm,

SIZE 2-5 for cable dia. 2.25-5.0mm
Ì Teflon coated applicator tool, stores in centre of cassette
Ì Refillable with Helagrip Mk2 Cable Markers
Ì Both sizes contain: 25 of A, E, L, N, R, S, T, +, -, fl(white)

25 of 0-9 inclusive (coloured)
Ì Size 1-3 also has an extra 25 of 0, 1, 2, 3

Cable
Diameter

H=15, W=90, D=77

445

Chevron Cut Helagrip Mk
Bench Dispenser Kit

.305-3593Empty Dispenser Rack
305-3581Dispenser Kit

25+10+1+
Price Each

Order Code

Ì Convenient 15-compartment dispenser
rack

Ì Ideal for workbench applications
Ì Marker size 2-5 for cable dia.

2.25-5.0mm
Ì Kit contains 15000 White markers,

1000 each of the following;
0-9 inclusive, R, Y, B, L and N

Ì Contents individually refillable from
standard Helagrip Mk2 range

Ì Dispenser rack available separately

625
H=225, W=255, D=170

Chevron Cut – Helagrip Mk 2

Reel dia.=158.0

A range of right-facing chevron cut soft PVC cable markers available in either CEGB
approved black on white or colour coded versions. Supplied semi-severed on self-grip
dispenser reels of 1000. Flame retardant to UL94V-0.

159-130276-790135-720White9
159-128276-789135-719Grey8
159-116.276-777.135-707Violet7
159-104.276-765.135-690Blue6
159-098.276-753.135-689Green5
159-086.276-741.135-677Yellow4
159-074.276-730.135-665Orange3
159-062.276-728.135-653Red2
159-050.276-716.135-641Brown1
159-049.276-704.135-630Black0

Order CodeOrder CodeOrder CodeColourLegend

Size 2-5
Cable Dia.
2.25-5.0

Size1-3
Cable Dia.
1.3-2.8

Size 0-0
Cable Dia.
1.27-2.0

Operating temperature -65°C to +105°C (+135°C peak, 200 hrs. max.)

158-951276-510135-744White1
158-940276-509135-732White0

continued


