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Connectors – Audio

Electronic, Electrical and Mechanical

SINGAPORE CATALOGUE

Prices are in Singapore Dollars and exclusive of GST

2.5mm Subminiature Jack
2 Pole, Low Cost

Ì Black plastic shell with a cable clamp
Ì Moulded cable strain relief

Ì Japanese specification

CA032

 473-467Panel socket
  152-199.Line socket

 152-197.Free plug
1000+500+250+50+5+Order Code

Price EachOrder Multiple=5

152-199
L=39, Dia=9.5

152-197
L=40, Dia=8

Cable entry=4.0 max

473-467
H=9.6, W=7.2, D=16
Panel cut-out=5.0 dia

Note: To avoid compatibility problems it is advisable not to mix these jack plugs & sockets with other
types.

2 Pole, High Quality

143-317
L=31.5, Dia=8.9

Cable entry=3.3 max.

143-337
H=15.7, W=10.7, D=11.4

Panel cut-out=5.3 Dia

143-337Switched socket
   143-318Screened plug

  143-317Insulated plug
1000+500+250+100+1+

Price Each
Order Code

143-318
L=31.5, Dia=6.4

Note: To avoid compatibility problems, it is advisable not to mix these jack plugs & sockets with
other types.

CA033

3.5mm Subminiature Jack
2 Pole, Low Cost

152-206PCB socket
152-201.Panel socket

 152-202.Line socket
152-200.Free plug

1000+500+250+100+5+Order Code
Price EachOrder Multiple=5

152-202 
L=39, Dia=9.5

152-201
H=16.3, W=8, D=9.5

152-200 
L=52, Dia=10

152-206 
H=16, W=11, D=10

Cable entry=4.0 max

Ì Black plastic shell with a cable clamp 
Ì Moulded cable strain relief

Ì Japanese specifica-
tion

Panel cut-out=6.0 dia

CA034

Note: To avoid compatibility problems it is advisable not to mix these jack plugs & sockets with other
types.

2 Pole, High Quality

143-313
L=34, Dia=8.9

Cable entry=3.3 max.

143-334
H=14.1, W=10.7, D=15.5

Panel cut-out=6.4 Dia

CA035

143-314
L=34, Dia=6.4

Note: To avoid compatibility problems, it is advisable not to mix these jack plugs & sockets with
other types.

 143-334Switched socket
 143-314Screened plug

143-313Insulated plug
1000+500+250+100+1+

Price Each
Order Code

2 Pole, Screw Locking

  149-932PCB socket
 143-335Socket

 143-312Plug
1000+500+250+100+1+

Price Each
Order Code

Socket: 143-335
H=14.2, W=10.9, D=15.5

Panel cut-out=8.2 Dia

Plug: 143-312
L=34, Dia=9.7

Cable entry=3.3 max.

PCB Socket: 149-932
H=9.4, W=10.7, D=15.4

PCB drilling pattern
W=9.0, D=3.4

PCB hole size=1.2

CA036

Note: To avoid compatibility problems, it is advisable not to mix
these jack plugs & sockets with other types.

3 Pole (Stereo), Low Cost Plugs and Sockets

152-204
H=6, W=12, D=16

152-205
L=39, Dia=9.5

152-204.PCB socket
 152-205Line socket

152-203.Free plug
500+250+100+50+2+Order Code

Price EachOrder Multiple=2

Cable entry=4.0 max

152-203
L=52, Dia=10

Note: To avoid compatibility problems it is advisable not to mix these jack plugs & sockets with other
types.

Ì Black plastic shell with a cable clamp 
Ì Moulded cable strain relief

Ì Japanese specification

CA037

3 Pole (Stereo), High Quality

 149-933PCB switched
 143-336Switched

Socket

  143-316Screened
143-315Insulated

1000+500+250+100+1+
Price Each

Order CodePlugs

143-336
H=14.2, W=10.7,

D=18.8
Panel cut-out=6.4 dia.

143-315
L=39.6, Dia=10.4

143-316
L=39.1, Dia=7.9

149-933
H=9.3, W=10.7, D=18.8

PCB drilling pattern
W=9.0, D=3.3+3.3
PCB hole size=1.2

CA038

Cable entry=4.8 max.

Note: To avoid compatibility problems, it is advisable not to mix these
jack plugs & sockets with other types.

6.35mm (1/4") Jack
2 Pole Plugs and Sockets – Standard
(Switched and Unswitched)

148-257
Body size: L=41.3,

Dia.=11.2

148-258
Body size: L=38.1, Dia.=12.7

Cable entry=6.0 max

148-259 
Body size: H=31,
W=17.5, D=17


