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DIN Connectors
MAS, MAK and MAWI

809-834MAK50S5 pin 240°
Free Sockets

809-822MAW170SB7 pin
809-810MAW160B6 pin
809-809MAW150SB5 pin 180°

Free Plugs 90°

809-792MAS80S8 pin
809-780MAS70S7 pin
809-779MAS606 pin
809-755MAS505 pin 240°
809-767MAS50S5 pin 180°
809-743MAS303 pin

Free Plugs
500+100+50+10+1+Order Code

Price EachMftrs.
List No.

Mftrs. List No. LB2 panel socket, LB3 switched panel socket
CA086

Ì DIN connectors for a variety of uses Ì Manufactured to DIN41524
Ì Insulated handle, solder tabs Ì Supplied in polyethylene bag
Rated voltage 34V
Rated current ≤4A
Contact resistance ≤4mΩ

Maximum wire size 0.34mm2

Temperature range -20°C to +60°C

DIN Connectors
MAB

809-913MAB8SH8 pin
809-901MAB6H6 pin
809-895MAB5WH5 pin Domino
809-883MAB5SH5 pin 180°
809-871MAB3SH3 pin

500+100+50+10+1+Socket
Price EachOrder

Code
Mftrs.

List No.

Mftrs. List No. LB2 panel socket, LB3 switched panel socket
CA087

Ì DIN PCB mounting sockets
Ì Manufactured to DIN41524
Ì Depth MAB3H, MAB5SH 16.2/MAB5WH 16.5/MAB6H,

MAB8SH 17.5

Rated voltage 34V
Rated current ≤4A
Contact resistance ≤4mΩ

Maximum wire size 0.34mm2

Temperature range -20°C to +60°C

DIN Connectors
MAB

809-858MAB55 pin 180°
809-846MAB3S3 pin

500+100+50+10+1+Order CodeSocket
Price EachMftrs.

List No.

Mftrs. List No. LB2 panel socket, LB3 switched panel socket
CA088

Ì DIN sockets with flange
Ì Manufactured to DIN41524

Ì Insulated handle, solder tabs

Rated voltage 34V
Rated current ≤4A
Contact resistance ≤4mΩ

Maximum wire size 0.34mm2

Temperature range -20°C to +60°C

Standard DIN Style (Screened)
Professional Range

Contact rating 4A
Working voltage 100V ac/dc max
Contact resistance ≤10mΩ
Temperature range -25°C to +70°C

Housing Diecast, nickel plated or electrically
conductive matt black finish

Insulator Nylon
Contacts Brass, silver plated

A range of DIN screened plugs and sockets suitable for audio and computer
applications, offering robust construction with cable clamp and strain relief. Nickel
plated or matt black finish.

CA089

Standard and Locking Plugs

151-338.591-08008 pin
151-337.591-07007 pin
151-336.591-06006 pin
151-334.591-05105 pin 240°
148-492.591-05005 pin 180°
151-333.591-04004 pin
148-491.591-03003 pin

Locking, Black

151-332611-08008 pin
151-331611-07007 pin
151-330611-06006 pin
151-329611-05205 pin ‘Domino’
151-328611-05105 pin 240°
148-490611-05005 pin 180°
151-327611-04004 pin
148-489611-03003 pin

Standard, Black

106-159.590-08008 pin
106-158.590-07007 pin
106-157.590-06006 pin
151-313.590-05205 pin ‘Domino’
106-156.590-05105 pin 240°
148-496.590-05005 pin 180°
151-312.590-04004 pin
148-495.590-03003 pin

Locking, Nickel

148-497.610-08008 pin
147-694.610-07007 pin
147-693.610-06006 pin
147-392.610-05205 pin ‘Domino’
147-692.610-05105 pin 240°
147-691.610-05005 pin 180°
151-311610-04004 pin
147-689.610-03003 pin

250+100+25+1+List No.Standard, Nickel
Price EachOrder

Code
Mftrs.

Standard nickelStandard black
L=60.3, Dia=15.9, Cable entry=5.5 max.

Locking nickel
L=59.8, Dia=15.9,

Cable entry=5.5 max
CA090

Line Sockets

152-051.600-07007 pin
582-402600-06006 pin
152-050.600-05105 pin 240°
152-049.600-05005 pin 180°
582-396600-04004 pin
152-048.600-03003 pin

250+100+25+1+
Price EachOrder

Code
Mftrs.

List No.

L=57, Dia=15.9, Cable entry=5.5 max.

Note: Latching is not guaranteed with DIN audio locking plugs of other ranges.

Suitable for mating with lock-
able and standard plugs within the range. Nickel plated.

CA091

Total Customer Care

Our aim is to ensure you are 100% satisfied. If
you ever have a query with your order,

call us on (65) 788 0200
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