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Connectors – Audio

Electronic, Electrical and Mechanical

SINGAPORE CATALOGUE

Prices are in Singapore Dollars and exclusive of GST

Standard DIN Style (Screened) — Continued

Panel and PCB Sockets

Contact rating 4A
Working voltage 100V ac/dc max
Contact resistance ≤10mΩ
Temperature range -25°C to +70°C

Panel and PCB sockets suitable for either locking or stan-
dard screened plugs. The PCB sockets allow direct in-line connection to a PCB.

Housings Zinc cast, nickel plated or brass with
electrically conductive matt black finish

Insulator Glass filled Nylon/Noryl
Contacts Brass, silver plated

CA092

Circular and Flange Mounting

148-498.630-08008 pin
147-702.630-07007 pin

 147-701.630-06006 pin
147-393.630-05205 pin ‘Domino’

.147-700.630-05105 pin 240°
.147-699.630-05005 pin 180°
.  151-314630-04004 pin

147-697.630-03003 pin
Flange, Nickel

151-344.651-08008 pin
151-343.651-07007 pin
151-342.651-06006 pin
151-341.651-05205 pin ‘Domino’
151-340.651-05105 pin 240°
148-494.651-05005 pin 180°
151-339651-04004 pin

 148-493.651-03003 pin
Circular, Black

148-504.650-08008 pin
148-503.650-07007 pin
148-502.650-06006 pin

 151-316.650-05205 pin ‘Domino’
 148-501.650-05105 pin 240°

148-500.650-05005 pin 180°
 151-315.650-04004 pin

148-499.650-03003 pin
250+100+25+1+List No.Circular, Nickel

Price EachOrder
Code

Mftrs.

147-701
L=13.4L=19.3, Dia=18, Panel cut-out=16,

Panel thickness=8.5 max.

148-494148-504

Panel cut-out

CA093

22.2

16.5
3.3 dia 

PCB Mounting Sockets

463-140Mounting nuts
50+10+5+1+10 Per Pack

Price Per Pack

582-438690-08008 pin
582-426690-07007 pin
151-324690-06006 pin
151-322690-05105 pin 240°
151-321690-05005 pin 180°
582-414690-03003 pin

250+100+25+1+
Price EachOrder

Code
Mftrs.

List No.

PCB Drilling Patterns5 pin 45° spacing 5 pin 60° spacing/6 pin

2.70

1.30

L=13.4, Dia=15.8

CA094

Rear Mounting PCB & Panel Sockets

448-990692-08008 pin
455-040692-07007 pin
455-039692-06006 pin
455-027692-05105 pin 240°
455-015692-05005 pin 180°
455-003692-03003 pin

PCB Mount, Nickel

454-990653-08008 pin
454-989653-07007 pin
448-590653-06006 pin
448-308653-05105 pin 240°
448-291653-05005 pin 180°
448-047653-04004 pin
448-023653-03003 pin

Panel Mount, Black

448-011652-08008 pin
448-000652-07007 pin
447-997652-05206 pin
447-985652-05105 pin 240°
447-973652-05005 pin 180°
447-961652-04004 pin
447-857652-03003 pin

Panel Mount, Nickel
250+100+25+1+Order Code

Price EachMftrs.
List No.

CA095

Bayonet Locking È Turn
Separate Colour Coding Rings Available

Locking ring
Dia.=20

Free Plug
L=60, Dia.=20

Panel socket
H=19, W=28.8
D=20 (10.5 front
8 behind panel)

Panel cut-out

Ì Intermateable with industry standard bayonet locking ring types
Ì Coloured glas-filled plastic locking rings in six colours
Ì Panel sockets coded with snap-in rings in same colours
Ì Black supplied as standard on all items

CA096

661-971592-0000Each Colour 
Mixed Pack (24), 4 of

661-960592-0007Yellow
661-958592-0006White
661-946592-0005Red
661-934592-0004Green
661-922592-0002Blue

20 Per Pack
10+5+1+Plug Colour Coded Locking Rings

Price Per Pack

continued

661-910592-08008 pin
661-909592-07007 pin
661-892592-06006 pin
661-880592-05105 pin 240°
661-879592-05005 pin 180°
661-867592-04004 pin
661-855592-03003 pin

Free Plugs

250+100+25+1+
Price EachOrder

Code
Mftrs.

List No.


