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662-045593-08008 pin
662-033593-07007 pin
662-021593-06006 pin
662-010593-05105 pin 240°
662-008593-05005 pin 180°
661-995593-04004 pin
661-983593-03003 pin

250+100+25+1+Panel Sockets
Price Each

662-100593-0000Each Colour  
Mixed Pack (24), 4 of

662-094593-0007Yellow
662-082593-0006White
662-070593-0005Red
662-069593-0004Green
662-057593-0002Blue
661-776593-0001Black

10+5+1+20 Per Pack
Price Per PackPanel Socket Colour Coding Rings

Twist Lock

437-29371206-0808 pin
437-28171206-0707 pin
308-96171206-2505 pin 240°
308-95071206-0505 pin 180°
437-27071206-0404 pin

 308-94871206-0303 pin
Panel Sockets

437-26871506-0808 pin
437-25671506-0707 pin
308-93671506-2505 pin 240°
308-92471506-0505 pin 180°
437-24471506-0404 pin
308-91271506-0303 pin

Free Sockets

437-23271430-0808 pin
437-22071430-0707 pin 
308-90071430-2505 pin 240°
308-89471430-0505 pin 180°
437-21971430-0404 pin
308-88271430-0303 pin

250+100+25+1+Free Plugs
Price EachOrder

Code
Mftrs. 

List No.

Free plug
L=60, Dia=20

Panel cut-outPanel socket
H=19, W=28.8

D=20 (10.5 front,
8 behind panel)

Free socket
L=57, Dia=17.2

Cable entry=5.5 max

The flanged panel sockets are for front or rear mounting.
CA097

Twist Lock 90° Plugs

H=45.5, W=20, D=47 Cable entry=5.5 max.

437-33571434-2505 pin 240°
437-32371434-0505 pin 180°
437-31171434-0404 pin
437-30071434-0303 pin

250+100+25+1+
Price EachOrder

Code
Mftrs.

List No.

Ideal for use in confined areas
where space is at a premium.

CA098

Twist Lock PCB Mounting Sockets

Straight
H=19, W=28.8,

D=20 (10.5 front of flange)
CA099

90°
H=20, W=23, D=27

437-41471251-0808 pin
437-40271251-2505 pin 240°
437-39671251-0505 pin 180°

.437-38471251-0404 pin
437-37271251-0303 pin

90°

437-36071252-0808 pin
437-35971252-0505 pin 180°
437-34771252-0303 pin

Straight

250+100+25+1+
Price EachOrder

Code
Mftrs.

List No.

Latching Improved RFI Screening

22.2

Current rating 2A (temp. rise ≤5°C)
Breakdown voltage 1.5kV
Insulation resistance ≥103MΩ

A 

Dimension A
18.3 for rear mounting
16.4 for front mounting

Free plug
L=44, Dia=21

Max cable diameter=7

528-870L1904C 8 CS8 pin
309-072L1904C 7 CS7 pin

 309-060L1904C 6 CS6 pin
 309-059L1904C 5 A CS5 pin 240°

.309-047L1904C 5 CS5 pin 180°
309-023L1904C 3 CS3 pin

Panel Sockets

.528-869L1904A 8 FP8 pin
309-011L1904A 7 FP7 pin
971-250L1904A6FP6 pin
309-000L1904A 5 A FP5 pin 240°

 308-997L1904A 5 FP5 pin 180°
308-973L1904A 3 FP3 pin

Free Plugs

250+100+25+1+
Price EachOrder

CodeMftrs. List No.

3.2 dia

Panel cut-out
Panel socket

These shielded connectors feature a unique locking device allowing push-pull coupling
which cannot be disengaged by a direct pull on the cable. The cable is clamped by a
one piece nylon cable grip. The sockets feature improved RFI screening rings.

Housing Zinc alloy, nickel plated
Insulator Glass filled nylon
Contacts Brass, silver plated

CA100

Free Technical Support
Our trained engineers are available to help

you select the right item. Call us on
(65) 788 1922 or e-mail

singapore-technical@farnell.com
we’re here to help. 


