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Connectors - IDC 248

Connectors — IDC

Standard Density IDC 0.05" Cable Pitch
— Continued

@ Designed to mate with m

standard IC sockets

@ Strong legs, less susceptable to
bending or breaking

@ Tin plating

DIP Connectors

Material GF polyester (PBT) UL94V-0
Contact Beryllium copper, tin plated

Current rating 1A
Insulation resistance

>1 10°Q @500V dc

Order Multiple=5
Strain Relief Clips

9
15
25
37
50

3448-8D09A
3448-8D15A
3448-8D25A
3448-8D37A
3448-8D50A

972-812
972-824
972-836
972-848
972-850

IDC ‘D’ Type Connectors

Centronics Style

Price Each

5+ 10+ 50+ 100+ 500+

@ 0.05" pitch cable
@® Low profile

Temperature range $5C 10 +105°C Cl225 @ Bailmount and 4.01mm diameter hole
No.of  Mftrs. Order Price Each
Ways  List No. Code 1+ 10+ 50+ 100+ 300+ 500+
14 3406-3010T 972-757
16 3416-3010T 972-769
18 3563-3010T 972-770
24 3460-4000T 972-782 C1367
28  3728-4000T 972-794 .
40  3508-4000T 972-800 No. of  Mftrs. Price Each
Ways List No. Order Code 1+ 10+ 50+ 100+ 300+ 500+
4.01mm Diameter Hole
0.100" g[lll“ (2.54 7.62mm) 36 3366-1000 327-3854
. ' ' . 50 3564-1000 327-3878
@ Fits standard IC sockets Bailmount
® Gold platted 24 3548-1001 327-3830
@ Low profile ) 36 3366-1001 327-3842
@ Rectangular PCB pins 50 3564-1001 327-3866
Strain Reliefs
Order Multiple=5 5+ 10+ 50+ 100+ 300+ 500+
24 3448-61 327-3880
cl372 36  3448-62 327-3891
No. of  Mftrs. Order Price Each 50 3448-63  327-3308
Ways  List No. Code 1+ 10+ 50+ 100+ 300+ 500+
Dual in line connectors i H
14 3406-3000 327-1912 :'a?ﬁl'“é"c"o" Shells m
16 3416-3000 327-1924 at Cable Entry
Order Multiple=5 5+ 10+ 50+ 100+ 300+ 500+ @ For use with flat cable
Strain Releifs @ Uses standard ‘D’ shell hardware
14 3448-3406 327-1936 @ Light weight, compact size
16  3448-3416 327-1948
‘D" Tin and Dimple SM
CI368
No.of  Miftrs. Order Price Each
Ways  List No. Code 1+ 10+ 50+ 100+ 300+ 500+
9 3485-2100F 327-3738
15 3485-2200F 327-3740
25 3485-2300F 327-3751
37 3485-2400F 327-3763
25 way plug 469-397 25 way socket 469-439
0y . : - Plastic Junction Shells
@ Delta ‘D’ connectors have a steel shell, provides screening continuity when Flat Cable Entr
correctly mounted v
@ Contacts beryllium copper with gold plating [l z @ Uses standard hardware
@ Approvals UL and CSA approved @ Low profile
Contact rating 1A@70°C Housing Steel, tin plating over copper ® Accepts flat cable
Contact resistance 20mQ max. Insulator Grey polyester, UL94V-0
Working voltage 350V ac/dc Contacts Formed, beryllium copper
Temperature range -55°C to +105°C Plating (30u") 0.76um gold over wiping
Mating cycles 200 area over 1.27um nickel
Cl91
No. of  Mftrs. Order Price Each
Ways  List No. Code 1+ 10+ 50+ 100+ 300+ 500+
Plugs
9 8209-8009 469-373 -y
15  8215-8009 469-385 No. of  Mftrs. Order Price Each
35 gggSgggg 42333; Ways  List No. Code 1+ 10+ 50+ 100+ 300+ 500+
7 7- 469-4
24 3485-1700F 327-3910
50  8250-8005 727-507 36 3485-2800F 327-3921
Sockets 50 3485-2500F 327-3933
9 8309-8009 469-415
15  8315-8009 469-427
25 8325-8009 469-439
37 8337-8009 469-440
50 8350-8005 727-519
248 Electronic, Electrical and Mechanical Frices are in Singapore Dollars and exclusive of GST
H



