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SINGAPORE CATALOGUE
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.636-02200839906401030264

.636-01000839906001030260

.636-00900839905001030250

.635-99600839904001030240

.635-98400839903401030234

.635-97200839902601030226

.635-96000839902001030220

.635-95900839901601030216

.635-94700839901401030214

.635-93500839901001030210
With Strain Relief

Card Edge
2.54 Pitch

H=18.0, D=10.0 With mounting flangeH-18.0, D=10.0 Without mounting flange

86.3675.1650
73.6662.4640
66.0454.8434
55.8844.6826
48.2637.0620

Fixing CentresBody LengthNo. of Ways

635-832606338440400000
10+Polarising Key

Price EachOrder Multiple=10

.635-82000633805000004250

.635-81900633804000004240

.635-80700633803400004234

.635-79000633802600004226

.635-78900633802000004220
With Mounting Flanges

.635-77700633805000004050

.635-76500633804000004040

.635-75300633803400004034

.635-74100633802600004026

.635-73000633802000004020
Without Nounting Flanges

1000+500+100+50+1+

Price EachOrder
CodeMftrs. List No

No. of
Ways

1A @ 70°CContact rating
Gold plated, nickel, copper alloyContact material
Polyester, UL94V-OHousing material

Ì Suitable for printed circuit boards of  1.6mm thickness
Ì Polarising key  available seperately Ì UL and CSA Approved

CI330

48 Way '1/2C' and 96 Way 'C' DIN41612 Sockets 
Class II and lll

CI335
1.5A @ 70°CContact rating
Gold plated nickel, copper alloyContact material
Polyester, UL94V-OHousing material

636-496208459096001002III
636-484208459096001026II

96 Way with Strain Relief

636-472208459048002002III
636-460208459048002026II

48 Way without Strain Relief

500+100+50+10+1+
Price EachOrder

CodeMftrs. List No.Class

Standard Density IDC 0.05" Cable Pitch

CI12

Housing PBT and polycarbonate, UL94V-0
Contact material Phosphor bronze, gold palladium over nickel plating
Mechanical endurance 500 cycles
Operating temperature -55°C to 105°C
Max PCB thickness (header pins) 1.6mm
PCB pin spacing (headers) (0.1") 2.54mm
PCB hole size (headers) Min 0.8mm
Dielectric withstanding voltage 500V ac for 1 minute
Current rating 1A dc unless otherwise stated
Voltage rating 250V ac max
Contact resistance, mated 20mΩ max @ 6V dc, 0.3A
Insulation resistance 1000MΩ min @ 500V dc 

Ì A range of high quality ribbon cable connectors manufactured to
comply with UL and CSA specifications.

Ì Bump polarised female sockets used with the clip polarised header give both bump
and clip polarisation.

Female Socket (with strain relief)

CI13
FOR SUITABLE CRIMP TOOLS SEE PAGE 259

Bump/Clip polarisation 145-004 Clip polarisation 145-012

145-01660
145-01550
152-27740
145-01334
145-01226
145-01120
145-01016
145-00910

Clip Polarisation

145-00860
145-00750
145-00640
145-00534
145-00426
145-00320
145-00216
145-00110*

Bump/Clip Polarisation

1000+500+250+100+25+1+

Price Each

Order Code
No. of
Ways

* Bump polarisation only
150-663.

Polarisation Key for insertion into
individual sockets (strip of 10)

100+50+1+

Price Each

Order Code

Mftrs. List No. Bump/clip=FCN707B0xxAU0, Clip=FCN707J0xxAU0 where xx=No of ways
Polarisation Key=FCN700A1

Price Each
1+

Order
Code

No. of
Ways Mftrs. List No. 50+ 100+ 500+ 1000+

Male PCB Mounting Headers (with latches)

Bump and Clip Polarisation

Mftrs. List No. Straight=FCN704Q0xxAUM except 145-025=FCN704G010-AUM,
90°=FCN705G0xxAUM where xx=No of ways Key=FCN700A2

CI15

72.659.952.342.234.529.421.890°
78.76658.448.340.635.527.9Vertical
50403426201610No. of Ways

Fixing Centres

Order polarisation key separately, 2 off for 16-60 way, 1 off for 10 way

145-03360
145-03250
145-03140
145-03034
145-02926
152-27920
145-02716
145-03410

90° PCB Pins (Bump or Clip Polarisation) bump only

145-02350
145-02240
152-27834
145-02026
145-01920
145-01816
145-02510

Straight PCB Pins (Bump or Clip Polarisation) bump only

1000+500+250+100+25+1+

Price Each

Order CodeNo. of Ways

150-664Polarisation Key

100+50+10+
Price Each

Order Code

Order Multiple=10

Mounting holes accept M2.5 bolts or No 4 self tappers

Vertical PCB mounting 145-020 Right angle PCB mounting 145-029


