Connectors — IDC

SL-156 Housing and Contacts

0.156" Pitch Posted Connectors tyca /

Electronics / ANIP tqca / Electronics / ANIP

@ 3.96mm centerline

@ White 6/6 nylon housing,
UL94V-0

@ Phosphor Bronze, tin plated
hood contact

3 @ Locking ramp and Asian Selection
319-4814 polarization tabs
[ ] Hous@ngs are not end-to-end stackable
@ MTA posted connector, 0.156" (3.96mm) pitch ® Housing and contact accept large
@ Housings colour coded by wire size insulation diameter (LID) wire
22 AWG (0.3-0.4mm?) =Red Current 10A max. Temperature  -55°C to +105°C
24 AWG (0.2mm?) =Natural Voltage 250Vac Wire range  18-24 AWG
CI375 CI230/S1
Order Multiple=5 Order Multiple=10
No. of Price Each No. of Mftrs. Price Each
Ways Mftrs. List No.  Order Code 5+ 50+ 500+ Ways List No. ~ Order Code 10+ 50+ 100+ 500+
22 AWG Posted Connector 2 0.647402-2  356-7450
2 641437-2 319-4747 3 0.647402-3  356-7461
3 641437-3 319-4759 4 0.647402-4  356-7473
4 641437-4 319-4760 5 0.647402-5 356-7485
6 641437-6 319-4772 6 0.647402-6  356-7497
9 641437-9 319-4784 7 0.647402-7 356-7503
12 1-641437-2 319-4796 8 0.647402-8  356-7515
15 1-641437-5 319-4802 9 0.647402-9  356-7527
24 AWG Posted Connector 10 1.647402-0  356-7539
2 641438-2 319-4814 1" 1.647402-1 356-7540
3 641438-3 319-4826 12 1.647402-2 356-7552
4 641438-4 319-4838 Crimp Terminals  647409-1  356-7564
12 1-641438-2 319-4840
o MTA Tooling tyco / Electronics / AMP
0.156" Pitch MTA Post Headers tyco / Electronics / AMP Pistol Style Tool
The appropriate modular receptacle head is fitted into the manually actuated handle
assembly. It is capable of terminating 600 wires an hour typically
Maintenance Hand Tools
A Simple T-handle tool is used to insert unstripped wires, one at a time, into the
connector slotted beam contacts. Useful for prototypes, maintenance and repair.
Cl47
Swaight SO LOCK, i o LK Manual Pistol Style Tool Mftrs. List No. ~ Order Code  Price Each
0 ontAng Handle assembly 58074-1 .589-457
@ MTA post header assemblies, pins 0.044" (1.14mm) square on 0.156" (3.96mm) MTA 100 receptacle head 58246-1 .589-469
centres ) MTA 156 receptacle head 58247-1 589-470
® Current rating 5A o Maintenance Hand Tools
0.1" pitch 59803-1 .589-494
Order Multiple=5 0.156" pitch 59804-1 589-482
No. of Mftrs. Price Each
Ways List No. Order Code 5+ 50+ 500+ 1000+
Straight IDT Connector Systems
2 640383-2 589-299 . y
4 640383-4  589-317 Picoflex PF-50 otk
g gjggggg gggggg @ Wire to board interconnect system A
: ) @ Used in single and double-ended, as well as daisy chain application
9 640383-9 589-354 N
10 1-640383-0 589-366 @ 50% less space when mated
12 1-640383-2 589-378 @ Female connector is a single moulded piece
20 2-6 40383-0 589-380 @ |ntegral strain relief system on female connector
e : d ) @ Polarising end walls on header
Friction Lock, Straight @ SMT header available
2 640445-2 589-044
3 640445-3 589-056 cretz
4 640445-4 589-068 continued
5 640445-5 589-070
6 640445-6 589-081
7 640445-7 589-093
8 640445-8 589-100

Right Angled
10 1-640385-0  589-160
12 1-640385-2  589-172

Friction Lock, Right Angled

640389-2 589-184
640389-3 589-196
640389-4 589-202
640389-5 589-214
640389-6 589-226
640389-8 589-240
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