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Connectors – IDC

Electronic, Electrical and Mechanical

SINGAPORE CATALOGUE

Prices are in Singapore Dollars and exclusive of GST

Distribution Systems
Katt "S" Series Terminal Block

Ì  IDC contact accepts two
wires for parallel wired
applications

Ì  Low wire insertion force elmininates
damage to PCB

Ì  EIA 568A, ISO 11801 and EN 50173
compliant

Dielectri strength 1.5kV RMS@60Hz Solid wire size 22-26AWG
Temperature range -10 to +60C Stranded wire sizes (7 Strands) 22-26 AWG
Reterminiations >200 Max wire OD 1.4mm
Contacts Phosphor bronze

Colour Coding: B = Brown, G = Green, O= Orange & BL = Blue

317-618636.A0390BL/O/G/B4
317-617436.A0380B/G/O/BL4
317-616236.A0370Unmarked4
317-615036.A0910Unmarked3
317-614936.A0360BL/O2
317-613736.A0350B/G2
317-612536.A0340Unmarked2

Grey, With Retention Posts

317-611336.A0760BL/O/G/B4
317-610136.A0750B/G/O/BL4
317-609536.A0740Unmarked4
317-608336.A0900Unmarked3
317-607136.A0710BL/O2
317-606036.A0700B/G2
317-605836.A0690Unmarked2

White, Without Retention Posts

317-604636.A0330BL/O/G/B4
317-603436.A0320B/G/O/BL4
317-602236.A0160Unmarked4
317-601036.A0890Unmarked3
317-600936.A0310BL/O2
317-599636.A0300B/G2
317-598436.A0170Unmarked2

Grey, Without Retention Posts

1000+500+100+50+5+CodeCoding
Price EachOrder Mftrs 

List No.
Colour No. of

Ways

Order Multiple=5

CI366

Quick Connection – IDC Termination
5.08mm Pitch

FOR SUITABLE INSERTION TOOL SEE PAGE 275
CI207

.107-433.239A4
107-432.238A3

Terminals

5000+1000+500+100+50+5+
Price EachOrder

Code
BT

Type
No. of
Ways

Order Multiple=5

H=13, W=7.2, Pitch=5.08,
L=17 (3 way), 22 (4 way)

Ì Eliminates wire stripping, soldering or making screw terminations
Ì Maximum of 2 equal size wires per contact 
Ì Gas tight connection
Ì Fixing posts for heat or ultrasonic staking, plus insulation grips for strain relief

Mftrs. List. No. 6048/1/001/0x where x=No of ways, 6417/1/810/02=147-894

Current rating as wire connected Contacts Brass, silver plated
Dielectric strength 2kV RMS min Colour White
Temperature range -40°C to +80°C Conductor diameter 0.4 to 0.65mm
Service life 50 operations min Insulation diameter 0.7 to 1.4mm

Terminal Modules

BT Type 237E 
240mm lead H=39, W=123, D=20

109-293
Labels (100 per pack)

109-292

10+5+1+Label Holder – BT Type 51A (10 per pack)
Price Per Pack

225-990Grey
10 Pair Module – BT Type 241B

109-291Red
20 Way Earthing Module – BT Type 237E

109-290Blue
109-288Cream

10 Pair Module – BT Type 237A

250+100+50+10+1+Order CodeColour
Price Each

BT Type 241B 
H=23, W=105, D=26 
Fixing centres=95 4.5 dia.

FOR SUITABLE INSERTION TOOL SEE BELOW
CI208

The 237A disconnection modules are suitable for
mounting in the Krone connection boxes and are
colour coded for various applications, e.g. Cream –
voice/data, Red – earth, Blue – voice/data/distribu-
tion/customer. Each module has two rows of twenty
IDC terminals, one for permanent wiring and the other for jumper wires. Centre con-
tacts provide a continuous link between permanent and jumper wiring. Test leads and
protection magazines can be inserted across these contacts.
The 237E earth module provides a common earth for up to 20 wires and has a ground-
ing strap for earthing to the chassis.
The 241B connection module is a surface or panel mounting version of the 237A.
However, it will not accept a label holder, test leads or protection magazine.
All contacts can accept two wires of equal size with a conductor diameter between
0.4mm and 0.65mm (26 – 22 AWG

Mftrs. List No. Order Code Mftrs. List No. Order Code
6089/1/810/00 109-288 6196/1/007/11 225-990
6089/2/011/21 109-290 6092/1/810/00 109-292
6089/2/038/02 109-291 6534/1/001/00 109-293

APPROVED for connection to
telecommunication systems specified
in the instructions for use subject to
the conditions set out in them.

Protection Magazine

BT Type 5B

453-444.21A
109-2985B

250+100+25+1+Order CodeBT Type
Price Each

Ì Mounts directly onto Krone terminal modules
Ì Each magazine holds up to ten 14A transient suppressors

CI209

Mftrs. List No. 6535/1/010/00=109-298, 6A816H200FNS=453-444.

GDT Type 21A

Connection Boxes

Ì Connection boxes suitable for wall mounting or under floor ducting
Ì Enables multiple data/voice lines to be linked to exchange
Type 200 and 220

Low profile and deep lidded boxes containing 1x or 2x 10 pair IDC connection modules
and 10 way IDC connection modules and 10 way IDC earthing block. Each terminal will
accept two wires with a conductor diameter between 0.4 and 0.9mm. when fitted with
10 pair IDC-to-Screw terminal modules boxes can provide a network termination and 

Type 250/5
H=210, W=160, 

D=90

Type 301A
H=320, W=210,

D=120

Type 220
H=170,  W=120, 

D=28.5

Type 200  (Low Profile)
H=170, W=120, D=19.5


