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Internet www.farnell.com

SINGAPORE CATALOGUE

Sales Tel (65) 788 0200   Sales Fax (65) 788 0300

FOR INSERTION TOOLS, PROTECTION MAGAZINE AND TERMINAL MODULES
SEE PAGE 274

CI210

862-400Security fixing kit
500+250+100+50+10+Order Multiple=10

862-393
IDC to screw terminal

module (10 pr)

109-287Type 301A (100pr)
109-286Type 250/5 (50 pr)
862-381

Deep lidded box for
30 pairs (empty)

Type 220

862-37020 Pairs
862-36820 Pairs 
862-35610 Pairs

Type 200

50+25+10+5+1+
Price EachOrder

Code

Housing: BT type 201C – Ivory ABS. BT types 250/5 and 301A – Noryl SE.90, UL94V-1

Mftrs List No: 6525/1/022/00=109-286, 6530/1/017/00=109-287, 6429/1/078/00=862-356, 
6429/1/076/00=862-368, 6429/1/074/01=862-370, 6429/1/073/01=862-381

BT Types 250/5 and 301A
Two connection boxes capable of housing up to 5 or 10 krone terrminals modules
complete with protection magazines. Terminal modules are available seperately and
can be snapped simply onto the metal base plate. Each module can accommodate 10
pairs of cable. A screw terminal connected to the base for earthing

IDC Hand Tool
(Outlet socket and terminal tooling)

147-894.2A
25+10+5+1+Order CodeBT Type

Price Each

Mftrs. List No. 6417/1/810/02
CI206

Ì Plastic bodied with hardened steel jaws
Ì Terminates and trims wire to correct length in one movement 
Ì Pull out wire extractor housed in the body 

Test Cords, 1.5m

4 pole

226-002D944714 pole
109-294D944692 pole

250+100+50+10+1+Order Code
Price Each

BT Type

2 pole

Ì Two pole connection test card can be inserted across the contacts of the 237A 
Krone terminal modules

Ì Four pole disconnection test card breaks the circuit when inserted across the 237A 
disconnection modules, can be used to test the circuit in both directions

Ì Both supplied with a 1.5m lead with tinned and stripped copper wires
Mftrs. List No. 6529/1/021/01=109-294, 6529/1/041/01=226-002

CI211


