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Connectors – Multipole
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146-3453/4
146-3442

Boots

146-34310
146-3426
146-3414
146-3403
146-3392

Receptacle Housing

146-33810
146-3376
146-3364
146-3353
146-3342

Plug Housing

250+100+50+10+1+
Price Each

Order Code
No. of
Ways

146-345317-1397-0006.109.6552.0715.493/4
146-344317-1398-0005.799.6552.0716.512

Boots

146-343120-1870-00040.8921.2123.7532.641.510
146-342120-1840-00040.8921.2120.5729.469.06
146-341120-1806-00039.3721.2112.7219.3010.54
146-340120-1805-00039.3721.2112.7219.3012.03
146-339120-1804-00039.3721.2110.9218.0313.52

Receptacle Housings

146-338120-1869-00028.8337.3417.7823.751.510
146-337120-1842-00025.6537.3417.7820.579.06
146-336120-1809-00015.2435.8117.5312.7010.54
146-335120-1808-00015.2435.8117.5312.7012.03
146-334120-1807-00013.9735.8117.5310.9213.52

Plug Housings

Order CodeMftrs. List No.DCBA
Max Current per

Contact (A)
No. of
Ways

Boot 2, 3 and 4 way

D=Max.cable dia

A low cost range of sealed connectors meeting the requirements of IP66A DIN40050.
The housings are resistant to most industrial fuel oils, ultra violet and ozone, and 
feature a double stepped mating face to ensure correct polarisation. UL and CSA 
recognised.

ORDER CONTACTS & TOOLING SEPARATELY, SEE PAGE 283

Contact rating 15A @ 250V ac 65°C Housing Perbunan or Nitril Butadiene
8A @ 250V ac 90°C Contacts Copper alloy, tin/lead plated

Contact resistance <10mΩ Temperature range-40°C to +105°C
Dielectric withstand voltage 1200V ac Sealing Capacity 3' depth immersion in 5%

salt solution for short periods

CM81X

Contacts and Tooling for ‘Sure Seal’ 

151-654CITG-SS-1Insertion tool – insulation dia=1.8-2.8
146-350CCT-SS-2Crimp tool

105-603/604031-8703-000Socket contact - 0.75–1.5mm2
105-601/602330-8672-000Pin contact – 0.75–1.5mm2
Order CodeMftrs. List No.

151-654Insertion tool
146-350Crimp tool

Tooling

105-604Sockets (Pack of 100)
105-603Sockets (Pack of 10)
105-602Pins (Pack of 100)
105-601Pins (Pack of 10)

10+1+Crimp Contacts
Price Each

Order Code

Insertion toolCrimp tool

CM82X

'Sure-Seal' European Version

CM480

151-654121086-3025Insertion Tool
307-5424317-8588-000Guide Tools
307-5412CCT-MSS/SS-20Crimp Tool

1+Tooling
Price Each

307-5400031-8703-001
Socket for 
16-20AWG

307-5394330-8672-001
Pin for 
16-20AWG

1000+500+100+10+Order Multiple=10

307-5382317-8667-0005-7
307-5370317-1399-0003,4 lrg
146-345317-1397-0003,4 sml
146-344317-1398-0002

Boots

307-5369120-8551-00077
307-5357120-8551-0066
307-5345120-8551-0055
307-5333120-8551-0024
307-5321120-8551-0013
307-5310120-8551-0002

Receptacle Housing

307-5308120-8552-0077
307-5291120-8552-0066
307-5280120-8552-0055
307-5278120-8552-0024
307-5266120-8552-0013
307-5254120-8552-0002

Plug Housing

250+100+50+10+1+
Price Each

Order CodeMftrs. List No.
No. of
Ways

Ì Manufactured in Germany
Ì Polarised mating

Ì One piece moulded body
Ì Mated connectors are IP67 rated

Ultra Miniature Circular Connectors
Screw Lock & Push Pull

307-459620
307-458416
307-457212
307-45608
307-45596
307-45474

Screw Lock. Chassis Receptacle. Socket Contacts

307-453520
307-452316
307-451112
307-45008
307-44936
307-44814

Screw Lock. Chassis Receptacle. Pin Contacts

307-447020
307-446816
307-445612
307-44448
307-44326
307-44204

Screw Lock. Free Plug. Socket Contacts

307-441920
307-440716
307-439012
307-43898
307-43776
307-43654

Screw Lock. Free Plug. Pin Contacts

250+100+50+25+1+
Price Each

Order Code
No. of
Ways

30mΩContact resistancePhosphor Bronze, Part gold platedSkt Contacts
300VacVoltagePhosphor Bronze, Gold and part gold platedPin Contacts
>1000mΩInsulation resistanceBlack PPS resinInsulation
1ACurrent ratingBrass and Zinc alloy, Nickel platedShell

Mftrs. List No. Screw Lock. Free Plug HR25-7TP-xy, Free Jack HR25-7TJ-xy,
Receptacle HR25-7TR-xy

Push Pull. Free Plug HR25-7P-xy, Free Jack HR25-7J-xy, 
Receptacle HR25-7R-xy

Where x = number of ways,  y = S for socket contacts,  P for pin contacts

Ì Up to 20 contacts into maximum
OD of 12.5”

Ì Free Plugs mate with Free Jacks and Chassis
Receptacles

Ì Solder terminals
Ì Push pull or screw lock
Ì Rugged design
Ì No contact damage if mis-mated

CM486
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