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MIS Connectors

Ì System comprises IDC and crimp type receptacles and PCB headers 
Ì Polarised Ì Headers kink to ensure retention for soldering

CP413

10000319-4218292034-1Contact Reel

500319-45531-177537-212
500319-45411-177537-111
500319-45301-177537-010
500319-45280-177537-99
500319-45160-177537-88

1000319-45040-177537-77
1000319-44980-177537-66
1000319-44860-177537-55
1000319-44740-177537-44
1000319-44620-177537-33
1000319-44500-177537-22

Vertical PCB Post Hdr

500319-44491-92009-212
500319-44371-92009-111
500319-44251-92009-010
500319-44130-92009-99
500319-44010-92009-88

1000319-43950-92009-77
1000319-43830-92009-66
1000319-43710-92009-55
1000319-43600-92009-44
1000319-43580-92009-33
2000319-43460-92009-22

Crimp Receptacle Hsg 30/22AWG

500319-43343-177534-313
500319-43223-177534-212
500319-43103-177534-111
500319-43093-177534-010
500319-42922-177534-99
500319-42802-177534-88
500319-42792-177534-77

1000319-42672-177534-66
1000319-42552-177534-55
1000319-42432-177534-44
1000319-42312-177534-33
1000319-42202-177534-22

IDC Receptacle Hsg 26/28 AWG

Price EachQtyOrder CodeMftrs. List No.No. of Ways.

Phosphor bronze bright tin platedCrimp
Pre tin Phosphor bronze IDC 

Receptacle Contact 
Nylon 66 UL 94V-OHousing 

2.5mm Pitch KK Connectors
Ì Same specification as the 0.1” (2.54) pitch connectors
Ì For 0.1” (2.54mm) pitch see page 369

Maximum voltage 250V ac Body material White nylon, UL94V-0
Maximum current 2.5A Terminal Tin plated
Contat resistance 20mΩ max. Engage force per circuit 199g max.
Dielectric strength 1.5kV RMS Disengage force per circuit 57g min.

for 60 secs
Temperature range -40°C to +105°C CP20

CrimpTerminal Housing (with locking ramp)

Mftrs. List No. 22-01-1xx3, where xx=No of ways.
Engineering No. 5051-M

FOR SUITABLE POLARISING PIN SEE PAGE 369
CP21

257-42412
143-09710
143-0968
143-0956
257-4125
143-0944
143-0933
143-0922

2500+1000+500+250+100+10+Order CodeNo. of Ways
Price EachOrder Multiple=10

Crimp Terminal

08-50-003248090.062 - 1.5722 - 300.005 - 0.336

Mftrs.
List No.

Engineering
No.

Insulation
Diameter

Wire Size
AWG

Wire Size
mm2

.143-201.1000

.143-116.100
10+5+1+Order Code

Price Per Pack
Pack Quantity

FOR SUITABLE CRIMP TOOL SEE 285-511 ADJACENT COLUMN
CP22

Square Pin Headers

PCB hole dia.=1.19 ±0.05

146-70510
146-7048
146-7036
146-7025
146-7014

90° Header

257-43612
143-10310
143-1028
143-1016
143-1004
143-0993

Straight Header

2500+1000+500+250+100+10+Order CodeNo. of Ways
Price EachOrder Multiple=10

Mftrs. List No. 22-03-1xx2=Straight Header
22-05-1xx1=90° Header
where xx=No. of ways

Engineering No. 3022-B=Straight Header
3094=90°Header

CP25

Square Pin Headers (with Friction Lock)

(0.64)/.025 
50. Pin

(0.40)
.016
(1.00)
.039

.5
60

14
.2

2

PCB hole dia.=1.19 ±0.05

CP27

257-47312
143-11510
143-1148
143-1136
257-4615
143-1124
143-1113
143-1102

2500+1000+500+250+100+5+90° Header
Order Multiple=5

257-45012
143-10910
143-1088
143-1076
257-4485
143-1064
143-1053
143-1042

Straight Header

2500+1000+500+250+100+10+
Price Each

Order Code
No of
Ways

Order Multiple=10

Mftrs. List No. 22-04-1xx1=Straight Header
22-05-1xx2=90° Header
where xx=No of ways

Engineering No. 5045A=Straight Header
5046A=90° Header
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