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Connectors – RF Coaxial

Electronic, Electrical and Mechanical

SINGAPORE CATALOGUE

Prices are in Singapore Dollars and exclusive of GST

SMA Series – Screw Coupling — Continued
Crimp Plugs and Jack 50Ω
(Flexible Coaxial Cable) RG58,
UR43/76

299-730.Bulkhead jack
Mftrs. List No. 299-730=2034-5004-00

299-728.Elbow plug
Mftrs. List No. 299-728=2037-5007-00

299-716.Plug
Mftrs. List No. 299-716=2031-5005-00

250+100+50+25+10+1+Order Code
Price Each

FOR SUITABLE COAXIAL CABLES RG58C/U  UR43, 76; GROUP 010
SEE PAGES 136 – 137

crf95

Plug

Elbow plug

Bulkhead jack

Panel cut-out
for bulkhead jack

Jacks and Adaptor 50Ω
(Solder Spill)

299-777Adaptor
Mftrs. List No 299-777=2080-0000-00 

299-765Panel (4 hole)
Mftrs. List No 299-765=2052-1201-00 

299-753Panel (2 hole)
Mftrs. List No 299-753=2052-1300-00 

299-741Bulkhead rear
Mftrs. List No 299-741=2056-0000-00 

Jacks

250+100+50+25+10+1+Order Code
Price Each

Panel cut-out
2 hole fixingBulkhead cut-out Panel jack cut-out

4 hole fixing
crf96

2.6Ø
5.2 Rm
5.2 Fm

12.2

Panel jack
2 hole fixingBulkhead jack Jack/jack

straight adaptor
Panel jack

4 hole fixing

SMB Series – Snap On Coupling

Working voltage 500V dc or ac peak
Proof voltage 1500V dc or ac peak
VSWR (straight connectors) 1.46 max to 4GHz
Frequency range dc to 4GHz

crf97

General purpose subminiature connectors offering snap-on coupling. They are smaller
than the SMA range and are especially suitable for use within equipment where space
is limited. They are approved to BS9210 N0006 and meet the requirements of 
MIL-C-39012.

Housing Brass, gold plated
Contacts Brass or beryllium

copper, gold plated
Temperature range -55°C to +155°C

Plugs 50Ω

310-670B65B02G022X99
310-669B65A01G022X99

Order CodeMftrs. List No.

310-670.Elbow
310-669.Straight

300+150+50+10+1+
Price Each

Order Code

FOR SUITABLE COAXIAL CABLE (RG174AU), GROUP 022 SEE PAGE 136
crf98

Straight Elbow

PCB Jacks 50Ω

310-694.Elbow
Mftrs. List No 310-694=B65N10G999X99 
310-682.Straight

Mftrs. List No 310-682=B65N07G999X99 
300+150+50+10+1+

Price Each
Order Code

Elbow  Straight   L=11.2,
Pins=3.2

crf99

PCB drilling pattern

Jacks 50Ω

310-736B65M18G999X99
310-724B65M08G999X99
310-712B65H05G022X99
310-700B65E06G022X99

Order CodeMftrs. List No.

310-736.Front mount
310-724Rear mount

Bulkhead Solder Spill

310-712Bulkhead cable
310-700.Cable

Jacks

300+150+50+10+1+
Price Each

Order Code

Panel cut-out
for all bulkheads

FOR SUITABLE COAXIAL CABLE (RG174AU) GROUP 022 SEE PAGE 136
crf100

Cable jack
Bulkhead cable jack

Bulkhead jack
front mount solder spill

Bulkhead jack
rear mount solder spill

SMB Lock – Plugs 50Ω RADIALL

crf148

Ì Intermateable with standard SMB male
connectors

Ì 2 Stage locking system
Ì Quick and reliable lock
Working voltage 335V dc or ac peak
Proof voltage 750V dc or ac peak
Frequency Range dc to 4GHz
Housing Brass
Contacts Beryllium copper (Centre contact)

Bronze (Outer contact)
Temperature range -35°C to +125°C

FOR SUITABLE CABLE (RD 316) SEE 304-8706 ON PAGE 137

304-4245RG316Right Angled
304-4257RG174Right Angled
304-4221RG316Straight
304-4233RG174

300+150+50+10+1+
Price Each

Order CodeCable Type
Straight


