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Connectors – Signal & Data

Electronic, Electrical and Mechanical

SINGAPORE CATALOGUE

Prices are in Singapore Dollars and exclusive of GST

DIN41612 Class 1, 2 and 3 — Continued
Type M with Power and/or
Coaxial Contacts

High current and coaxial solder contacts for M type connectors

CS536

497-0586.00a,b,c24+8SCStraight pcb skt with action pinsstdM148384-5
497-0466.00a,b,c42+6SCStraight pcb skt with action pinsstdM148423-5
497-0346.00a,b,c60-4SCStraight pcb skt with action pinsstdM148420-5
497-0226.00a,b,c78+2SCStraight pcb skt with action pinsstdM148417-5
497-0102.80a,b,c24-8SCr/angled pcb plugstdM148114-5
497-0092.80a,b,c42+6SCr/angled pcb plugstdM148413-5
496-9962.80a,b,c60+4SCr/angled pcb plugstdM148412-5
496-9842.80a,b,c78+2SCr/angled pcb plugstdM148411-5

Order Code
Pin

Length(mm)RowsPositionsDescriptionSizeType
Mftrs. 

List No.

497-095
497-083
497-071
497-060
497-058
497-046
497-034
497-022
497-010
497-009
496-996
496-984

500+100+50+10+1+
Price Each

Order Code

497-095coaxialskt100093-1
497-083coaxialpin100079-1
497-0718AWGpowerskt100081-1
497-0608AWGpowerpin100069-1

Order CodeSizeStyleTypeMftrs. List No.

Gds A Series DIN41612 Class 3

Contact rating 2A @ 20°C
(individual contact in isolation)

Contact resistance 15mΩ max.
Working voltage 250V dc/ac peak
Insulation resistance ≥1012Ω
Test voltage 1000V rms
Temperature range -65°C to +125°C
Mating cycles 50, no gas test

Pin spacing=2.54
PCB hole dia=1.0

Insertion & 96 contacts ≤90N
extraction force 64 contacts ≤60N

32 contacts ≤30N
Housing Polyester, UL94V-0
Colour Pebble grey (RAL7032)
Contacts Brass, gold over nickel plating
Terminals Tinned 

CS130

90° PCB Plugs

104-986.a+b+c96
104-985.a+c64
150-158a+c (even)32

3 Row ‘C’ Body

104-984.a+b64
104-983.a32

2 Row ‘B’ Body

1000+500+100+50+10+1+Order Code
Price EachRows

Loaded
No. of
Ways

Mftrs. List No. 0902-132-7931=104-983, 0902-164-7921=104-984, 0903-132-7921=150-158
0903-164-7921=104-985, 0903-196-7921=104-986

131

PCB Sockets

104-994.a+b+c96
104-993.a+c64
150-159a+c (even)32

3 Row ‘C’ Body

1000+500+100+50+10+1+Order Code
Price EachRows

Loaded
No. of
Ways

Mftrs. List No. 0903-132-7825=150-159 0903-164-7825=104-993, 0903-196-7825=104-994
CS132

Gds A Series DIN41612 Class 2

Body material Glass filled polyester, UL94V-O
Mating force ≤ 90N
Vibration resistance to VG95324
Creepage resistance to DIN53480 and IEC112 Polyester K225
Chemically resistant to Trichloroethylene, carbon tetrachloride, petrol, ethanol and methanol
Temperature range -65°C to +125°C. Short term +220°C suitable for vapour phase soldering
Electrical specifications quoted on individual devices 

CS139

Ì Reduced insertion forces Ì Added reliability Ì Improved vibration resistance

Mating reliability

Superior Design Features

A range of connectors manufactured to the specifications of DIN41612 Part 1,
BS9525, VG and BT222 requirements.

Dual Cantilever Single Sided Contact Providing

Ì a) Contact design prevents incorrect mating
Ì b) Moulded shoulder pre-loads contact springs
Ì c) Electro-polished male contact minimises insertion forces
Ì d) Sequential contact mating reducing insertion forces
Ì e) Force fit staking ensures firmly held contacts and prevents ingress 
of contaminants

PCB and Wire Wrap Plug

316-052.3.0a+b+c96
316-040.3.0a+c64
316-0393.0a+c (even)32

3 Row ‘C’ Body 90° PCB Pins

316-027.3.0a+b64
2 Row ‘B’ Body PCB Pins

316-0153.0a+b64
316-003.3.0a32

2 Row ‘B’ Body 90° PCB Pins

250+100+50+10+1+
Price EachOrder

Code
Pin Length

‘L’
Rows

Loaded
No. of
Ways

Pin spacing=2.54, PCB hole dia.=1.0

Mftrs. List No. 09021326931=316-003, 09021646921=316-015, 09021646922=316-027,
09031326921=316-039, 09031646921=316-040, 09031966921=316-052,
09031966928=316-076

CS140

Contact rating 2A @ 20°C Contact material Copper alloy, gold plating
Working voltage 250V ac/dc Mating cycles 400


