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Connectors – Signal & Data
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PCB and Wire Wrap Sockets

316-17913.0a+c64
3 Row ‘C’ Body W/W Pins

316-1554.0a+b+c96
316-1434.0a+c64
316-1314.0a+c (even)32

3 Row ‘C’ Body PCB Pins

316-12013.0a+b64
2 Row ‘B’ Body W/W Pins

316-1064.0a+b64
316-0902.5a+b64

2 Row ‘B’ Body PCB Pins

250+100+50+10+1+Order Code
Price EachPin

Length ‘L’
Rows

Loaded
No. of
Ways

Pin spacing=2.54 (except ‘C’ body 32 way=5.08), PCB hole dia=1.0

Contact rating 2A @ 20°C Contact material Phosphor bronze, gold plating
Working voltage 250V ac/dc Mating cycles 400

Mftrs. List No.
09021646824=316-090 09022646825=316-106 09022646821=316-120
09031326825=316-131 09031966825=316-155 09031646821=316-179
09031966821=316-180 09032646825=316-143

CS141

Coded PCB Plugs

728-00760 per pack
250+100+50+10+1+Coding Keys

Price Per Rack

727-9943.0a+b+c96
727-9823.0a+c64

3 Row ‘C’ Body 90° PCB Pins

727-9703.0a+b64
2 Row ‘B’ Body 90° PCB Pins

250+100+50+10+1+
Price EachOrder

Code
Pin Length

‘L’
Rows

Loaded
No. of
Ways

Ì Avoids accidental mating of adjacent connectors
Ì Coding facility integral part of the connector
Ì Code keys are push fit into plug and socket connectors
Contact rating 2A@ 20°C Contact material copper alloy, gold plating
Working voltage 250Vac/dc Mating Cycles 400

Mftrs. List No. 0902 664 6921=727-970, 0903 664 6921=727-982,
0903 696 6921=727-994, 0902 000 9928=728-007

CS337

Coded PCB Sockets 

749-6920903 696 68253.0a+b+c96
749-6800903 664 68253.0a+c64

3 Row ‘C’ Body PCB Pins

250+100+50+10+1+
Price EachOrder

Code
Mftrs.

List No.
Pin

Lgth. L
Rows

Loaded
No. of
Ways

Contact rating 2A@20°C Contact material Copper alloy, gold plating
Working voltage 250Vac\dc Mating cycles 400

FOR SUITABLE CODING KEYS SEE PAGE 487
CS339

PCB Plugs with Snap in Clips

727-9690903 396 69213.0a + b+ c96
727-9570903 364 69213.0a+c64

3 Row ‘C’ Body 90° PCB Pins

250+100+50+10+1+
Price EachOrder

Code
Mftrs.

List No.

Pin
Length.

‘L’
Rows

Loaded
No. of
Ways

Pin spacing=2.54, PCB hole dia.=1.0
For PCB thickness 1.6±0.2mm, PCB hole dia.=2.8+0.1mm for snap-in fixing

Ì Snap in clips tinned, for solderability
Contact rating 2A@ 20°C Contact material Copper alloy, hard gold plating
Working voltage 250Vac or dc Mating cycles 400

CS338

Half Size 2 Row ‘B’ Body

Socket

316-222.4.0a+b32
Socket

316-209.3.0a+b32
316-1923.0a16

90° PCB Solder Pin

Plugs

250+100+50+10+1+
Price EachOrder

Code
Pin Length

‘L’
Rows

Loaded
No. of
Ways

Plug

Mftrs. List No. 09221166931=316-192, 09221326921=316-209, 09221326825=316-222

CS142

Contact rating 2A @ 20°C Contact material Copper alloy, hard gold plating
Working voltage 250V ac or dc Mating cycles 400

Half Size 3 Row ‘C’ Body

Socket

316-271.4.0a+b+c48
Straight PCB Solder Pin

Sockets

316-258.2.96a+b+c48
316-246.2.96a+c32

90° PCB Solder Pin
Plugs

250+100+50+10+1+
Price EachOrder

Code
Pin Length

‘L’
Rows

Loaded
No. of
Ways

Plug

Contact rating 2A @ 20°C Contact material Copper alloy, hard gold plating
Working voltage 250V ac or dc Mating cycles 400

Mftrs. List No. 09231326921=316-246, 09231486921=316-258, 09231486825=316-271

CS143

continued


