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Control Gear, Switch Gear & DIN Rails
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Internet www.farnell.com

SINGAPORE CATALOGUE

Sales Tel (65) 788 0200   Sales Fax (65) 788 0300

Star Delta Starters K2Y Series

320-7328U324248 to 73
320-7316U322835 to 48
320-7274U12/16E3038 to 52
288-172U12/16E2330 to 40
288-160U12/16E1823 to 31

320-7429U12/16E1418 to 24
288-147U12/16E1114 to 19
288-135U12/16E910.5 to 15.5
288-123U12/16E67.00 to 10.5
288-111U12/16E44.70 to 7.00
288-100U12/16E2.73.10 to 4.70

Order CodeMftrs List No.
Star Delta

range - Amps

320-7857K2-Y52SMI230230
320-7845K2-Y52SMI110110
320-7833K2-Y52SMI2424

30kW

320-7821K2-Y40SMI230230
320-7810K2-Y40SMI110110
320-7808K2-Y40SMI2424

22kW

320-7791K2-Y26SMI230230
320-7780K2-Y26SMI110110
320-7778K2-Y26SMI2424

15kW

320-7766K2-Y15SMI230230
320-7754K2-Y15SMI110110
320-7742K2-Y15SMI2424

7.5kW

25+10+5+1+
Price Each

Order CodeMftrs List No.
Coil 
(Vac)

Dimensions:
K2-Y15SMI: H=104, W=172, D=78.5 
K2-Y40SMI: H=117, W=195, D=98
K2-Y26SMI: H=104, W=172, D=78.5 
K2-Y52SMI: H=147, W=210, D=98

Overload Selector Chart (Select seperately)

Ì A range of Star Delta starters 7.5kW to 30kW open style, supplied pre-wired to
accept separate overload. LED indication in the Delta position with a variable elec-
tronic timer with fixed dwell period. DIN rail mounted and both mechanically and
electronically interlocked

Ì Designed to EN60947-4-1
Ì UL and CSA approved

CTL353

Rotary Cam Switches
Rotary Cam Switch
Single Hole Mounting, IP65 Protection

35A25A10AMax. back up fuse (gl)
690v690v440vRated voltage
4kW2.2kW0.55kW220/240v1 phase

11kW5.5kW2.2kW380/440v
5.5kW3kW1.5kW220/240vAC3, 3 phase

Rated operational power
6A4A1.5A

12A5A2.5A380/440vAC15
32A20A10A220/240vAC21A

Rated operational current
22.5 or 30.522.5 or 30.516.5 or 22.5Mounting hole diameter

Silver alloySilver alloyGold platedContact material
CA25CG8CG4Model type
32A20A10ARated thermal current

CTL379

Ì Range of rotary cam switches with a choice of 4 operators (to
order separately)

Ì Standard handle or key operator – with round bezel or square
escutcheon frame to accept the legend plate (legend plate for
square escutcheon supplied with switch body)

Ì Single hole, front panel mounting
Ì Key operators permit key removal in all the latched positions of the switch.

(2 keys supplied)
Ì Simple and quick assembly of switch operator and body
Ì Finger proof screw terminals – IP20 protection
Ì Complies with IEC 60947-3
Ì UL/CSA approvals

Switch Operators

Round bezel 10A (29.5mm dia.) Round bezel 20/32A (39mm dia.)

Square escutcheon 10A (30mm) Square escutcheon 20/32A (49mm)

341-2787Square escutcheon
341-2775Round bezel

20/32A

341-2969Square escutcheon
341-2957Round bezel

10A

Key Operator

341-2763Square escutcheon
341-2751Round bezel

20/32A

341-2945Square escutcheon
341-2933Round bezel

10A

Handle Operator

10+5+1+
Price Each

Order Code

CTL380

Switch Body and Legend Plate

Ì Range comprises: Off-On, changeover + off, changeover,
changeover - spring return to off, step and motor reversing
switches

Ì 10/20A switch - terminals accessible from rear
Ì 32A switch - terminals accessible from side

CTL363

Off-On Switches

341-25938 pole
341-25816 pole
341-25704 pole
341-25683 pole
341-25562 pole
341-25441 pole

32A

341-22108 pole
341-22096 pole
341-21924 pole
341-21803 pole
341-21792 pole
341-21671 pole

20A

341-28054 pole
341-27992 pole

10A

10+5+1+
Price Each

Order CodeSwitch Type

FOR SWITCH OPERATORS SEE PAGE 537
CTL372

continued


