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Control Gear, Switch Gear & DIN Rails

Electronic, Electrical and Mechanical

SINGAPORE CATALOGUE

Prices are in Singapore Dollars and exclusive of GST

DIN Rail Terminals — continued

Shield (Screen) Connection Carriers and Mounting

Designed to enhance the use of the clamping saddles by making them easier to fix and
mount close to the termination point and provide a common reference potential, if
required
Mftrs List No. Description Dimensions

L W H
790-113 DIN rail mount carrier with grounding foot, perpendicular to rail 45 10 3
790-114 DIN rail mount carrier with grounding foot, parallel to rail 45 10 3
790-115 DIN rail mount carrier with grounding foot, parallel to rail 125 10 3
790-145 Carrier rail with perforations for fitting Clamping Saddles 1000mm long
790-144 Stand off for use with carrier rail -
210-133 Busbar, Copper with tin plating 1000 10 3
790-100 Insulated mounting foot, for busbar, M4 8mm screw -

319-0523790-100
319-0511210-133
319-0500790-144
319-0493790-145
319-0481790-115
319-0470790-114
319-0468790-113

50+10+1+Order CodeMftrs List No.
Price Each

CTL317

High Current, Compact Feed Through Terminals WAGO

Colour Current Width Height Conductor Size
Grey 32A 46.5mm 25mm 4mm2

319-061485.5mm12826-172
319-060271.5mm10826-170
319-059657.5mm8826-168
319-058443.5mm6826-166
319-057236.5mm5826-165
319-056029.5mm4826-164
319-055922.5mm3826-163
319-054715.5mm2826-162

50+10+1+Mftrs List No.
Price Each

Order CodeLength
No. of
Poles

CTL318

Ì Terminals supplied ready for installation
into a rectangular cut-out in a sheet
metal enclosure (thickness 1 to 4mm)

Ì Current rating of 32A
Ì Conductor size 4mm2

Ì Cage Clamp connection guarantees gas
tight contact

Ì Rated voltage 500V/6kV/3

Accessories WAGO

319-0780Marking Strip, Marked 12-1826-505
319-0778Marking Strip, Marked 1-12826-502
319-0766Marking Strip, Plain826-501
319-0754Fixing Cap 1 pole826-157
319-0742Fixing Cap 1 pole826-156
319-0730Fixing Cap 1 pole826-155

50+10+1+
Price Each

Order Code
Mftrs 

List No.

Ì Snap on fixing cap is used to secure the terminal into the 
cut out

Ì It is simply pushed onto the internal side of the terminal, where it locks into posi-
tion

Ì Self-Adhesive markers are also used to identify the internal side of the terminal.
The external side utilises the WAGO mini WSB markers

CTL319

Series 273 Push-wire Connectors
Ì Push wire connectors for junction boxes
Ì For solid wires 0.75-4mm2 in different combinations
Ì Insulation strip length 10-13mm
Ì Grey and transparent versions available

din065

Series 273 Pushwire Connectors

0.360.390.42401-62708273-258
0.360.390.42401-62695273-255
0.330.360.39401-62574273-254
0.270.300.30401-62453273-253
0.240.270.30401-62332273-252

Transparent

0.930.991.08851-1398273-103
0.360.390.42851-1525273-105
0.330.360.39851-1274273-102
0.270.270.30851-1403273-104
0.240.270.27851-1762273-112

Dark Grey

50+10+1+
Price Each

Order Code
No of
Ways

Mftrs 
List No.

401-62943273-453
Transparent

851-1883273-403
Grey

50+10+1+
Price Each

Order Code
No of
Ways

Mftrs 
List No

401-62218273-158
401-62105273-155

Transparent

851-1648273-108
851-1155273-101

Grey
50+10+1+

Price Each
Order Code

No of
Ways

Mftrs 
List No.

Rated Current: 18A
Wire Size: 0.75 - 1.5mm2

Rated Voltage: 400V/4kV/2

Rated Current: 24A
Wire Size: 1.0 - 2.5mm2

Rated Voltage: 400V/4kV/2A

Rated Current: 32A
Wire Size: 1.5 - 4mm2

Rated Voltage: 400V/4kV/2A

din295

Series 224 Lighting Connectors

805-622224-101
50+10+1+

Price Each
Order CodeMftrs List No.

Ì Lighting connectors suitable for a variety of
applications

Ì Installation/field side for solid conductor
Ì Lighting side for stranded or solid conductor

Wire Size Installation Side: 1.0mm2 - 2.5mm2 Solid Conductor
Wire Size Lighting Side: 0.5mm2 - 2.5mm2 Solid or Stranded Conductor

Insulation Strip Length: 9 - 11mm
Rated Voltage: 400V/4kV/2

Rated Current: 24A

din069

Service Connector
Ì Service connector for two 

stranded conductors
Ì Colour: Grey

Wire Size: 0.5 - 2.5mm2 Rated Current: 24A
Rated Voltage: 400V/4kV/2 Insulation Strip Length: 9-11mm

842-631224-201
50+10+1+

Price Each
Order CodeMftrs List No.

din189


